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Abstract. This paper describes high-resolution waveform matching
based on aPhase-OnlyCorrelation (POC) technique and its application for
a side-channel attack. Such attacks, such as Simple Power Analysis (SPA)
and Differential Power Analysis (DPA), use a statistical analysis of signal
waveforms (e.g., power traces) to reduce noise and to retrieve secret infor-
mation. However, the waveform data often includes displacement errors in
the measurements. The use of phase components in the discrete Fourier
transforms of the waveforms makes it possible to estimate the displace-
ments between the signal waveforms with higher resolution than the sam-
pling resolution. The accuracy of a side-channel attack can be enhanced
using this high-resolution matchingmethod. In this paper, we demonstrate
the advantages of the POC-based method in comparison with conventional
approaches through experimental DPA and Differential ElectroMagnetic
Analysis (DEMA) against a DES software implementation on a Z80
processor.

Keywords: side-channel attacks, DPA, DEMA, cryptographic module,
waveform matching, phase-only correlation.

1 Introduction

Cryptanalysis based on side-channel information is of major concern for the
evaluation of tamper-resistant devices. When a cryptographic module performs
encryption or decryption, secret parameters correlated to the intermediate data
being processed can be leaked via power dissipation [1], electromagnetic radiation
[2], or operating times as side-channel information. These are now essential issues
for designers of smartcards and other embedded cryptosystems.

In general, a side-channel attack requires a statistical analysis of waveforms
(e.g., power traces) to reduce noise and to retrieve secret information. The impor-
tant assumption here is that each waveform is captured by a digital measuring
device at the exact moment as the corresponding cryptographic computation.
However, it is almost impossible to time exactly when the data was captured for
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cryptographic modules in actual applications, because there is no trigger signal
precisely synchronized with the cryptographic computation. For example, wire-
less devices and smartcards often have no internal clock generator, or devices
using PLLs will not have any external clock synchronized with the internal clock.
Even if a trigger signal is available, it often contains jitter-related deviations from
the true timing of the encryption process. As a result, the measured waveforms
always include displacement errors. The displacement errors are usually smaller
than the sampling interval, but may cause significant loss of the secret informa-
tion when the waveforms are averaged together, unless there is exact alignment
during the statistical analysis.

Some approaches dealing with the displacements in waveforms were proposed
[3], [4]. In a theoretical model, Differential Power Analysis (DPA) with the fast
Fourier transformof the powerwaveforms is introduced to correct the displacement
errors [3]. Reference [4], on the other hand, demonstrated a practical approach to
analyze Rijndael and ECC on a Java-based wireless PDA. The reported methods
were performed in the frequency domain, and thus it would be very difficult to use
them in collaboration with other side-channel attacks in the time domain.

Addressing the displacement problem, we propose a high-resolution waveform
matching method using a Phase-Only Correlation (POC) function. POC tech-
niques have been successfully applied to high-accuracy image matching tasks
[5]-[8]. The POC function employs phase components in the discrete Fourier
transforms of waveforms, and makes it possible to determine displacement er-
rors between signal waveforms with high noise tolerance by using the location
of the correlation peak. By fitting the analytical model of the correlation peak
to the actual numerical data, we can evaluate the displacement errors with a
higher resolution than the sampling resolution. The waveform matching can be
available directly for a wide variety of side-channel attacks in the time domain
against real-world applications.

In this paper, we describe a high-resolution side-channel attack using POC-
based waveform matching, and demonstrate its advantages in comparison with
conventional methods through experimental analysis of DPA and Differential
ElectroMagnetic Analysis (DEMA) against a DES software implementation on
a Z80 processor. The essence of the proposed method is to use the POC-based
waveform matching as a preprocessing step followed by standard analysis. In
this experiment, the side-channel information is monitored with a digital oscil-
loscope for various sampling rates. The differential analysis with the POC-based
matching shows better results in comparison with the conventional attacks for
all of the sampling rates.

2 High-Resolution Waveform Matching Using
Phase-Only Correlation

2.1 Phase-Based Waveform Matching

Consider two signal waveforms, f(n) and g(n), where we assume that the index
range is n = −M, · · · , M for mathematical simplicity, and hence the length
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of waveforms N = 2M + 1. Let F (k) and G(k) denote the Discrete Fourier
Transforms (DFTs) of the two waveforms. F (k) and G(k) are given by

F (k) =
M∑

n=−M

f(n)W kn
N = AF (k)ejθF (k), (1)

G(k) =
M∑

n=−M

g(n)W kn
N = AG(k)ejθG(k), (2)

where WN = e−j 2π
N , AF (k) and AG(k) are amplitude components, and ejθF (k)

and ejθG(k) are phase components.
The cross-phase spectrum (or normalized cross spectrum) RFG(k) is defined

as

RFG(k) =
F (k)G(k)∣∣∣F (k)G(k)

∣∣∣
= ejθF G(k), (3)

where G(k) denotes the complex conjugate of G(k) and θFG(k) = θF (k)−θG(k).
The POC function rfg(n) is the Inverse Discrete Fourier Transform (IDFT) of
RFG(k) and is given by

rfg(n) =
1
N

M∑

k=−M

RFG(k)W−kn
N . (4)

If there is a similarity between two waveforms, the POC function gives a distinct
sharp peak. (When f(n) = g(n), the POC function becomes the Kronecker delta
function.) If not, the peak drops significantly. The height of the peak can be used
as a good similarity measure for waveform matching, and the location of the peak
shows the translational displacement between the two waveforms.

Now consider fc(t) as a waveform defined in continuous space with a real
number index t. Let δ represents a displacement of fc(t). So, the displaced wave-
form can be represented as fc(t − δ). Assume that f(n) and g(n) are spatially
sampled waveforms of fc(t) and fc(t − δ), and are defined as

f(n) = fc(t)|t=nT , (5)
g(n) = fc(t − δ)|t=nT , (6)

where T is the sampling interval and the index range is given by n = −M, · · · , M .
For simplicity, we assume T = 1. The cross-phase spectrum RFG(k) and the POC
function rfg(n) between f(n) and g(n) will be given by

RFG(k) =
F (k)G(k)∣∣∣F (k)G(k)

∣∣∣
� ej 2π

N kδ, (7)

rfg(n) =
1
N

M∑

k=−M

RFG(k)W−kn
N
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Fig. 1. POC functions: (a) for the case δ = 0, (b) for the case δ = 0.5

� α

N

sin {π (n + δ)}
sin

{
π
N (n + δ)

} , (8)

where α = 1. The above Eq. (8) represents the shape of the peak for the POC
function between the same waveforms that are slightly displaced with each other.
This equation gives a distinct sharp peak. The peak position δ of the POC func-
tion corresponds to the displacement between the two waveforms. We can prove
that the peak value α decreases (without changing the shape of the function it-
self), when small noise components are added to the original waveforms. Hence,
we assume α ≤ 1 in practice. For the waveform matching task, we evaluate the
similarity between the two waveforms by the peak value α, and estimate the
displacement by the peak position δ.

By calculating the POC function for two waveforms f(n) and g(n), we can ob-
tain a numerical value of rfg(n) for each discrete index n, where n = −M, · · · , M .
Fig. 1 shows the POC functions around the correlation peaks when (a) δ = 0 and
(b) δ = 0.5, where the black dots indicate the discrete data values from rfg(n).
We use Eq. (8) (the closed-form peak model of the POC function) directly for es-
timating the peak position by function fitting. Fig. 1 also shows these examples,
where the solid lines represent the estimated shapes of the POC functions. Thus,
it is possible to find the location of the peak that may exist between sampling
intervals by fitting the peak model to the calculated data around the correlation
peak, where α and δ are fitting parameters. Note here that we can use other
types of functions, such as a Gaussian function or a quadratic function, for the
function fitting.

2.2 Preliminary Evaluation

Consider two waveforms f(n) and g(n), and an estimated displacement δ. The
waveform matching finally calculates g′(n) by shifting g(n) by an amount corre-
sponding to δ. For example, this waveform shifting is done by the phase rotation
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Fig. 2. Example of POC-based waveform matching: (a) input waveforms f(n) and
g(n), (b) f(n) and displacement-normalized waveform g′(n)

of the waveform in the frequency domain. Let G′(k) denotes the DFT of g′(n).
G′(k) will be given by

G′(k) � G(k)ej 2π
N kδ. (9)

Therefore, g′(n) is given by

g′(n) =
1
N

M∑

k=−M

G′(k)W−kn
N . (10)

We can also implement the waveform shifting with various interpolation tech-
niques, such as bicubic interpolation.

Fig. 2 shows an example of the POC-based waveform matching, where the two
waveforms are power traces from a microprocessor captured by using a trigger
signal at the times of the same computation. Due to the trigger jitter, there is
a displacement error between these waveforms as shown in Fig. 2(a). Using the
POC-based waveform matching, we can obtain the displacement δ = 1.5555.
Fig. 2(b) shows two waveforms after the waveform shifting. Thus, the proposed
method can be used to match waveform positions with higher resolution than
the sampling resolution.

Fig. 3 shows examples of the POC function and the ordinary correlation func-
tion, where we use the two waveforms shown in Fig. 2. We observe that the POC
function provides a sharp peak in comparison to the ordinary function. The sharp
peak typically exhibits good discrimination properties.

To evaluate the sharpness of a correlation peak, we consider the Peak-to-
Sidelobe Ratio (PSR) between a central region around at the peak and the resid-
ual region (sidelobe region). PSR is determined as PSR = (peak − mean)/std,
where peak is the correlation peak value, and mean and std are the mean and
standard deviation in the sidelobe region [9]. In this example, the PSR values of
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Fig. 3. Examples of the POC function and the ordinary correlation function between
two similar waveforms: (a) POC function, (b) ordinary correlation function

the POC function and the ordinary function are 104.76 and 6.54, respectively.
This suggests that the POC function exhibits much higher discrimination than
the ordinary correlation function.

3 Side-Channel Attacks with POC-Based Waveform
Matching

3.1 Basic Concept

The proposed waveform matching is used as a preprocessing step followed by
standard analysis. Fig. 4 shows an overview of the proposed DPA with the
POC-based waveform matching. We first collect power traces by sampling power
consumption for a series of encryptions of different plaintexts. In the following
experiment, a trigger signal is used as in the conventional DPAs for simplicity,
and the measured waveforms are initially aligned at the trigger. However, the
proposed method can get the same alignment of the waveforms without using
a trigger signal. After gathering a number of power traces, we use the POC-
based matching for the precise alignment of the waveforms. In the matching
step, we select any one of the waveforms as a reference, and then evaluate the
displacement errors between the other waveforms and the reference. The POC-
based matching considered here includes the advanced techniques described in
Appendix A. Finally, we resample each waveform according to the evaluated
displacement.

After the waveform matching using POC, the standard analysis is performed.
First, we divide the waveforms into two groups according to one bit output
from a selection function calculated by guessing the secret key. If the guess is
correct, a noticeable difference is found between the two averaged waveforms,
but no significant difference appears for a wrong guess that gives no correlation
between the selection function and the secret key.
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3.2 Experimental Conditions

We applied the POC-based matching technique to DPAs and to DEMAs against
a DES software implementation on a Zilog Z80 processor (8 MHz). For the
selection functions, we focus on the S-box computation in the 16-th (final) round.
DES has eight 6-bit-input and 4-bit-output S-boxes, and thus 4×8 = 32 selection
functions using the S-box output can be formed. For each selection function, we
have 26 = 64 key candidates derived from the 6-bit S-box input.

Fig. 5 shows the INSTAC-8 CPU board [10] designed for the side-channel
attack experiment, and the measurement points on the board. The power con-
sumption of the processor was monitored as the voltage drop caused by a resistor
inserted between the Z80 ground pin and the ground plane of the board. The
electromagnetic radiation was also monitored over the Z80 processor as illus-
trated in Fig. 6. We used a trigger signal synchronized with the beginning of
round 15, and obtained four sets of waveforms at sampling rates of 100 MSa/s
(millions of samples per second), 200 MSa/s, 400 MSa/s, and 1 GSa/s. Fig. 7 is
the measured waveform at 400 MSa/s. The capture range of waveforms is from
4.22 ms to 4.24 ms after the trigger signal, which contains all of the operations
of S-box 1 to S-box 8. Two sets of 1,000 waveforms (power and electromagnetic)
were measured during encryption of 1,000 random plaintexts with a fixed key.
The subkey values from S-box 1 to S-box 8 at the round 16 were fixed as 21, 16,
31, 35, 9, 51, 51, and 48 in decimal, respectively.
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Sampling rate: 400 MSa/s

Vertical axis: 100 mV/div Horizontal axis: 500 us/div

Capture range
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Fig. 7. Example of measured waveform

Fig. 8. Estimated displacements Fig. 9. Correlation peak values

3.3 Experimental Results

Fig. 8 shows the evaluated displacements for the 1,000 waveforms sampled at 200
MHz (5 ns/point), where the horizontal and vertical axes indicate the waveform
index and the displacement value, respectively. The waveforms contain relatively
large displacement errors even though they were captured by using a trigger
signal synchronized to the system clock, which was generated by the board. Fig.
9 shows the correlation peaks between each waveform and a reference. The peak
between two waveforms was about 0.2 due to the different plaintexts and noise.
(The peak between identical waveforms is 1.) However, we can identify the peak
position clearly since the POC function gives a distinct sharp peak as shown
in Fig. 10(a). Fig. 9 also shows that there are some small peaks among the
waveforms. Fig. 10(b) shows one of the corresponding POC functions. We found
that the waveforms at a low peak value were quite different in shape from the
reference waveform. The proposed POC-based analysis can easily detect this kind
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Fig. 10. POC functions: (a) for the case α ≈ 0.2, (b) for the case α ≈ 0.02
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Fig. 11. Example of DPAs: (a) conventional DPA, (b) proposed DPA

of inaccurately measured waveform, and thus adverse effects on the statistical
analysis can be prevented by removing them in an averaging process.

Fig. 11 illustrates the results of the conventional DPA and the proposed DPA,
where both DPAs have used the same set of waveforms sampled at 200 MHz.
These results were obtained by evaluating 64 possible keys with one out of the
four selection functions of S-box 1. When the DPA succeeds, the highest peak ap-
pears in the averaged waveform indicating the correct key, but the conventional
DPA in Fig. 11(a) gives many high false peaks for incorrect keys. In contrast, the
proposed DPA clearly indicates the true peak with the correct key as shown in
Fig. 11(b). In this experiment, we confirmed that the proposed DPA consistently
increased the peak signal and reduced the noise at all four of the sampling rates,
100 MSa/s, 200 MSa/s, 400 MSa/s, and 1 GSa/s.
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Fig. 12. Error rates for various sampling rates: (a) conventional DPA, (b) proposed
DPA
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Fig. 13. Error rates for various sampling rates: (a) conventional DEMA, (b) proposed
DEMA

Fig. 12 compares the error rates of the conventional DPA and those of the pro-
posed DPA for different numbers of waveforms, where the vertical axis indicates
the number of error bits. In other words, Fig. 12 shows the number of selection
functions that could not distinguish a correct key from the incorrect keys by
investigating the highest peak. If no secret key bit was obtained, the number
of errors is 32 bits. The error rate comparisons between the conventional and
proposed DEMA are also shown in Fig. 13. The sampling rate of 1 GSa/s is
high enough to attack the slow 8-MHz processor by using conventional DPA and
DEMA, but the proposed method has clear computational advantages at the
sampling rates of 200 MSa/s and 400 MSa/s as shown in Figs. 12 and 13. For
example, the proposed DEMA at 200 MSa/s requires less than half the number
of waveforms to achieve the 50 % error rate in comparison with the conventional
DEMA.

Tables 1 and 2 show the DPA results using 1,000 waveforms at 200 MSa/s and
400 MSa/s, respectively. The 4-bit output from each S-box Si was used for four
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Table 1. Estimation results of DPAs at 200 MSa/s

Conventional  DPA

14

58

33

35

S4

11

33

27

5

S5

11

13

54

51

S6

60

26

32

51

S7

1144551

2054458

60432215

48311621

S8S3S2S1

Proposed  DPA

14

58

21

35

S4

50

2

12

9

S5

51

26

49

51

S6

19

8

51

51

S7

48311638

20311610

7532511

48311621

S8S3S2S1

Table 2. Estimation results of DPAs at 400 MSa/s

Conventional  DPA

14

35

53

35

S4

9

9

47

9

S5

32

26

51

51

S6

51

8

51

51

S7

39311621

36311655

51312511

48311621

S8S3S2S1

Proposed  DPA

14

35

35

35

S4

9

9

47

9

S5

51

26

51

51

S6

51

8

51

51

S7

48311621

48311621

48312521

48311621

S8S3S2S1

selection functions, and thus four estimations were made for each 6-bit subkey
that was XORed to 6 bits of S-box input data. Therefore, four 6-bit possible
keys were obtained for each S-box in the tables, and the shaded boxes indicate
the correctly guessed keys. If two or more of the values in an S-box column are
the same, then there is a very high probability that we can obtain the correct
subkey by majority vote. As shown in Table 1, the proposed DPA found five out
of eight subkeys at 200 MSa/s while the conventional approach found none. In
the 400 MSa/s measurements, the proposed DPA determined all of the subkeys,
as shown in Table 2. It is important to note that both DPAs used exactly the
same waveform data, and the POC pre-process is simply applied to the captured
waveforms before statistical analysis. Therefore, our method can be applied to
many varieties of side-channel attacks, such as SPA, SEMA, DPA, and DEMA,
to improve the precision of the key estimations.

4 Conclusions

In this paper we proposed a high-resolution waveform matching method based on
the POC technique and described its application to side-channel attacks. The
POC-based matching method makes it possible to evaluate the displacement
between signal waveforms with higher resolution than the sampling resolution.
In addition to the waveform alignment, we can remove inaccurately measured
waveforms by detecting significant drops of correlation peaks, eliminating their
adverse effects on the statistical analysis.
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The advantage of proposed method over the conventional methods was demon-
strated by experimental DPAs and DEMAs against a DES software implementa-
tion. The results showed that the proposed method improved the accuracy of the
differential analysis. A high success rate of finding correct subkeys was obtained
even at a low sampling rate where the conventional attacks failed. At higher sam-
pling rates, the proposed analysis requires fewer plaintexts to obtain the same error
rate as the conventional analysis. As a result, we confirmed that the POC-based
waveform matching can be used efficiently for both DPA and DEMA on software
implementations without any drawbacks. Applications to other side-channel at-
tacks and on other platforms such as FPGAs and ASICs remain for future study.

The important feature of the proposed method is its capability to enhance any
side-channel analysis independently of the cryptographic algorithms, implementa-
tions (software or hardware), and kind (power or electromagnetic) of side-channel
information. In experiments with a Z80 board, we used a trigger signal synchro-
nized with the cryptographic operations for simplicity, but the POC-based match-
ing does not require this for aligning a number of power traces. Therefore, our ap-
proach is very efficient for attacking cryptographic modules in actual applications,
even where no trigger signal or no internal clock can be observed.

In addition, the proposed method can defeat some countermeasures creating
distorted waveforms with random delays, dummy cycles, or unstable clocking.
In this paper, the proposed waveform matching was used for relatively long
waveforms, in which the number of sample points is from 20,000 to 200,000.
Even when the waveforms have small numbers of sample points, the POC-based
technique exhibits good discrimination properties. For example, high-accuracy
block matching of small images (e.g., 33 × 33 pixels) have been implemented
using the POC-based techniques [11]. The block matching technique can also be
effective for waveforms. Thus, POC-based block matching would easily cancel
out distortion components in waveforms. We are now conducting research to
develop advanced waveform matching techniques and to investigate their utility
in attacks against the waveform-distortion countermeasures.
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A Advanced Techniques for High-Resolution Waveform
Matching

Listed below are important considerations for high-resolutionwaveformmatching.

A.1 Windowing to Reduce Boundary Effects

Due to the DFT’s periodicity, a waveform can be considered to “wrap around” at
an edge, and therefore discontinuities,which are not supposed to exist in realworld,
occur at every edge in DFT computations. We reduce the effect of a discontinuity
at a waveform border by applying a window function to the input waveforms f(n)
and g(n). For example, we can employ a Hanning window defined as

w(n) =
1 + cos(πn

M )
2

. (11)

The use of window functions is especially useful when the length of waveforms
is short.

A.2 Spectral Weighting Technique to Reduce Aliasing and Noise
Effects

For natural waveforms, typically the high frequency components may have less
reliability (low S/N ratio) compared with the low frequency components. We
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could improve the estimation accuracy by applying a low-pass-type weighting
function H(k) to RFG(k) in frequency domain and eliminating the high fre-
quency components having low reliability. The simplest weighting function H(k)
is defined as

H(k) =
{

1 |k| ≤ U
0 otherwise , (12)

where U is an integer satisfying 0 ≤ U ≤ M . The cross-phase spectrum RFG(k)
is multiplied by the weighting function H(k) when calculating the IDFT. Then
the modified rfg(n) will be given by

rfg(n) =
1
N

M∑

k=−M

RFG(k)H(k)W−kn
N

� α

N

sin
{

V
N π (n + δ)

}

sin
{

π
N (n + δ)

} , (13)

where V = 2U +1. When using the spectral weighting technique, Eq. (13) should
be used for function fitting instead of Eq. (8). The main lobe of the POC function
is extended by the spectral weighting technique.

Note that we can use any other weighting functions according to the reliability
of the frequency components. If we use a weighting function, we need to change the
peak model for function fitting correspondingly. The peak model can be calculated
by the IDFT of the product of the weighting function and the cross-phase spectrum
in Eq. (7).

A.3 Band-Limited POC Function

Another important technique for eliminating the high frequency components of
waveforms is to use a band-limited POC function [7].

Assume that the range of the inherent frequency band is given by k =
−K, · · · , K, where 0 ≤ K ≤ M . (The parameter K may be automatically de-
tected by waveform processing.) The band-limited POC function is defined as

rK
fg(n) =

1
L

K∑

k=−K

RFG(k)W−kn
L

� α

L

sin {π (n + δ′)}
sin

{
π
L (n + δ′)

} , (14)

where L = 2K + 1, n = −K, · · · , K and δ′ = L
N δ. Therefore, the displace-

ment is given by δ = N
L δ′. The maximum value of the correlation peak of the

band-limited POC function is always normalized to 1 and is not dependent on
the frequency band size L. In practice, we can combine the band-limited POC
function with the above spectral weighting technique.


	Introduction
	High-Resolution Waveform Matching Using Phase-Only Correlation
	Phase-Based Waveform Matching
	Preliminary Evaluation

	Side-Channel Attacks with POC-Based Waveform Matching
	Basic Concept
	Experimental Conditions
	Experimental Results

	Conclusions
	Advanced Techniques for High-Resolution Waveform Matching
	Windowing to Reduce Boundary Effects
	Spectral Weighting Technique to Reduce Aliasing and Noise Effects
	Band-Limited POC Function



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (Europe ISO Coated FOGRA27)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.3
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /sRGB
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 524288
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize false
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Remove
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 600
  /ColorImageDepth 8
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.01667
  /EncodeColorImages true
  /ColorImageFilter /FlateEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 600
  /GrayImageDepth 8
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.01667
  /EncodeGrayImages true
  /GrayImageFilter /FlateEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 2.00000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /False

  /SyntheticBoldness 1.000000
  /Description <<
    /DEU ()
    /ENU ()
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [595.000 842.000]
>> setpagedevice




