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Abstract Ti-6Al-4V super alloy is an important engi-

neering material with good strength to weight ratio and a

wide range of applications in a number of engineering

fields because of its excellent physical and mechanical

properties. This work determines optimum process

parameters such as pulse on time, peak current, gap voltage

and flushing pressure, which influence the micro-electro

discharge machining (EDM) process during machining of

Ti-6Al-4V using combined methods of response surface

methodology (RSM) and fuzzy-technique for order pref-

erence by similarity to ideal solution (TOPSIS). Central

composite design (CCD) is used in the experimental

investigation, and a decision making model is developed to

identify the optimum process parameters in the micro-

EDM process, which influence several machining criteri-

ons such as material removal rate (MRR), tool wear rate

(TWR), overcut (OC) and taper. Triangular fuzzy numbers

are used to determine the weighting factor for each process

criterion. Further a fuzzy-TOPSIS method is used to select

the most desirable factor level combinations. The proposed

technique can be used to select optimal process parameters

from various sets of combinations of process parameters in

a micro-EDM process.

Keywords Micro-EDM � Ti-6Al-4V � Fuzzy-technique

for order preference by similarity to ideal solution

(TOPSIS) � Micromachining

1 Introduction

The recent trend of research in the precision manufacturing

world is the micro-machining of Ti-6Al-4V due to its

classic properties of high corrosion resistant, high tem-

perature resistant, high strength-to-weight ratio and its

various ranges of applications in a diverse fields of engi-

neering ranging from turbines, inkjet nozzles of printers,

aerospace, automobile to biomedical, etc. However, Ti-

6Al-4V super alloy is a difficult-to-cut material, exhibits

poor machinability for most of the conventional machining

processes, especially during the drilling of micro-cavities

and micro-through holes. Hence, micro-machining of tita-

nium super alloy using non-traditional machining processes

such as micro-electro discharge machining (micro-EDM)

has been identified to be most appropriate machining

technique since there is no involvement of mechanical

forces during machining [1–3].

Micro-EDM is a noncontact type electro-thermo erosive

process and thus there is no direct contact between the tool

electrode and workpiece. Hence, the absence of machining

forces to cause deformation of either workpiece or tool is

an advantage. The material is removed by pulsed spark

discharges generated at the inter electrode gap between two

electrically conductive electrodes. Therefore, this process

can be utilized to machine any electrically conducting

materials irrespective of their strength, hardness and

toughness. Micro-EDM is capable to machine a micro-hole

to a depth equal to five times of the bore diameter.

Moreover, micro-EDM systems available for commercial
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applications can machine a micro-hole and a micro-shaft as

small as 5 lm in diameter, and also a variety of complex

three dimensional (3D) micro structures by minimizing the

discharge pulse energy to the level of 10-7 J based on a

precise mechanism with submicron accuracy [4, 5]. In

addition, the surface roughness of the machined surface is

quite good. This process is employed in manufacturing

industries to produce the precision components like fuel

injection nozzles used in diesel engines and also to make

high precision masks used in micro electronics manufac-

turing systems (MEMS) [6, 7].

Micro-EDM has an enormous potential for machining a

large range of advanced conductive materials due to its

capability to machine any materials irrespective of the

hardness, very small process forces involved during

machining and good repeatability. These advantages of

micro-EDM have made it the most potential candidate in

micro-machining domain for achieving micro features of

high-aspect-ratio. As such attempts have been made to

study the tool wear and to develop the index for its wear

compensation [8, 9].

However, a very few literature is available on the

optimization of micro-EDM process parameters [10–12].

Using combined approach of response surface methodol-

ogy (RSM) and fuzzy-technique for order preference by

similarity to ideal solution (TOPSIS), there is virtually no

research optimization available. Thus knowing the

importance of this state-of-the-art machining process, an

attempt has been made to develop a systematic approach

for optimization of various micro-EDM process parame-

ters such as peak current (Ip), pulse-on-time (Ton), gap

voltage (Vg) and flushing pressure (PF) in order to

improve the performance criteria of machined micro-hole

like material removal rate (MRR), tool wear rate (TWR),

overcut (OC) and taperness during EDM micro-machining

of Ti-6Al-4V super alloy following fuzzy-TOPSIS

approach.

2 Decision making model for micro-EDM

Micro-EDM is a thermo-erosive process involving various

electrical and non-electrical process parameters which in

turn affect the machining performance. To improve the

machining criteria such as MRR, TWR, OC, taper and

surface integrity the process needs to be studied in detail.

The various micro-EDM process variables which influence

the machining outputs are Ton, Ip, Vg and PF [10].

The Ton is the duration of pulse on time during which the

electrical energy is supplied to the micro-electrode and the

workpiece for machining. The duration of Ton plays a very

important role in machining performance. Apart from this,

the Ip is another very important process parameter on

which the machining efficiency depends. As such Ip has

also been considered as another process parameter, the Vg

and PF also play very significant role in micro-EDM pro-

cess. Higher is the Vg, higher will be the inter-electrode

gap, which directly affects the machining performance.

Hence to study the effect of Vg on micro-EDM machining,

this is considered as the third process parameter. Further,

the cleaning of machining zone is a very important and

difficult task. For effective cleaning of machining zone to

facilitate smooth machining, flushing is required. Thus PF

has been considered as the fourth process parameter. The

schematic planning of the decision making model based on

four process parameters discussed above with the consid-

ered machining performances such as MRR, TWR, OC and

taper is shown in Fig. 1.

3 Micro-EDM performance measures

The machining efficiency of micro-EDM process depends

on several machining criterions such as MRR, TWR, OC

and taper, etc. MRR is defined as the volume of material

removal per unit time of machining and is expressed

in mm3/min or mg/min. The difference in weight

obtained by measuring the weight of workpiece before

and after machining divided by the actual machining time

gives the MRR. MRR directly depends on the pulse

duration and the magnitude of peak current at the time of

machining as it is directly related to the thermal energy

produced during sparking which subsequently erodes the

material from the workpiece by melting and vaporization.

Higher value of MRR shows the higher efficiency of

micro-EDM process. The erosion of tool material during

machining is known as tool wear, which greatly affects

the geometry of the machined micro-features, geometrical

accuracy of micro-hole or micro-cavity. The volume of

material eroded from tool per unit machining time is

known as TWR, which is an important performance

measure of the micro-EDM process. Lower value of

TWR reflects the higher machining accuracy of micro-

EDM process. Further, in micro-EDM process, it is

observed that the diameter of machined micro-hole is

always larger than the diameter of micro-tool used for

machining. Hence, the difference in diameter between the

micro-hole and the tool electrode is known as diameteral

OC, and mathematically it can be expressed as

OC ¼ DI � D; ð1Þ

where D1 and D are the diameters of micro-hole at entry

and tool electrode respectively.

In micro-EDM process, the material is removed from

the workpiece due to melting and vaporization at a very

high temperature. This high temperature involved in the
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machining also affects the micro-tool used in machining

and consequently the tool electrode wears out, causing the

change in the shape of the tool and making it pointed at the

tip, and generating the tapered micro-hole. This taperness

(Taper) of the micro-hole can be calculated as

Taper ¼ DI � Do

2L
; ð2Þ

where Do is the diameter at exit, and L is the length of the

micro-hole.

4 Experimental planning

In the present research investigation, an attempt has been

made to machine micro through-holes on titanium alloy of

1 mm thickness with the brass electrode of diameter

300 lm. Brass tool has been chosen as it is mostly used in

industrial applications, and also it is more economical as

compared to other electrodes used in micro-EDM. While

carrying out the experimentations, for each experimental

run new and identical tools have been used with positive

polarity. The experiments have been carried out on an

EDM machine (model S50 ZNC, manufactured by

Sparkonix, India). The schematic diagram of EDM mi-

cromachining experimental set-up is shown in Fig. 2. The

considered influencing micro-EDM process parameters

were Ip, Ton, PF, and Vg. These parameters were varied by

keeping other machining parameters constant. The exper-

imental design has been based on uniform rotatable central

composite design (CCD) of RSM on the basis of four input

factors mentioned above, having five levels of each one. In

total, thirty-one experiments have been performed and at

each experimental run, the experiment is performed three

times. The average value of machining criteria is consid-

ered. This is done as micro-EDM process is stochastic in

nature. The averages of the corresponding machining per-

formances have been taken for further analyses. The

schematic of micro-through hole on Ti-6Al-4V is shown in

Fig. 3. Table 1 enlists the detailed experimental conditions

and the process parameters, and their levels are shown in

Table 2. Micro-EDM machining criteria during micro-hole

machining on Ti-6Al-4V were calculated for each set of

experimental run based on experimental planning. In this

research, MRR, TWR, OC and taper have been considered

as micro-EDM process criteria of machined micro-through

holes. MRR and TWR are estimated using the weight

difference method by weighing each workpiece and tool

respectively before and after machining per unit time.

Weighing of workpiece and tool has been done by using a

Fig. 1 Model for decision making in micro-EDM process

Fig. 2 Schematic of EDM micromachining experimental set-up. 1.

Machining chamber filled with dielectric medium, 2. Tool electrode,

3. Work piece, 4. Work table, 5. Dielectric pump, 6. Dielectric

reservoir, 7. Filter, 8. DC power supply, 9. Servo control, 10. Pressure

gauge

Fig. 3 Schematic of micro-hole generated from micro-EDM

Application of multi-criteria decision making methods 253

123



precision weighing balance of METTLER TOLEDO,

Switzerland having the least count of 0.01 mg. The diam-

eters of each micro-hole at entry and exit have been

measured using LEICA DM2500 optical precision mea-

suring microscope at 59 magnification. The dimensions of

the machined micro-holes were measured and recorded to

evaluate the OC and taper. Table 3 enlists the process

parametric combinations along with the corresponding

machining criteria. These responses were further utilized

for optimization using fuzzy-TOPSIS method for micro-

EDM.

5 Parametric analysis and optimization of micro-EDM

process parameters

Micro-EDM is an extremely complicated micromachining

process, influenced by several process parameters, such as

Ton, pulse-off-time (Toff), Ip, Vg, polarity (p) and PF, etc.

Since micro-EDM process is a complex function of above

mentioned process parameters. Hence, it becomes very

difficult to judiciously choose the combination of process

parameters in order to obtain higher MRR, lower TWR,

lower OC, and lower taper, i.e., optimal micro-EDM con-

ditions under various process parametric combinations

during micromachining operations that give control over

geometrical accuracy and precision of the micro features.

Though many attempts have been made by the

researchers globally to search out the optimal parametric

combinations for micro-EDM process, but still lot of

work has to be done for selection of optimal process

parameters for achieving higher accuracy or higher

machining efficiency. In most of the past researches

MRR, TWR and tool wear compensation have been

discussed. However, a very few research work has been

reported on the modeling and optimization of the process

variables for EDM in micromachining domain [11, 12].

But using combined approach of RSM and fuzzy-TOP-

SIS, there is virtually no research optimization available.

In the present research paper, an attempt has been made

to develop a systematic approach for the optimization of

various micro-EDM process parameters such as Ip, Ton,

Vg and PF on the performance criteria of machined

micro-hole, i.e., MRR, TWR, OC and taperness during

micro-EDM of Ti-6Al-4V super alloy following fuzzy-

TOPSIS approach.

6 Optimization using fuzzy TOPSIS method

TOPSIS method proposed by Hwang and Yoon in 1981 is

one of the suitable techniques to handle multi response

problems in manufacturing applications. The basic con-

cept of this method is to identify the best alternative or

appropriate alternative that has the shortest distance from

the positive ideal solution and the farthest distance from

negative ideal solution. The positive ideal solution is a

solution that maximizes the benefit criteria and minimizes

adverse criteria, whereas the negative ideal solution

minimizes the benefit criteria and maximizes the adverse

criteria [13–17]. In the present study, maximizing MRR

and minimizing TWR, OC and taper are considered as the

objectives.

In this study, 3194 performance matrix was prepared

based on the experimental results enlisted in Table 3 given

as

A ¼ ½amn�; ð3Þ

where m ¼ 1; 2; 3; . . .; 31 is the No. of experimental

run, and n ¼ 1; 2; 3; 4 is the No. of performance

parameters.

The important weights for each performance parame-

ters were assigned by a suitable linguistic variables

described by triangular fuzzy numbers in the interval of

[0; 1] as shown in Table 4. A committee consisting of

four members was constituted to act as a decision makers.

Each performance parameter was rated by the decision

makers with suitable weightage in their opinion with

respect to linguistic term as given in Table 5 and

Table 1 Experimental condition for machining micro through hole

on Ti-6Al-4V

Work condition Description

Work piece material Ti-6Al-4V

Tool material Brass U 300 lm

Dielectric DEF-92 oil

Polarity Positive (workpiece: ‘?ve’, tool: ‘-ve’)

Ip/A 0.5–2.5

Ton/ls 1–16

Pf/(kg�cm-2) 0.15–0.35

Vg/V 30–50

Table 2 Process parameters with their levels for micro-hole

machining on Ti-6Al-4V

Parameters Levels

Level 1 Level 2 Level 3 Level 4 Level 5

Ton/ls 1 4 8 12 16

Ip/A 0.5 1 1.5 2 2.5

Vg/V 30 35 40 45 50

Pf/(kg�cm-2) 0.15 0.20 0.25 0.3 0.35
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aggregated fuzzy weight of performance parameters are

given in Table 6.

A normalized performance matrix was developed using

the equation given as

xmn ¼
amn

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi

P31
m¼1 a2

mn

q ; ð4Þ

where amn represents the actual value of m-th attribute of n-

th experimental run, and xmn represents the corresponding

normalized value.

Table 3 Process parametric combinations with experimental results based on uniform rotatable CCD

Expt. No. Ton/ls Ip/A Vg/V Pf/(kg�cm-2) MRR/(mg�min-1) TWR/(mg�min-1) OC/mm Taper

1 8 1.5 40 0.25 0.042222 0.023548 0.09400 0.002161

2 1 1.5 40 0.25 0.025079 0.024961 0.07750 0.004570

3 4 2.0 35 0.20 0.049035 0.024197 0.07810 0.002240

4 12 1.0 35 0.20 0.025431 0.021262 0.08100 0.002314

5 4 1.0 45 0.30 0.012255 0.030170 0.07500 0.005016

6 12 2.0 45 0.30 0.029174 0.022018 0.08200 0.001236

7 8 1.5 40 0.25 0.045261 0.023017 0.09500 0.002285

8 4 2.0 45 0.20 0.066706 0.019288 0.09300 0.002695

9 8 1.5 40 0.35 0.060853 0.018180 0.09100 0.002672

10 8 1.5 40 0.15 0.076863 0.021765 0.10450 0.002460

11 8 2.5 40 0.25 0.023858 0.021646 0.09050 0.001039

12 8 1.5 40 0.25 0.043277 0.022767 0.09500 0.002147

13 12 1.0 45 0.30 0.024197 0.014873 0.07250 0.003420

14 4 1.0 35 0.30 0.048875 0.019916 0.08350 0.004437

15 16 1.5 40 0.25 0.030000 0.019695 0.08400 0.003262

16 8 1.5 40 0.25 0.044680 0.023922 0.09530 0.002072

17 8 1.5 40 0.25 0.040844 0.023790 0.09450 0.002180

18 12 2.0 35 0.30 0.029243 0.019207 0.10800 0.000449

19 12 2.0 35 0.20 0.044382 0.033146 0.09300 0.001247

20 8 0.5 40 0.25 0.002001 0.013977 0.08750 0.004120

21 8 1.5 30 0.25 0.042817 0.022920 0.09400 0.000224

22 4 1.0 45 0.20 0.008790 0.018898 0.11300 0.004170

23 4 2.0 35 0.30 0.017548 0.016898 0.08900 0.002912

24 4 2.0 45 0.30 0.015584 0.025914 0.07500 0.002942

25 8 1.5 50 0.25 0.024866 0.022484 0.09800 0.002101

26 12 1.0 35 0.30 0.064020 0.010506 0.08950 0.002202

27 12 2.0 45 0.20 0.072514 0.021395 0.10125 0.002196

28 8 1.5 40 0.25 0.045852 0.023142 0.09480 0.002126

29 8 1.5 40 0.25 0.043211 0.022702 0.09500 0.002013

30 12 1.0 45 0.20 0.012752 0.010601 0.10700 0.004048

31 4 1.0 35 0.20 0.019231 0.023573 0.07850 0.002964

Table 4 Linguistic variables described by triangular fuzzy numbers

for the important weight of each performance parameters

Importance Fuzzy weight

Lowest (L1) (0, 0, 0.1)

Lower (L2) (0, 0.1, 0.3)

Low (L3) (0.1, 0.3, 0.5)

Medium (M) (0.3, 0.5, 0.7)

High (H3) (0.5, 0.7, 0.9)

Higher (H2) (0.7, 0.9, 1)

Highest (H1) (0.9, 1, 1)

Table 5 Importance of machining responses

Machining response Decision makers

DM1 DM2 DM3 DM4

MRR H1 H3 H2 H1

TWR L1 L2 L2 L3

OC M L3 L2 L1

Taper L3 L1 L2 M
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The normalized performance matrix obtained as dis-

cussed above was then multiplied by the corresponding

fuzzy weights as given in Table 6, and three different

weighted performance matrices were developed. From the

weighted performance matrices, the positive ideal value set

H? and the negative ideal value set H-were expressed as

Hþ ¼ maxðhmnÞjn 2 M½ � or minðhmnÞjn 2 M0½ �;f
m ¼ 1; 2; 3; � � � ; 31g

¼ fhþ1 ; hþ2 ; � � � ; hþ31g;
ð5Þ

H� ¼ minðhmnÞjn 2 M½ � or maxðhmnÞjn 2 M0½ �;f
m ¼ 1; 2; � � � ; 31g

¼ fh�1 ; h�2 ; � � � ; h�31g;
ð6Þ

where M ¼ f1; 2; 3; 4g and M0 ¼ f1; 2; 3; 4g: M and M0

are associated with higher the better and lower the better

performance parameters respectively. The performance

parameter MRR considered in the study was higher the better

type and other parameters like TWR, OC and taper were

considered as lower the better type. In accordance to the

weighted normalized fuzzy decision matrix, the elements

hmn were normalized positive triangular fuzzy numbers and

their ranges belong to the closed interval [0; 1].

The accuracy of experimental result can also be esti-

mated with respect to the positive and negative ideal

solutions. Thus the distance of each experimental result

from positive and negative ideal solutions were calculated

with the help of the following equations:

dþm ¼
X

4

n¼1

dðhmn; h
þ
n Þ; m ¼ 1; 2; � � � ; 31; ð7Þ

d�m ¼
X

4

n¼1

dðhmn; h
�
n Þ; m ¼ 1; 2; � � � ; 31: ð8Þ

This distance between two triangular fuzzy numbers was

calculated using the following equation:

dðx;yÞ ¼
ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi

1

3
ðx1� y1Þ2þðx2� y2Þ2þðx3� y3Þ2
� �

r

: ð9Þ

The proximity of a particular experimental run to the

ideal solution was estimated using the closeness coefficient

CCO
as shown in Eq. (10)

CCO
¼ dm�

dm� þ dmþ
: ð10Þ

7 Results and discussion

Table 7 enlists the closeness coefficients for each experi-

mental run based on uniform rotatable central composite

design. These closeness coefficients have been calculated

as discussed in the previous section. In Table 7, the highest

value of closeness coefficient observed is 0.8288204, cor-

responding to experiment No. 10 at parametric setting of

Ton 8 ls, Ip 1.5 A, Vg 40 V and PF 0.15 kg/cm2. Hence, the

parametric setting, corresponding to experiment No. 10 is

the optimal process parameter for micro-EDM process

during micro-hole machining of Ti-6Al-4V among the

Table 6 Aggregated fuzzy weights of performance parameters

Machining response Fuzzy weight

MRR 0.75, 0.9, 0.975

TWR 0.025, 0.125, 0.3

OC 0.1, 0.225, 0.4

Taper 0.1, 0.225, 0.4

Table 7 Closeness coefficients at each parametric combination

Expt. no. Ton/ls Ip/A Vg/V Pf/(kg cm-2) Closeness

coefficients

1 8 1.5 40 0.25 0.6358559

2 1 1.5 40 0.25 0.1997044

3 4 2.0 35 0.20 0.6114745

4 12 1.0 35 0.20 0.4031093

5 4 1.0 45 0.30 0.1505216

6 12 2.0 45 0.30 0.4763780

7 8 1.5 40 0.25 0.6588643

8 4 2.0 45 0.20 0.7512712

9 8 1.5 40 0.35 0.7060501

10 8 1.5 40 0.15 0.8288204

11 8 2.5 40 0.25 0.5272391

12 8 1.5 40 0.25 0.6474971

13 12 1.0 45 0.30 0.3810745

14 4 1.0 35 0.30 0.5299948

15 16 1.5 40 0.25 0.4078319

16 8 1.5 40 0.25 0.5585914

17 8 1.5 40 0.25 0.6211865

18 12 2.0 35 0.30 0.4865274

19 12 2.0 35 0.20 0.5586944

20 8 0.5 40 0.25 0.2375662

21 8 1.5 30 0.25 0.6217904

22 4 1.0 45 0.20 0.1469409

23 4 2.0 35 0.30 0.3138306

24 4 2.0 45 0.30 0.2797478

25 8 1.5 50 0.25 0.4809710

26 12 1.0 35 0.30 0.7832410

27 12 2.0 45 0.20 0.8057609

28 8 1.5 40 0.25 0.5704065

29 8 1.5 40 0.25 0.6325558

30 12 1.0 45 0.20 0.2250968

31 4 1.0 35 0.20 0.3157893
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thirty one experiments as this has yielded the best multi-

performance characteristics.

The average closeness coefficient for each level of the

process parameters based on the CCD has been calculated

by taking the average of the closeness coefficients at same

factor level for each process parameters as shown in

Table 8. Irrespective of the individual machining charac-

teristics, a higher value of closeness coefficients represents

the better performance at the corresponding parametric

setting of various process parameters. Hence, the highest

value of closeness coefficient has represented the optimal

level of the combination of machining parameters. Based

on the average closeness coefficients values enlisted in

Table 8, the optimal machining performance for through

micro-hole machining of Ti-6Al-4V has been obtained as

Ton 8 ls (level 3), Ip 1.5 A (level 3), Vg 30 V (level 1), and

PF 0.15 kg/cm2 (level 1). The difference between the

maximum and the minimum value of the average closeness

coefficients of the micro-EDM process parameters have

been obtained as 0.404711 for Ton, 0.407828 for Ip,

0.240819 for Vg and 0.403656 for PF.

Further, the difference of the maximum and minimum

average closeness coefficients for various process param-

eters at all five levels has been compared to identify the

most influencing micro-EDM process parameter in micro-

hole machining of Ti-6Al-4V. This comparison showed the

level of significance of the input process parameters over

the output or multi-criteria characteristics. After the com-

parison it has been observed that the greatest value, i.e.,

0.407828 corresponds to the Ip. Hence, this indicates that

the Ip is the most important micro-EDM process parameter

and affects significantly on the multi-performance charac-

teristics among all other process parameters. Based on the

comparison, the preference of process parameters in this

study can be ordered in terms of their importance as Ip, Ton,

PF, and Vg with their corresponding closeness coefficient as

0.407828, 0.404711, 0.403656, and 0.240819 respectively.

The ranking of the parametric settings based on the

closeness coefficients in descending order is presented in

Table 9. The higher closeness coefficient of corresponding

combination of process parameters indicates the better

machining characteristics in micro-EDM of Ti-6Al-4V.

The confirmation experiment at optimal parametric setting

has been conducted and is presented in Table 10. It is

observed from Table 10 that the machining responses are

close to machining responses of experiment No. 10 having

the highest closeness coefficient, i.e., Rank 1. This cor-

roborates the fact that the optimal parametric setting

Table 8 Response table for closeness coefficient at each level

Process

parameters

Average closeness coefficients Max–min

Level 1 Level 2 Level 3 Level 4 Level 5

Ton 0.189704369 0.387446 0.594415 0.514985 0.407831903 0.404711

Ip 0.137566241 0.366971 0.545394 0.535461 0.427239016 0.407828

Vg 0.621790385 0.500333 0.511705 0.402099 0.380971045 0.240819

Pf 0.828820391 0.477267 0.470774 0.425164 0.706050061 0.403656

Table 9 Ranking of the parametric settings based on the closeness

coefficients in descending order

Expt.

No.

Ton/ls Ip/A Vg/V Pf/(kg cm-2) Closeness

coefficients

Ranks

10 8 1.5 40 0.15 0.8288204 1

27 12 2.0 45 0.2 0.8057609 2

26 12 1.0 35 0.3 0.7832410 3

8 4 2.0 45 0.2 0.7512712 4

9 8 1.5 40 0.35 0.7060501 5

7 8 1.5 40 0.25 0.6588643 6

12 8 1.5 40 0.25 0.6474971 7

1 8 1.5 40 0.25 0.6358559 8

29 8 1.5 40 0.25 0.6325558 9

21 8 1.5 30 0.25 0.6217904 10

17 8 1.5 40 0.25 0.6211865 11

3 4 2.0 35 0.2 0.6114745 12

28 8 1.5 40 0.25 0.5704065 13

19 12 2.0 35 0.2 0.5586944 14

16 8 1.5 40 0.25 0.5585914 15

14 4 1.0 35 0.3 0.5299948 16

11 8 2.5 40 0.25 0.5272391 17

18 12 2.0 35 0.3 0.4865274 18

25 8 1.5 50 0.25 0.4809710 19

6 12 2.0 45 0.3 0.4763780 20

15 16 1.5 40 0.25 0.4078319 21

4 12 1.0 35 0.2 0.4031093 22

13 12 1.0 45 0.3 0.3810745 23

31 4 1.0 35 0.2 0.3157893 24

23 4 2.0 35 0.3 0.3138306 25

24 4 2.0 45 0.3 0.2797478 26

20 8 0.5 40 0.25 0.2375662 27

30 12 1.0 45 0.2 0.2250968 28

2 1 1.5 40 0.25 0.1997044 29

5 4 1.0 45 0.3 0.1505216 30

22 4 1.0 45 0.2 0.1469409 31
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searched out through fuzzy-TOPSIS yielded the optimal

responses and is in close agreement to the parametric set-

ting with the highest closeness coefficient value.

8 Conclusions

In the present research work, an attempt has been made to

carry out micro-EDM on Ti-6Al-4V super alloy. Based on

the DOE, the experimentations were carried out and the

machining responses were observed. To determine the

optimum process parameters, such as Ton, Ip, Vg and PF,

which influence the micro-EDM process during machining

of Ti-6Al-4V, combined methods of RSM and fuzzy-

TOPSIS were used.

(i) Triangular fuzzy numbers has been used to determine

the weighting factors for each process criteria and

TOPSIS method has been used to select the most

desirable factor level combinations.

(ii) A model for decision making has been successfully

developed in order to identify the optimum process

parameters in micro-EDM process, which influence

several machining criterion such as MRR, TWR, OC

and taper.

(iii) Based on the analysis of closeness coefficients, the

optimal machining performance for the through

micro-hole machining of Ti-6Al-4V has been obtained

as 8 ls of Ton (level 3), 1.5 A of Ip (level 3), 30 V of

Vg (level 1), and 0.15 kg/cm2 of PF (level 1). Further

analysis has indicated that the peak current is the most

important micro-EDM process parameter and affects

significantly on the multi-performance characteristics

among all other process parameters.

(iv) The order of micro-EDM process parameters consid-

ered in the present study in terms of their importance

has been observed as Ip, Ton, PF and Vg with their

corresponding closeness coefficient as 0.407828,

0.404711, 0.403656 and 0.240819 respectively. This

developed technique can be used to select the optimal

process parameters from various sets of combinations

of process parameters of micro-EDM process.

Thus the outcome of this research can be utilized in

micro manufacturing industries and other researches to

improve the geometrical accuracy and precision of the

machined through micro-hole.
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