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Abstract. OVPN (Optical Virtual Private Network) over IP (Internet
Protocol)/GMPLS (Generalized Multi-Protocol Label Switching) over
DWDM (Dense Wavelength Division Multiplexing) technology with QoS
assurances is considered as a promising approach for the next generation
OVPN. In this paper, we suggest a multicast OLSP (Optical
Label Switched Path) establishment mechanism for supporting high
bandwidth multicast services. For the establishment of the multicast
OLSP, we propose a new multicast tree generation algorithm VS-MIMR
(Virtual Source-based Minimum Interference Multicast Routing) that
finds the minimum interference path between virtual source nodes. We
also suggest an entire OVPN control mechanism to adapt the operation
of the routing and signaling protocols of GMPLS.

1 Introduction

OVPNs are expected to be one of the major applications in the future optical
networks. Therefore the OVPN over IP/GMPLS over DWDM technology has
been suggested as a favorable approach for realizing the next generation VPN
services[1].

In this paper, the characteristics of the OVPN multicast services are analyzed.
And the establishment ofmulticastOLSP is investigated in two steps; OLSP estab-
lishment preparation phase and OLSP establishment phase. In the OLSP estab-
lishment phase, a new multicast tree generation algorithm, VS-MIMR is proposed.
We also suggest an entire OVPN control mechanism to establish multicast OLSP
adapting the operation of the routing and signaling protocols of GMPLS.

The rest of this paper is organized as follows. In section 2, we describe the
functional architecture and operation of the QoS guaranteed OVPN. In Sec-
tions 3, we propose the multicast OLSP establishment scheme. In Section 4, the
conclusion is presented.
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2 Functional Architecture and Operation of QoS
Guaranteed OVPN

We propose the functional architecture for providing the optical QoS in OVPN
as shown in Fig.1. For establishing the multicast OLSP, a Customer Agent re-
quests a CE (Client Edge)-to-CE OLSP establishment with SLA(Service Level
Agreement) parameters to the Negotiation Policy Agent. Once the Negotiation
Policy Agent in an ingress PE (Provider Edge) receives a trigger for setting up
an OLSP, it invokes the QoS Routing Policy Agent for routing and wavelength
assignment with the QoS parameters extracted from the request.

Based on the OVPN membership and resource information gathered by OSPF-
TE+ (Open Shortest Path First with Traffic Engineering extensions)[2] and MP-
BGP (Multi-Protocol Border Gateway Protocol)[3], the OVPN Routing Agent
calculates the QoS guaranteed tree for establishing the multicast OLSP. In this
process, the VS-MIMR algorithm choosing a tree is proposed to calculate the
QoS guaranteed multicast tree. After the tree calculation, the OVPN Signaling
Agent in the control plane is invoked to reserve the optical resource with the
GMPLS signaling protocol, the RSVP-TE+ (Resource ReSerVation Protocol
with Traffic Engineering extensions)[4].

Fig. 1. The functional architecture of QoS guaranteed OVPN

3 Multicast OLSP Establishment

3.1 Preparation Mechanism for OLSP Establishment

Establishment of CE-to-CE Control Channel by LMP (Link Manage-
ment Protocol): The control channels are used to exchange the control plane
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information such as the link provisioning, fault management information, label
distribution information (implemented using a signaling protocol such as RSVP-
TE+), and network topology, state distribution information (implemented using
traffic engineering routing protocols such as OSPF-TE+).

The two core procedures of the LMP are the control channel management
and link property correlation[5]. The control channel management is used to
establish and maintain the control channels between the adjacent nodes. This is
done by using the CONFIG and HELLO messages exchange. The link property
correlation is used to synchronize the TE link properties and verify the TE link
configuration.

Routing Information Exchange by OSPF-TE+: In this paper, we assume
the routing information is distributed by OSPF-TE+[2] between the PE nodes.
The connection with the adjacent nodes is established by exchanging the Hello
packet between the adjacent nodes. And then, only the LSA (Link State Ad-
vertisements) headers are exchanged and the recent needed information among
them is checked through the Database Description packet. In the procedure of
the database exchange, the recent needed information is requested through the
Link State Request packet and the Link State Update packet containing the
LSAs (Router-LSA, TE-LSA, and etc.) transmits the routing information.

Routing Information Exchange by MP-BGP: The MP-BGP is an ex-
tended BGP-4 protocol for the exchange of not only the IPv4 routing informa-
tion but also the routing information of the diverse network layer protocols[3].
It is also used for the exchange of the membership information among the cus-
tomer sites in the same OVPN. In the procedure of the neighbor connection,
the adjacent relation is set with other nodes by using the OPEN message, and
the negotiation of the related parameters (autonomous system number, version
of BGP, BGP Router ID, and etc.) are exchanged. The routing information is
exchanged by using a UPDATE message.

After forming such an entire routing table of the OVPN, the QoS guaran-
teed path is established through the SLA negotiation procedure at the time of
a connection request. The appropriate OLSP is calculated by the mechanism
explained in the next section.

3.2 QoS Guaranteed Tree Establishment Mechanism

SLA Negotiation for Multicast Session: In the case of the multicast
OLSP establishment, the SLA negotiation procedure is also required between
the OVPN backbone network and the customer site to establish the QoS guar-
anteed multicast tree.

When the QoS-TP (Traffic Policy) server (we assume this server is belong
to the management plane in Fig.1) receives the SLA request that contains the
multicast session information and the QoS parameters, it sends the VS QUERY
message to all the VSs in the OVPN network so that the PVS (Primary Virtual
Source) and SVSs (Secondary Virtual Sources) can be found as shown in Fig.2.
All the VSs respond to the QoS TP server with the VS REPORT message.
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Fig. 2. SLA negotiation procedure for multicast service

When the QoS-TP server gets the information of all PVS and SVSs, it downloads
the SLA parameters onto the Negotiation Policy Agent of the PVS in order to
establish the connections to all the SVS nodes. At this time, using the VS-MIMR
algorithm, we improve the resource utilization in the OVPN backbone network.

VS-MIMR for Multicast Tree Generation: TheVS-MIMRalgorithm is sug-
gested to choose minimum interference paths. The proposed algorithm overcomes
the limitation of VS-based method[6] and provides an efficient use of wavelengths.

Fig.2 illustrates the VS-MIMR algorithm. There are two potential source-
destinations pairs such as (PE1, PE4&PE6) and (PE2, PE5&PE6). When Path
1 is chosen for the first multicast session in order to make a resource reservation
for the path between a PVS-SVS pair, the other multicast session may share the
same path having a minimum-hop path. It can lead high blocking probability
by inefficiently using the resource due to the traffic concentration on that path.
Thus, it is better to pick Path 2 that has a minimum interference effect for other
future multicast session requests even though the path is longer than Path 1.
We define that a segment means a path between VS nodes. And each segment
must follow the wavelength continuity constraint, because only VS nodes can
have a wavelength splitting and conversion capability. We define some additional
notations used in this algorithm as follows.
• G(N, L, W ) : The given network, where N is the set of nodes, L is the set of
links, and W is the set of wavelengths per link.
• (vp, vs): A PVS-SVS node pair.
• (a, b) : A PVS-SVS node pair for current requests, where (a,b)∈ (vp,vs).
• Λ: The set of potential PVS-SVS node pairs that can be requested by multicast
session in the future, where ∀(vp,vs) ∈ Λ
• Sn

ps:The nth segment of the set of minimum hop segments connecting the path.
• Cps: The set of critical links between the (vp,vs) pair, that is, C ps are shared
with other node pairs at the same time.
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• Fps: The number of available wavelengths on bottleneck segment that has the
smallest residual wavelengths.
• R(Sn

ps): The number of residual wavelengths on the segment Sn
ps.

• αps: The weight for a segment according to the degree of multicast session
resource reservation requests between the PVS node and SVS node.
• w(Sn

ps): The accumulated total weights for Sn
ps.

• Δ: A threshold value of available wavelengths on Sn
ps (30% of the total wave-

lengths in Sn
ps).

Based on these notations, the segment weights are determined as follow:

Max
∑

αps · Fps. (1)

CPps: (Sn
ps: e ∈ Cps) ∩ (R(Sn

ps) < �). (2)

w(Sn
ps) =

∑

∀(vp,vs)∈Λ\(a,b)

αps(∂Fps/∂R(Sn
ps)). (3)

{∂Fps/∂R(Sn
ps)=1[if(vp,vs):Sn

ps∈CPps]
∂Fps/∂R(Sn

ps)=0[otherwise] (4)

w(Sn
ps) =

∑

(vp,vs):Sn
ps∈CPps

αps. (5)

Equation (1) represents the minimum interference of the wavelength path
decision between the PVS node and SVS node. Equation (2) determines the
CP (congestion path) with congestion possibility for potential future connection
requests between the VS nodes.

We presents the weight of each segment for all (vp,vs)-pairs in the set Λ except
the current request when setting up a connection as shown in equation (3). And
equation (4) allocates the differentiated values to the nth segment between the
VS nodes. Calculating the weight of all nodes is difficult, so we apply equation (4)
to equation (3). Finally, computing the segment weights is simplified as shown
in equation (5). Therefore, the VS-MIMR decides a wavelength path that has a
minimum value of segment weight w(Sn

ps).

3.3 Multicasting Distribution Tree Construction Using RSVP-TE+

After the tree calculation, a point-to-multipoint OLSP tree (P2MP tunnel) must
be constructed by the RSVP-TE+ extensions for multicasting services. Although
the P2MP OLSP is constituted of the multiple source-to-one leaf (S2L) sub-
OLSPs, we can signal all S2L sub-OLSPs in one PATH message with the EX-
PLICIT ROUTE object (ERO), P2MP SECONDARY EXPLICIT ROUTE ob-
ject (SERO), and S2L SUB LSP object (S2LO)[7]. Fig.3 shows a P2MP OLSP
with PE1 as a source node and three destination nodes (PE2, PE3 and PE4).
When the branch nodes (VS1 and VS2) receive the PATH message, it gener-
ates the multiple PATH messages with the different EROs and SEROs. After
sending out the PATH messages to all nodes of the multicasting tree, this will
be confirmed by the RESV message with the ROUTE RECORD object (RRO)
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Fig. 3. Multicasting distribution tree construction

and P2MP SECONDARY ROUTE RECORD objects (SRROs) at each link of
the multicasting tree[7].

4 Conclusion

In this paper, the functional architecture and the interoperation of the control
plane and management plane of the QoS guaranteed OVPN are proposed. For
the establishment of the multicast OLSP, we propose the VS-MIMR algorithm
that finds the minimum interference path between virtual source nodes. We also
suggest an entire OVPN control mechanism to adapt the operation of the routing
and signaling protocols of GMPLS.

Acknowledgment

This work was supported by grant No.(R01-2003-000-10526-0) from Korea Sci-
ence & Engineering Foundation.

References

1. Z. Zhang, et al., An Overview of Virtual Private Network (VPN): IP VPN and
Optical VPN, Photonic Network Communications, vol.7, no.3, pp.213-225, 2004.

2. K. Kompella and Y. Rekhter, OSPF Extensions in support of Generalized Multi-
Protocol Label Switching, IETF RFC 4203, Oct. 2005.

3. T. Bates et al, Multiprotocol Extension for BGP-4, RFC2858, June 2000.
4. L. Berger, GMPLS Signaling Resource ReserVation Protocol-Traffic Engineering

(RSVP-TE) Extensions, IETF RFC 3473, Jan. 2003.
5. J. Lang, Link Management Protocol (LMP), IETF RFC4204, Oct. 2005.
6. N. Sreenath et al., Virtual Source Based Multicast Routing in WDM Optical Net-

works, Photonic Network Communications, vol.3, no.3, pp.217-230, 2001.
7. R. Aggarwal et al., Extensions to RSVP-TE for Point to Multipoint TE LSPs,

draft-ietf-mpls-rsvp-te-p2mp-01.txt, IETF Internet Draft, June 2005.


	Introduction
	Functional Architecture and Operation of QoS Guaranteed OVPN
	Multicast OLSP Establishment
	Preparation Mechanism for OLSP Establishment
	QoS Guaranteed Tree Establishment Mechanism
	Multicasting Distribution Tree Construction Using RSVP-TE+

	Conclusion


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (ISO Coated)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.3
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /sRGB
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 524288
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Remove
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 600
  /ColorImageDepth 8
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.01667
  /EncodeColorImages true
  /ColorImageFilter /FlateEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 600
  /GrayImageDepth 8
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.01667
  /EncodeGrayImages true
  /GrayImageFilter /FlateEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 2.00000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /False

  /SyntheticBoldness 1.000000
  /Description <<
    /DEU ()
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [595.000 842.000]
>> setpagedevice




