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Abstract. Designing interactive segmentation methods for digital vol-
ume images is difficult, mainly because efficient 3D interaction is much
harder to achieve than interaction with 2D images. To overcome this
issue, we use a system that combines stereo graphics and haptics to fa-
cilitate efficient 3D interaction. We propose a new method, based on the
2D live-wire method, for segmenting volume images. Our method con-
sists of two parts: an interface for drawing 3D live-wire curves onto the
boundary of an object in a volume image, and an algorithm for connect-
ing two such curves to create a discrete surface.

1 Introduction

Fully automatic segmentation of non-trivial images is a difficult problem, and
despite decades of research there are still no robust methods for automatically
segmenting arbitrary images. This is mainly due to the fact that it is hard to
identify objects from the image data only. Often, we also need some high-level
knowledge about the type of objects we are interested in. This is recognized
in [1], where the segmentation process is divided into two steps: recognition and
delineation. Recognition is the task of roughly determining where in the image
the objects are located, while delineation consists of determining the exact ex-
tent of the object. Human users outperform computers in most recognition tasks,
while computers are often better at delineation. Semi-automatic segmentation
methods take advantage of this fact by letting a human user guide the recogni-
tion, while the computer performs the delineation. A successful semi-automatic
method minimizes the user interaction time, while maintaining tight user control
to guarantee the quality of the result.

Many semi-automatic segmentation methods exist for two-dimensional (2D)
images, but in most cases it is not obvious how to extend these methods to
work efficiently for three-dimensional (3D) images. One problem is that efficient
interaction with a 3D image is much harder to achieve than interaction with a
2D image. In this project, we have used a system that simplifies 3D interaction.
The system supports 3D input, stereo graphics, and haptic feedback through a
sensing probe. The haptic feedback allows the user to feel where surfaces and
structures in the volume are located, making it easier to navigate within the
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volume. Haptic feedback has previously been used in the context of interactive
image segmentation in, e.g. [2] and [3]. Our system gives us new possibilities
to create efficient user interfaces for interacting with volume images. The aim
is to investigate how these new possibilities can be used to extend an existing
semi-automatic segmentation method to also handle volume images efficiently.

Live-wire [1, 4] is a popular semi-automatic segmentation method that has
been used successfully for many 2D problems. Various ways of extending this
method to segment volume images have been proposed in the literature. Most
of these methods are based on using the 2D live-wire method on a subset of
2D slices in the volume, and then reconstructing the entire object using this
information. Examples of such approaches can be found in [5, 6, 7, 8]. While the
reconstruction algorithms might take 3D information into account, all user in-
teraction is performed in 2D. This restriction gives rise to problems, e.g., how
to handle cases where a single object has different numbers of connected compo-
nents in consecutive slices. The method presented in this paper is a step towards
a more direct 3D approach that may overcome these problems.

In our method, the user still draws live-wire curves, but these curves are not
restricted to planes. Pairs of such curves are then connected by a surface in the
following way: using the image foresting transform (IFT) [9], a large number of
live-wire curves are computed between the original curves. The areas between
these curves are covered by polygons which are then rasterized to produce a
tunnel-free discrete surface between the two curves that well approximates the
boundary of the underlying object.

2 Environment

Our setup consists of a Reachin desktop display [10] which combines a PHAN-
ToM desktop haptic device [11] with a stereo-capable monitor mounted over a

Fig. 1. The Reachin desktop display [10]. The PHANToM device [11] is positioned
beneath a semi-transparent mirror. The graphics are projected through the mirror to
obtain co-location of graphics and haptics.
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semi-transparent mirror. See Figure 1. The PHANToM is a 3D input device that
also provides the user with haptic feedback. It is designed as a stylus, and the
haptic feedback is given at one point, the tip. It provides six degrees of freedom
(DOF) for input and three DOF for output, i.e., the input is the position and
orientation of the stylus, and the output is a force vector.

We have implemented our software using the Reachin API 3.2 [10], which is
a C++ API that combines graphics and haptics in a scene-graph environment.
The workstation we use is equipped with dual 2.4 GHz Pentium IV processors
and 1GB of RAM.

3 The 2D Live-Wire Method

The basic idea of the live-wire method is that the user places a seed-point on
the boundary of an object. As the user moves the cursor in the image, a path
(live-wire) is displayed in real-time from the current position of the cursor back
to the seed-point. The wire is attracted to edges in the image and it will snap
onto the boundary of the object. If the user moves too far from the original seed-
point, the wire might snap onto an edge that does not correspond to the desired
object. When this happens the user can move the cursor back a little and place
a new seed-point. The wire from the old seed-point to the new then freezes, and
the tracking continues from the new seed-point. In this way, the entire object
boundary can be traced with a rather small number of live-wire segments. See
Figure 2.

The live-wire algorithm is based on graph-searching techniques. Therefore, we
consider the image to be a graph where the nodes correspond to pixels and the

Fig. 2. In the live-wire method, the user segments an image by interactively placing
seed-points along the boundary of an object. As the user moves the cursor through
the image, a path from the last seedpoint to the current cursor position is displayed in
real-time. The path attempts to follow edges in the image, and will thus snap onto the
boundary of the object. Here, the liver in a slice of a magnetic resonance (MR) image
is being segmented.
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graph edges correspond to paths between pixels. For every edge, a cost is assigned
to represent the “likelihood” that the edge belongs to a desired boundary in the
image. How this cost function should be chosen is discussed in, e.g., [1]. When
the user places a seed-point, Dijkstra’s algorithm [12] is used to compute the
optimal path to the seed-point from all other points in the image. Once these
paths have been computed, it is possible to display the live-wire in real-time
with virtually no computational cost as the user moves the cursor through the
image.

4 Our 3D Live-Wire Method

In the 2D live-wire method, the user interacts with the program by placing seed-
points which are then connected by curves in a 2D plane. Our 3D analogy of
this is to let the user create curves, which are then automatically connected
by discrete surfaces in 3D space, a process we call bridging. An entire object
in a volume image can be segmented by drawing a relatively small number of
live-wire curves on the boundary of the object.

After a tunnel-free surface representing the boundary of the desired object has
been created, the entire region occupied by the object can be found by taking the
complement of all connected background components that touch the border of
the volume. To create this segmentation method, we need to solve two problems:
(1) how to draw live-wire curves in 3D, and (2) how to connect two closed curves
to form a tunnel-free discrete surface.

4.1 Drawing Live-Wire Curves in 3D

To extend the live-wire algorithm to draw closed curves in 3D, there are again
two issues that we need to consider. First, we need to transform the volume
image to a graph so that we can apply the shortest path calculation. This can be
achieved in a number of ways, and we will see that the choice of graph structure
will affect the performance of the shortest-path calculation. The second issue is
how to design the user interface so that seed-points can easily be placed on the
boundary of an object.

Defining a 3D Graph. In the literature on 2D live-wire, various ways of con-
structing a graph from the image have been used by different authors. Mortensen
and Barrett [13] construct the graph by placing a node at the center of each pixel,
with edges passing from each node to the nodes of all neighboring pixels. Another
way of constructing the graph is proposed by Falcão et al. [1] where the nodes
are instead placed at the pixel vertices, and the pixel edges are used as directed
graph edges. The latter graph formulation has the advantage that thin (even
one pixel wide) structures can be traced as a closed boundary, and the directed
nature of the graph allows us to use cost functions that depend on the direction
in which the edge is traversed. Both these 2D graph models are illustrated in
Figure 3.
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(a) (b)

Fig. 3. Two different ways of transforming a 2D image to a graph. (a) The graph
definition used in [13]. (b) The graph definition used in [1].

For our 3D graph, we have chosen to place a node at the center of each voxel
and create edges to all its 26 neighbors. Although this definition does not use
oriented edges, it has the advantage that the resulting graph has relatively few
nodes. The bottleneck of Dijkstra’s algorithm is the maintenance of a sorted heap
containing all nodes that are currently examined, which means that fewer nodes
lead to faster computations. Using a smaller neighborhood to define the edges
of the graph would also result in faster computations, but the penalty in com-
putational cost of increasing the number of edges is not as large as the penalty
for increasing the number of nodes. Our experiments have shown that good re-
altime performance is achieved even if we use the full 26-neighborhood, which is
advantageous since we then obtain thin and less “jagged” live-wire curves.

User Interface. We have implemented a user interface with two options for
drawing live-wire curves onto the boundary of an object.

The first option is to place seed-points freely in the volume. In this case, the
volume is displayed by maximum intensity projection (MIP). See Figure 4a. To
help the user locate the boundary of the object, we have used a volume haptics
technique described in [2]. The gradient of the volume is used as a surface normal
that defines a virtual surface that can be felt with the haptic device.

The second option is to “slice” the volume with a plane that can be moved
and rotated freely relative to the volume, and draw the curve onto this arbitrary
plane. See Figure 4b. The plane is a haptic surface so that the user can feel
where it is located and easily place seed-points onto it. Drawing a live-wire
curve onto the plane feels similar to drawing on a real surface. The shortest-
path computations are still performed in 3D, but since we want the curve to
stay in the vicinity of the plane we also add a term to our cost function that
grows quickly as we move away from the chosen plane.

The two methods have different advantages. To draw a curve around an object
using the first method, the user might have to rotate the volume while draw-
ing the curve in order to avoid twisting the wrist too much. Using the second
method, however, it is easy to do this by placing the guiding plane at the desired
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(a) (b)

Fig. 4. (a) Placing seed-points freely in the volume using volume rendering and volume
haptics to locate the boundary of the object. (b) Drawing a live-wire curve onto a
guiding plane.

cross-section of the object. When testing the application we have mainly used
the second method for drawing curves, while the first method has been used for
placing single points (which are also considered to be closed curves).

4.2 Bridging Algorithm

We have based our bridging algorithm on the image foresting transform (IFT)
[9]. The IFT is essentially Dijkstra’s algorithm, modified to allow an arbitrary
number of seed-points as input for the computations. The result of using more
than one seed-point is that we find the shortest path from all pixels in the image
to any of the seed-points.

Using the IFT, it is quite straightforward to create a rough “wire-frame” of
the surface we are looking for. To do this, we compute the optimal curves from
each voxel in one of the curves, using all voxels of the other curve as seed-points.
An illustration of the result is shown in Figure 5c.

Since the curves we compute are independent of each other, the result is
generally not a tunnel-free surface. To fill the gaps between the curves we define a
polygonal surface between adjacent curves, as shown in Figure 6. These polygons
are then rasterized using the method described in [14] to obtain a discrete surface.
The result is exemplified in Figure 5d. Algorithm 1. shows the pseudo-code for
our bridging algorithm.

Since all points on the second curve are not necessarily the “closest” point to
a point on the first curve, a surface generated using our method is unfortunately
not guaranteed to fit the “goal” curve exactly. In the worst case, all points on
the first curve have the same closest point on the second curve, in which case
the second curve will be approximated by this point only. Our current solution
to this is to apply the algorithm from both directions and return the union of
the results, i.e., run the algorithm starting from one of the curves and then run
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Algorithm 1. Bridging Algorithm
Input: Two sets of voxels, curve1 and curve2, that represent the initial curves.
Output: A set of voxels, output, that represents the generated surface.
Additional variables: Two sets of voxels, current curve and next curve that will be
used to store intermediate curves. A voxel next voxel.

• current curve← curve1
while next curve contains voxels that are not in curve2 do
• next curve← empty
for every voxel v in current curve do
• next voxel← v
if v is not in curve2 then
• calculate the optimal path from v to curve2
• set next voxel to be the next voxel along this path

end if
if next curve is not empty then
• rasterize the polygon between the last voxel of next curve and the two

last voxels of current curve
• add the resulting voxels to output
• rasterize the polygon between next voxel and the last voxels of next curve
and current curve
• add the resulting voxels to output

end if
• add next voxel to next curve

end for
• rasterize the polygon between next voxel, the first voxel of next curve and the
last voxel of current curve
• add the resulting voxels to output
• rasterize the polygon between the first voxels of current curve and next curve
and the last voxel of current curve
• add the resulting voxels to output
• current curve← next curve

end while

it again starting from the other curve. The result then always contains the two
original curves. However, if the shapes of the two curves differ to much “pockets”
may be produced on the surface, as illustrated in Figure 7. In most cases when
this happens, it is possible to reduce the error by drawing additional curves
inbetween the two original curves.

4.3 Performance

For a moderately sized volume (128x128x100) our algorithm runs in approxi-
mately 1–20 seconds. The exact times depend on the length of the curves we
are bridging and the distance between them. A number of things can be done
to improve the performance. For example, our current implementation uses a
heap data structure to manage the sorted queue when computing the IFT, but
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(a) (b) (c) (d)

Fig. 5. (a) A synthetic object. (b) Two closed curves on the boundary of the object.
(c) Result of connecting the two curves by live-wires. (d) Result of using our proposed
algorithm.

Fig. 6. To obtain a tunnel-free surface, all live-wire curves generated between the two
user-defined curves are connected to their adjacent curves by triangular polygons

Fig. 7. If the shapes of the two curves differ too much, the surface produced by our
bridging algorithm may contain pockets
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(a)

(b)

Fig. 8. (a) Segmentation of the liver in a 153x153x161 CT image of a human, obtained
with our method by drawing 7 live-wire curves onto the boundary of the liver. (b)
Surface rendering of the segmentation result.
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according to [4] better performance can be achieved by using a circular queue
structure instead.

Tests on large volumes have not been possible due to the current memory-
inefficient implementation where big amounts of data are stored redundantly
during the shortest-path calculations. In future work, this will be made more
efficient.

5 Discussion and Future Work

Despite the issues mentioned in Section 4.2, preliminary tests of our appli-
cation show promising results. We have segmented objects of varying com-
plexity using a varying number of live-wire curves. In most cases, the closed
discrete surfaces obtained are satisfactory representations of the underlying ob-
ject. Figure 8 shows an example of a segmentation result obtained with our
method. The total segmentation time for this example, including user interac-
tion, was approximately 3 minutes.

As stated in [1], a semi-automatic method should ultimately be measured by
how much it reduces the time it takes for the user to achieve a correct segmen-
tation result. To verify the efficiency of our method, it would be therefore be of
interest to make a user study to compare it with other segmentation methods.
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