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Abstract Water vapour sorption (WVS) experiments on grained Norway spruce 
wood (Picea abies) at low relative humidities were carried out to test the influence 
of grain size and grain layer thickness on the sorption kinetics. Samples were com-
pared under identical climatic conditions (i.e. humidity and temperature), and the 
kinetic behaviour was analysed with selected modelling approaches existing in the 
literature. Both, grain size and grain layer thickness influenced the initial kinet-
ics, with the latter showing a larger impact. This confirms the notion of a trans-
port limited initial mass increase with diffusion of water vapour/H2O-molecules to 
the sorption sites being a possible candidate. In contrast, the long-time behaviour 
was only slightly affected, supporting the concept of a relaxation and reorganisation 
dominated long-time behaviour. An analysis on the WVS kinetics of cut and grained 
wood with comparable sample material has further shown a very similar behaviour, 
which allows to draw some conclusions for cut wood. Regarding the modelling 
approaches, the parallel exponential kinetics model provided the best fitting results 
as the predictive models could not properly capture the split-up for a variation in 
grain size or grain layer thickness.

Introduction

Water vapour sorption experiments are a frequently used method to get informa-
tion on the transport of water vapour through the macrostructure of wood and its 
subsequent sorption behaviour (e.g. Christensen and Kelsey 1959; Wadsö 1993; 
Eitelberger et al. 2011). Samples were exposed to variable climate conditions and 
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weighted continuously. The amount of bound water is measured directly without any 
further assumptions. Experimental investigations on the sorption kinetics of wood 
have been performed for various wood species (e.g. Zaihan et  al. 2009), sample 
sizes (e.g. Eitelberger and Svensson 2012) and also for grained wood (e.g. Hill et al. 
2010b). However, an investigation on the influence of grain size and grain layer 
thickness on the WVS behaviour as well as an appropriate comparison between cut 
and grained wood seems to be missing.

A challenging part in the interpretation of such dynamic sorption experiments is 
the separation of transport processes and processes concerning the structural relax-
ation and reorganisation inside the cell wall (Popescu and Hill 2013). According 
to the long research activities during the last decades, many attempts were done to 
explain the WVS kinetics of wood (see e.g. Avramidis and Siau 1987; Krabben-
hoft and Damkilde 2004; Hill et  al. 2011). In contrast to descriptions of equilib-
rium values (e.g. sorption isotherms), care has to be taken about both, transport 
and relaxation processes. The former ones can be divided into a transport of water 
vapour to the sample surface, through the macrostructure and inside the cell wall 
(see Fig. 1). Average values for the diffusion coefficients are given in Table 1, with 
DL > DR > DT for the macrostructure (i.e. lumens, pits) and DL,cw > DR,cw > DT ,cw 

Table 1  Range of diffusion coefficients for water vapour ( D
i
 ) and bound water ( D

i,cw ) in spruce wood in 
 m2/s at room temperature

Values from Siau (1984) and Eitelberger et al. (2011)

Longitudinal (L) Radial (R) Tangential (T)

D
i 2.6 ⋅ 10−5 1.9 ⋅ 10−6 1.3 ⋅ 10−6

D
i,cw 10−12⋯ 10−10 0.5 ⋅ D

L,cw 0.3 ⋅ D
L,cw

Fig. 1  Simplified structure of softwood with diffusion coefficients in the three material directions
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for the transport inside the cell wall (Siau 1984; Eitelberger et al. 2011). Apart from 
the particular binding mechanism, cell wall material acts as a sink/source where 
water molecules are getting bound, slowing down the effective transport (see Crank 
1975). In contrast, relaxation and reorganisation processes include all kinds of phe-
nomena regarding structural changes (macro  to  submicro-range), molecular rear-
rangements and the generation of additional sorption sites (see e.g. Engelund et al. 
2012 and references therein). Conceptions of a two-stage process with a diffusion-
controlled first stage and a diffusion- and stress- or relaxation-controlled second 
stage were already discussed in the past (see e.g. Christensen 1967) as well as vari-
ous other theories, like the two independent parallel processes described by the PEK 
model (e.g. Hill et  al. 2010b). A more recent work has further shown three inde-
pendent parallel processes (TEK-model) to be necessary for an accurate descrip-
tion of the sorption kinetics of wood (Glass et al. 2017). Thus, the difficult task is 
to figure out, which kind of information on the relaxation/binding processes could 
be extracted with the use of ordinary WVS experiments and to which extent the 
observed kinetics are influenced by any transport processes.

In the present study, the influence of grain size and grain layer thickness on the 
WVS behaviour of grained wood at low RH is investigated and analysed with the use 
of three different sorption kinetic models. These modelling approaches to describe 
and simulate the mass change of wood for a step change in RH are presented in 
“Existing models” section. The experimental set-ups are given in “Material and 
methods” section, including details on the performed simulations (e.g. geometry 
and used parameters). “Results and discussion” section represents the experimental 
results, showing the similarity between sliced and grained wood (“Comparison of 
sliced and grained wood” section), the effect of grain size (“Comparison of various 
grain sizes (monolayer)” section) as well as the influence of grain layer thickness 
(“Comparison of multilayer experiments” section). The objective of this study is 
thus to provide a detailed analysis on the WVS behaviour of grained wood and to get 
more information on the processes dominating the sorption kinetics at low relative 
humidity. Additionally, the differences between various modelling approaches and 
their application on grained wood will be discussed.

Existing models

Regarding the mentioned transport and relaxation processes, three types of cases can 
be distinguished to model the WVS behaviour of wood:

(1) Relaxation dominated case
(2) Transport dominated case
(3) Mixed case, where transport and relaxation processes are comparable

Accordingly, the various modelling approaches in the literature can be separated 
into three cases. A similar classification can be found in Hill et al. (2011) for the dif-
fusion behaviour of swelling polymers. In the following, three modelling approaches 
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are presented, covering all of the before-mentioned cases. They are based on differ-
ent ideas and were used frequently in recent years. Further, the given models range 
from a heuristic relationship (PEK model) to a semi-predictive (bound water diffu-
sion model) and a predictive approach (coupled diffusion model).

Parallel exponential kinetics (PEK) model

A rather empirical approach to describe the WVS behaviour of wood is given by the 
PEK model, where two exponential terms characterise the sorption process:

The increase or decrease of sample moisture content MC(t) for a step change of RH 
is represented by a fast and slow process with characteristic times �1,2 and a cor-
responding moisture content MC1,2 . No information on the sample geometry (i.e. 
no spatial dependence) is required. This model has already been used for several 
materials (e.g. Kohler et al. 2003), and various interpretations concerning the two 
processes have been given (e.g. Okubayashi et al. 2004). The application to wood 
was done by Hill et al. (2010a) using small sample sizes. An interpretation in terms 
of a mechanical model has been given in Hill et al. (2011) assuming sorption kinet-
ics being dominated by the viscoelastic behaviour of the cell wall (relaxation domi‑
nated case). Consequently, the fast and slow process are described each with a Kel-
vin–Voigt element

where �(t) denotes the strain, �0 the stress and E the elastic modulus. The time con-
stant � is given as the ratio of viscosity and elastic modulus, � = �∕E . A linear rela-
tion between changes in mass (during adsorption/desorption) and cell wall volume 
is assumed. For the connection between stress and changes in RH, a relationship for 
the swelling pressure exerted by an elastic gel is used.

Later, a study on naturally aged lime wood has shown significant differences in 
the behaviour between the fast and slow process (Popescu and Hill 2013). An inves-
tigation on the pseudo-isotherms given by a separation of the two processes led then 
to a reinterpretation (mixed case): The slow process is suggested to be a relaxation 
limited process, whereas the fast process is associated with a diffusion limited phe-
nomenon (Popescu et al. 2014). A further attribution of the fast process in terms of 
the linear driving force model has been given by Popescu et al. (2015), which has 
already been used for activated carbon (e.g. Foley et al. 1997). This phenomenologi-
cal model describes diffusion and adsorption of particles with a pseudo-first-order 
mass transfer relationship (see e.g. Alpay and Scott 1992),

(1)
MC(t) = MC1

(

1 − exp(−t∕�1)
)

+MC2

(

1 − exp(−t∕�2)
)

.

(2)�(t) =
�0

E
(1 − exp(−t∕�)),

(3)
dM(t)

dt
= k(M∞ −M(t)).
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with the mass M(t) and its equilibrium value M∞ . Depending on the interpretation 
of Eq. (3), the proportionality factor k can be defined either as a mass transfer coef-
ficient or as a first-order reaction rate. Transport and relaxation processes seem thus 
necessary for modelling the WVS behaviour of wood. However, a clear and unique 
interpretation of the two processes described with the PEK model seems to be still 
missing (Himmel and Mai 2016). Further investigations might thus be useful to 
identify the nature of these processes.

Bound water diffusion model

An attempt to model the mass change of wood in WVS experiments as a single dif-
fusive process has been given by Olek et al. (2005). The local bound water content 
m = m(x, t) is assumed to follow a diffusion equation,

and the diffusion coefficient is modelled to be either constant, Db = D0 or variable 
(Olek and Weres 2007) with the global bound water content M = M(t),

D0 , a and b are estimated coefficients and for the latter two no physical explanation 
has been given. For the boundary condition, a flux is defined as:

with � being a surface emission coefficient and M∞ the equilibrium bound water 
content (transport dominated case). In order to match the local bound water con-
tent (dim m(t) ≡ kg/kgdry ) with the global bound water content (dim M(t) ≡ kg/
kgdry ), the latter one has to be defined as M(t) ∶= 1∕L ∫ L

0
m(x, t)dx , with L being 

the sample thickness. As a consequence of Eq. (7) the proximity to equilibrium at 
the surface restricts the flux inside the sample. As many experiments have shown the 
sorption kinetics of wood cannot be described by a simple diffusion equation (e.g. 
Christensen and Kelsey 1959; Wadsö 1993), a variable diffusion coefficient was 
used in this approach to model this so-called non-Fickian behaviour.

A modification on the equilibrium bound water content M∞ was later introduced 
by Olek et al. (2011) to account for additional sorption sites due to any relaxation 
and reorganisation effects during the sorption process,

Here, the coefficient c specifies the maximum moisture uptake before relaxation 
and d represents the additional amount available after relaxation and reorganisation 

(4)
�m

�t
=

�

�x

(

Db

�m

�x

)

,

(5)Db = D0 exp(−aM(t))

(6)Db = D0 exp(−aM(t) − bM(t)2).

(7)−Db

�m

�x
= �

(

m −M∞

)

,

(8)M∞(t) = c + d(1 − exp(−t∕�)).
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processes took place. There are thus fast accessible sorption sites and sites which 
need a certain relaxation time � to be available (mixed case). This idea on a creation 
of new sorption sites seems reasonable for swelling materials and has already been 
mentioned by many authors (see e.g. Hartley et al. 1992). Regarding the non-Fickian 
behaviour, it was emphasised by Olek et  al. (2011) the modified boundary condi-
tion with Eq. (8) yields more adequate results than the moisture-dependent diffusion 
coefficient.

Coupled diffusion model

A prominent model which might be assigned to any category (depending on its inter-
pretation and the used sample thickness) is the coupled diffusion model of Krabben-
hoft and Damkilde (2004). A set of two diffusion equations was proposed which 
are coupled by a heuristic sorption term. The transport of water vapour through the 
lumen is considered to be independent from the transport of bound water in the cell 
walls (with concentration cb ). A conversion of water vapour concentration cv to par-
tial gas pressure pv = pv(cv) was done with the ideal gas law. Both processes are 
assumed to be diffusive,

and an exchange is given by the coupling term ṡ . Here, � denotes porosity, R is the 
gas constant, T the temperature and Mw the molecular weight of water. It has to be 
mentioned in their original work that the coefficients RT

Mw

 and � on the right-hand side 

of Eq. (9) have been omitted as already discussed in Frandsen et  al. (2007). The 
sorption term has been formulated similar to a surface evaporation process,

with an equivalent equilibrium vapour pressure pb = pb(cb) . This value has to be 
back calculated along the sorption isotherm and corresponds to the given (local) 
bound water concentration cb . The proportionality factor h was constructed to cap-
ture the experimental results,

and describes a variable surface evaporation. Thus, the sorption term is used to 
describe the non-Fickian behaviour in this approach.

(9)𝜑
𝜕pv

𝜕t
=

𝜕

𝜕x

(

𝜑Dv

𝜕pv

𝜕x

)

− ṡ
RT

Mw

(10)
𝜕cb

𝜕t
=

𝜕

𝜕x

(

Db

𝜕cb

𝜕x

)

+ ṡ

(11)ṡ = h(pv − pb)

(12)h = a1 exp

(

− a2

(

pb

pv

)a3
)

+ a4
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A modification of Eq. (12) has been given by Frandsen et  al. (2007) with the 
coefficients ai depending continuously on relative humidity:

The coefficients were adjusted to the experiments of Christensen (1965), where 
almost identical sorption kinetics were found for 20 μm and 1 mm thick samples. In 
both cases, a physical interpretation of the proportionality factor and its coefficients 
seems to be difficult and is still missing.

Eitelberger et al. (2011) formulated a model without using a fitted function for 
the sorption term,

with the dry density of the cell wall ( �cw ) and the equilibrium moisture content 
(MC). The proportionality factor � depends on the cell wall diffusion coefficient and 
on a geometry factor of a single tracheid cell. Additionally, a third differential equa-
tion for the energy (or temperature) was added but without including any mechani-
cal energy for the swelling/shrinkage of wood. Any kind of relaxation or reorganisa-
tion processes have not been included in this model.

Material and methods

Sample preparation

Norway spruce wood (Picea abies) grown 1200 m above sea level in West Austria 
was used. A board from the lower third of the stem was cut along the longitudinal 
direction. It went through the centre of the tree in order to determine the annual 
position. Prior to the manipulation, the board was stored at T ≈ 22 °C and a relative 
humidity of about 40% for 3 months. Wood samples were taken without using the 
first eight and last ten annual rings. Sliced samples were used from both, circular 
saw cut and microtomed. For the circular saw cut samples, slices with a cross sec-
tion of 43 mm × 43 mm (± 0.5 mm) and a thickness of 0.5 mm (± 0.1 mm) were 
used. One representative slice in longitudinal direction (i.e. the surface is perpendic-
ular to the tracheid cells) was chosen. Attention has to be given in order not to gen-
erate too much heat during the cutting process, as the cell wall structure in the vicin-
ity might be affected. Hence, a sharp saw blade with alternative top bevel teeth and 
low rake angle was used. The feed rate and the number of revolutions were adjusted 
in order to minimise the heat production. It might also be considered to increase the 
moisture content of wood, as the specific heat capacity and heat conductivity are 
increasing while the strength is decreasing with moisture content. In the case of the 
microtomed samples, slices with a cross section of 10 mm × 10 mm (± 0.5 mm) 
and a thickness of 25 μm (± 1 μm) were used. About 20 slices were taken in the 
longitudinal direction. For the grained samples, a large piece of wood from the same 
board was ground separately with three double-cut files and a P100 sanding paper 
(average particle size diameter ≈ 162 μm). An average over many annual rings and 
tracheid cells could thus be provided. It might be mentioned to instead use a mill to 

(13)ai = ai1 exp(ai2RH) + ai3 exp(ai4RH).

(14)ṡ = 𝛼(𝜌cwMC − cb)
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obtain a better repeatability of the ground sample material and probably to provide a 
better integrity of the cell wall structure. Afterwards, the grained wood was double 
sieved with a set of 7 analysis sieves to obtain grain size distributions between 1 mm 
and 20 μm. Hence, length was varied up to a factor of 20 between the largest and 
smallest grains. For the smallest grain size distribution (20–63 μm), it is possible 
that it consists partly of pure cell wall material, as the mean diameter of earlywood 
tracheid cells was measured to be between 30–40 μm. A laser diffraction analysis on 
the sieved samples has been done to cross-check the used grain size fractions. In the 
following experimental set-ups, a circular saw cut slice, microtomed slices and three 
grain size fractions with various sample masses were used (see Table 2).

Measuring apparatus

To measure mass change (i.e. sorption kinetics), wood samples were exposed to 
various humidities and weighted continuously. Therefore, the water vapour sorption 
system SPSx-1μ (ProUmid GmbH, Germany) was used. This apparatus is composed 
of a measuring chamber (34 cm × 43 cm × 7 cm), a rotating plate to hold 11 alumin-
ium sample bowls with 51 mm diameter and a micro-balance with a reproducibility 
of ±10 μg (Fig. 2). Sample bowls are placed automatically on the balance to record 
the mass change of each probe staggered. Additionally, a reference bowl is weighted 
each time before the first and after the last sample to correct the water uptake of the 
sample bowls and a possible balance drift. This was done with the assumption of a 
linear drift between the first and the last sample. As a working fluid dry air is used 
and the humidity is controlled by the moistening unit with purified water. Conse-
quently, either dry (RH = 0.1%) or wet air (RH ≈ 99%) is blown into the measuring 
chamber and two fans distribute the resulting air-mixture with a velocity of 0.3 m/s. 
Higher velocities could already remove the microtomed and grained particles out of 

Table 2  Classification of sliced 
wood (A1, A4) and grained 
wood by minimal–maximal 
particle size and sample 
mass (at RH = 20%) for the 
experimental investigations

Sample mass (mg) Particle size Label

365 0.5 mm × 43 mm × 43 mm A1
200 125–250 μm A2
400 125–250 μm A3
22 25 μm × 10 mm × 10 mm A4
22 20–63 μm A5
20 20–63 μm B1
20 500–1000 μm B2
200 20–63 μm C1
200 125–250 μm C2
200 500–1000 μm C3
200 20–63 μm C4
400 20–63 μm C5
600 20–63 μm C6
800 20–63 μm C7
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the bowls. Fans and humidification were turned off when a sample is placed on the 
balance.

A change of relative humidity at T = 25 ◦C took about 1 min for the experiments 
with ΔRH = 5% and ΔRH = 10% with a deviation below 1%. A deviation less 
than ± 0.3% to the pre-set humidity values could be ensured except for RH ≤ 1% 
( ± 0.1% ). The achievable humidity ranges from RH = 0.1% to RH = 95% for 
T = 25 ◦C . Variations of temperature were below ± 0.1 ◦C . To achieve a stabilised 
climate for the samples, measurement cycles were executed in an 8 min interval.

Experimental set‑up

Cleaned sample bowls were placed on the rotating plate and tared at RH = 20% and 
T = 25 ◦C . Sliced and grained samples with a weight according to Table  2 were 
poured in the sample bowls. The surface was carefully flattened with a spatula in 
order to avoid compression among the various grain sizes. Minimum sample mass 
was chosen at 20 mg to obtain a reasonable mass resolution. Sample masses were 
weighted out with an accuracy of ± 0.2 mg for approximately 20 mg and ± 1 mg for 
a mass ≥ 200 mg. The used step size in RH was chosen to be Δ RH = 5% in order 
to reduce the influence of the non-instantaneous step change on the sorption kinet-
ics. Temperature was kept constant at 25 ◦C during the whole step. Only for experi-
ments on the lower resolution scale, step size was chosen at ΔRH = 10% in order to 
increase the signal-to-noise (S/N) ratio by a larger amount of absolut water uptake. 
In the following, experimental set-ups for three different investigations on the sorp-
tion behaviour of grained wood is given.

Comparison of sliced and grained wood

To analyse the differences in the kinetic behaviour of sliced and grained wood, an 
experimental set-up with a sample thickness in the mm and μm-range was used. 
Care was taken regarding sample thickness and weight (i.e. amount of sorption 
sites per unit cross section) as water vapour has to be transported to and through 
the sample material. For the comparison in the mm-range, a slice of cut wood in 

Fig. 2  Detail drawing of the water vapour sorption measuring system. Source: ProUmid
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longitudinal direction with 0.5 mm thickness and a mass of 365 mg (A1) was used. 
The sliced sample stood out of the sample bowl and was exposed to the surround-
ing RH on both sides. In contrast, grained samples were only exposed on the upper 
side (i.e. on one side) to RH, but had a higher accessibility based on the spherical 
shape. As the number of sorption sites is an important parameter for a diffusion pro-
cess with a sink, grained wood samples with a mass of 200 mg (A2) and 400 mg 
(A3) were chosen. Grain size of 125–250 μm was used as pre-testings with other 
grain sizes have shown a similar behaviour (cf. “Comparison of multilayer experi-
ments” section). The corresponding grain layer thickness can be estimated to 0.7 
and 1.4  mm (Eq.  16). Cross-sectional areas between the cut and grained samples 
were comparable. For the comparison in the μm-range, sample mass was chosen 
to be small enough to avoid overlapping of the slices or grains but still as high to 
provide an acceptable S/N-ratio with the given sorption analyser. Hence, a sample 
mass of 22 mg was used. About 20 slices of the microtomed samples with 25 μm 
thickness (A4) were needed and only a few were partly overlapping. In contrast to 
the comparison of sliced and grained wood in the mm-range, the microtomed and 
grained samples were both exposed to RH in a similar manner. Therefore, a similar 
thickness appeared reasonable and grain size was chosen slightly larger as it offers 
a faster accessibility due to the spherical geometry. The grained sample was conse-
quently chosen with a grain size of 20–63 μm and equal mass (A5). Further, a simi-
lar cross-sectional area of approximately 19 cm2 could be reached.

Comparison of grain sizes (monolayer)

To figure out possible differences in the WVS behaviour of various grain sizes, 
grained wood with a single grain layer (monolayer) and equal sample mass was used. 
Tests on monolayer experiments with five different grain size distributions were per-
formed in advance to estimate the differences in their sorption kinetics. To point out 
the differences more clearly, an experiment with only two samples was performed. 
Thus, grained wood with a grain size of 20–63 μm (B1) and 500–1000 μm (B2) and 
a mass of 20 mg was used. With this set-up, a reduction of the measurement cycle 
time from 8 to 5 min could be achieved, corresponding to a faster time resolution 
of the measuring device. Similar to the comparison of sliced and grained wood in 
the μm-range, sample mass in this set-up is on the lower range limit of the sorption 
measuring system. Hence, the S/N-ratio is rather low and thus step size in RH was 
chosen to a larger value.

Comparison of multilayer experiments

In order to determine the effect of layering of grains on the sorption kinetics of 
grained wood, two experimental set-ups with multiple grain layers (multilayer) were 
used. To analyse the influence of grain sizes, multilayer experiments with three dif-
ferent grain sizes and equal mass were compared. Grain size distributions were cho-
sen to 20–63 μm (C1), 125–250 μm (C2) and 500–1000 μm (C3) with a sample mass 
of 200 mg. As all samples do have the same amount of sorption sites, any additional 
effects caused by an external water vapour supply limitation were minimised. Other 
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sample masses were tested in advance showing a similar behaviour. With these 
multilayer experiments possible differences could be distinguished more accurately 
than for the monolayer experiments, as the relative error decreases with increasing 
sample mass. According to Eq. 16, the given sample mass is equivalent to a grain 
layer thickness of 0.67mm (C1), 0.71mm (C2) and 0.84mm (C3). For the deter-
mination of the influence of grain layer thickness (i.e. amount of sorption sites per 
unit cross section), grained wood with multiple grain layers and a single grain size 
of 20–63  μm was used. Sample mass was chosen to 200  mg (C4), 400  mg (C5), 
600  mg (C6) and 800  mg (C7), respectively. These sample masses correspond to 
a grain layer thickness (cf. Eq. 16) of 0.7mm (C4), 1.3mm (C5), 2.0mm (C6) and 
2.7mm (C7).

Prior to testing, samples were conditioned for about 24 h at RH = 0.1% and 
T = 25 ◦C in the measuring chamber. A complete run—stepwise from 0.1 to 95% 
RH, followed by the reverse order decreasing sequence—was performed in advance 
to provide a better reproducibility. This fact was observed in earlier experiments 
and was also reported in literature (see e.g. Popescu and Hill 2013). For each step, 
humidity was maintained within the given limits until the equilibrium condition 
(EC) was reached for all samples. The EC was defined as

in a 120 min period and was obtained by a reasonable compromise between equilib-
rium accuracy and measuring time. Here, m(t) denotes the net sample mass and mmin 
its minimum value after preconditioning at 0.1% RH.

Error estimation

To determine the measurement error expected in the WVS experiments, three differ-
ent sources have to be taken into consideration. For experiments with a sample mass 
in the order of 20 mg, the reproducibility of the balance (± 10 μg) becomes important. 
With a total mass increase of approximately 520 μg for a step change of 0 → 10% RH, 
this error contributes with 2% to the mass increase of these samples. As the results are 
represented in relative changes of sample mass (cf. Eq. 17), the errors arising from bal-
ance reproducibility decrease with increasing sample mass. The second source of error 
which is more dominant at the beginning of the sorption process (i.e. the first measur-
ing values) is caused by local and global fluctuations in humidity. This error has been 
estimated (on the basis of previous experiments) to be in the order of ± 20 μg for fluc-
tuations in the RH-step change between 0 and 10% RH and contributes thus with 4% to 
the absolute mass increase. Again, samples with a larger thickness and a higher weight 
are less affected as both, diffusion and the amount of water molecules in the vapour 
fluctuation restrict the resulting impact. The third source of error arises from random 
disturbances of the balance caused by temporary vibrations that are transferred over the 
floor/building. Even though this error could be rather large, it affects usually only a sin-
gle measuring value and can thus be easily detected. For the following results error bars 

(15)
d

dt

(

m(t)

mmin

)

≤ 0.02%



764 Wood Sci Technol (2018) 52:753–776

1 3

were chosen according to the maximum value of the three mentioned errors which is 
appropriate to the particular experiment. It has to be noted, in the case of grained wood 
there is a large amount of single grains in each sample bowl, and thus, an average value 
for the mass increase is measured.

Simulations

The simulations of the mentioned models in “Existing models” section were done 
with the software Wolfram Mathematica 10.4. For the PEK model, the parameters 
were determined by a nonlinear model fit. As no spatial variables are included in 
this approach, sample geometry has not to be taken into account. In the case of the 
bound water diffusion model, Eqs. (4), (5), (7) and (8) were used without performing 
an inverse analysis as given in Olek et al. (2011). The bound water diffusion coeffi-
cient ( Db ), the surface emission coefficient ( � ) and the time constant ( � ) were fitted 
to the experiment, while the remaining parameters were used as given for the lowest 
RH range in their work (Olek et al. 2011). For the coupled diffusion model, Eqs. (9), 
(10), (11), (12) and (13) were used, including all necessary parameters given in Frand-
sen et al. (2007) which were based on earlier experiments of sliced Klinki pine wood 
(Araucaria hunsteinii). No adjustment on the parameters was performed as this model 
serves to predict the WVS kinetics of wood.

Except for the PEK model, simulations were solved in 1D according to a sheet diffu-
sion problem. The similarity between the measured sorption kinetics of cut and grained 
wood (see “Comparison of sliced and grained wood” section) makes this assump-
tion somewhat feasible, even though the 1D treatment of transport processes through 
packed spheres seems to be too simplistic. Further, the grained samples with multiple 
grain layers do not have a continuous cell wall between the upper and lower bound-
ary of the sample as in the case of cut wood. An application and interpretation of the 
bound water diffusion model seems thus to be questionable. For grained wood with 
a single grain layer (monolayer), a simulation of the given models for homogeneous 
spheres was done additionally, as effects of layering (e.g. parallel transport paths for 
water vapour) do not have to be considered in this case. These simulations can be seen 
as a direct test of the existing WVS modelling approaches for small sample sizes with 
equal weight but different size. The spherical solution will be used as an upper limit for 
the mass increase, since the diffusion process in the sphere is calculated uniformly with 
the water vapour diffusion coefficient for the longitudinal direction. On the contrary, 
the sheet solution serves the lower case limit (i.e. a too slow mass increase), where 
the grains are treated as a sheet with a thickness of twice the radius and without any 
transport in the transversal directions (Fig. 3). This could be done as all tracheid cells 
are opened and the diffusion in longitudinal direction is much faster than in radial or 
tangential direction (see Table 1).

Estimation of grain layer thickness

Samples were weighed out to a predefined weight in order to ensure the same 
amount of total sorption sites. As the grain layer thickness of the multilayer samples 
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could be measured only roughly, an estimation of their height based on the weight 
was preferred. Differences between the various grain sizes could thus be sufficiently 
resolved in order to perform the corresponding simulations. Congruent spherical 
particles with a hexagonal closed packing were assumed. Boundary effects were 
neglected as the radius of the spheres is much smaller than the radius of the sample 
bowl. Accordingly, the grain layer thickness for a certain grain size (with a given 
weight) can be calculated as

Here, R denotes the radius of the spheres, MS the weight of the multilayer sample, d 
the diameter of the sample bowl and �W the density of wood. With the use of a 30% 
larger radius for the grains ( �W decreases accordingly), reasonable values could be 
obtained for the given mono- and multilayer sample thickness of the experiments.

Results and discussion

In the following, a number of water vapour sorption experiments are shown. Step 
changes in relative humidity of 0 → 5% RH or 0 → 10% RH were compared for 
adsorption. Pretests have shown very similar sorption kinetics for the two mentioned 
step sizes and justify the comparability of the given results (Fig. 4). The lower range 
of relative humidity was chosen, as the sorption kinetic curves seem to be domi-
nated by transport processes in this range. Consequently, differences in the initial 
kinetic behaviour based on differences in sample geometry (thickness, mass) should 
be most dominant at low RH. At higher RH the relevance of relaxation and reorgani-
sation processes become more dominant and a notable deviation from the diffusive 
behaviour could be noticed. Hence, it seems as if certain differences in the sorption 
kinetics among the samples will be reduced or even covered by the relaxation behav-
iour of wood in the mid and high RH range. Similar facts have also been mentioned 
in literature (see e.g. Christensen and Kelsey 1959). The increase in sample mass is 

(16)HS = 2R
�

1 −
√

2∕3
�

+ 12
√

2
MS

d2�2�W

Fig. 3  Comparison of spherical and sheet diffusion indicating the upper (sphere) und lower limit (sheet) 
for the WVS kinetics of grained wood. Black lines inside the sphere indicate the lumen pathways for 
wood and r denotes the radius of the sphere
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normalised to the maximum mass uptake in the given RH step. Samples with differ-
ent masses can thus be compared by their relative changes in bound water content:

Each step change starts at t = 0 and ends when the equilibrium conditions for all 
samples are fulfilled ( tmax ). For a better comparability, time axis was chosen with a 
scale according to the relevant domain although equilibrium (Eq. 15) was usually 
achieved at later times. As the comparison of sliced and grained wood is mainly to 
indicate the similarity of their WVS behaviour, measured data were only fitted with 
the PEK model.

Comparison of sliced and grained wood

Comparison in the mm‑range

A comparison of the WVS kinetics of sliced and grained wood in the mm-range 
is shown in Fig. 5. Step change in RH was chosen to 0 → 5% and temperature to 
T = 25 ◦C . There is an obvious split-up between the three samples in the beginning 
of the mass increase. The cut sample lies between the two grained ones, with the 
lower grain layer thickness (200 mg) showing a faster kinetic than the higher one 
(400 mg). With an estimated sample thickness of 0.7mm and 1.4mm , the grained 
samples are slightly smaller and larger than twice the thickness of the sliced wood. 
Weight of the cut sample was chosen to lie within the two grained samples, as a 
transport process with a larger sink takes more time for the mass increase than with 
a smaller sink (i.e. lesser amount of sorption sites). Concerning the long-time behav-
iour, all three samples do show a similar behaviour until equilibrium condition is 

(17)
Δm(t)

Δmmax

=
m(t) − m(0)

m(tmax) − m(0)
.

Fig. 4  Comparison of the WVS curves for grained wood (20–63 μm) with a sample mass of 200 mg 
for various step changes in RH. Experimental results (markers) were fitted with the PEK model (solid/
dashed/dot-dashed/dotted lines)
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achieved (Eq. 15). Small differences can be seen with a steeper slope for an increas-
ing sample weight. Expectedly, the long-time behaviour of the cut sample is more 
similar to the 200 mg grained sample, as it was exposed to RH on both sides lead-
ing to a faster mass increase at the beginning (Fig. 5). The small mass increase for 
long measuring times seems to be influenced by the short-time behaviour, i.e. sam-
ple thickness, mass (per unit cross section) and the degree of exposure to RH. As a 
prior test with other materials has shown a different mass increase for the long-time 
behaviour, the sorption measuring system seems rather improbable to be responsible 
for this increase. Thus, it could be concluded, there is no essential difference in the 
WVS behaviour of cut and grained wood in the mm-range if a comparable sample 
material is used.

Regarding the PEK model, all three samples could be fitted within the error bars. 
Both, the time constants for the fast ( �1 ) and slow process ( �2 ) show an increasing 
tendency with sample weight as given in Table 3. The difference at the beginning of 
mass increases between the two grained samples (with equal grain size but different 
layer thicknesses) in Fig. 5 is in contrast to the notion of both exponential processes 
in the PEK model being assigned to a mechanical origin (Eq.  2). More plausible 
would be the interpretation of a transport process at the beginning (fast process) and 
a relaxation process for long measuring times (slow process) similar to that sug-
gested by Popescu et al. (2014).

Comparison in the μm‑range

The results for the comparison of the WVS kinetics of sliced and grained wood in the 
μm-range are given in Fig. 5, for a step change in RH of 0 → 10% at T = 25 ◦C . Both 
samples show a similar behaviour, even though the sorption measuring system was too 

Fig. 5  Comparison of the WVS curves for sliced and grained wood in the mm-range and in the 
μm-range. Experimental results (markers) were fitted with the PEK model (solid/dashed/dotted/dot-
dashed lines)
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slow to sufficiently resolve the mass increase at the beginning. With a weight of 22 mg, 
both samples are on the lower limit of the measuring device. Hence, the reproducibility 
error and the error due to fluctuations in RH are comparatively large. Comparing the 
apparent fast mass increase for the μm-samples with the markedly slower increase in 
the mm-samples supports the significance of a transport process at the beginning of the 
sorption kinetics in the low range of RH. The long-time behaviour shows within the 
measurement error an identical small mass increase for the microtomed and grained 
sample until equilibrium condition is achieved. Within the measuring accuracy, this 
increase seems to be independent of the used sample geometry. Consequently, also for 
the μm-range it seems as if there is no essential difference in the WVS behaviour of cut 
and grained wood, assuming that suited sample material is used.

An analysis with the PEK model gives good fitting results for both samples. The 
time constant �1 of the fast process is lower, whereas the time constant �2 for the slow 
process is even larger than in the previous results (Table 3). These high values for the 
characteristic times of the slow process could result from a mismatch of the model 
caused by the relatively large measurement error and a too slow gathering of measur-
ing values for the mass increase of the samples. A failure of fitting the PEK model to 
grained wood with 20 mg sample mass in the low RH range has also been reported in 
literature (Himmel and Mai 2016).

Comparison of various grain sizes (monolayer)

To point out the influence of grain size on the WVS behaviour of wood, the largest 
and smallest available grain sizes were used. Figure 6 shows the sorption kinetics for 

Table 3  Results for the fit parameters of the five experiments for the PEK model ( �1, �2 ) and the bound 
water diffusion model ( �, � , D

b
)

Values with an asterisk indicate a high uncertainty

Sample mass �1 (s) �2 ( 103 s) � ( 103 s) � ( 10−6 m/s) D
b
(10−9 m 2/s)

365 mg (0.5 mm) 560 3.8
200 mg (125–250 μm) 380 2.8
400 mg (125–250 μm) 830 5.3*
22 mg (25 μm) 120 11.3*
22 mg (20–63 μm) 110 18*
20 mg (20–63 μm) 80 3.1* 1.4 1.2 1.6
20 mg (500–1000 μm) 130 1.7* 1.4 1.2 1.6
200 mg (20–63 μm) 280 3.8 3.3 3.0 1.6
200 mg (125–250 μm) 320 4.2 3.3 3.0 1.6
200 mg (500–1000 μm) 380 4.6 3.3 3.0 1.6
200 mg (20–63 μm) 220 1.7 3.3 3.0 1.6
400 mg (20–63 μm) 700 4.1 3.3 3.0 1.6
600 mg (20–63 μm) 1190 5.9* 3.3 3.0 1.6
800 mg (20–63 μm) 1640 16.7* 3.3 3.0 1.6
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the 20–63 µm and 500–1000 μm grain size distributions for a step change in RH of 
0 → 10% and T = 25 ◦C . The measurement error in the normalised representation 
is relatively large, as sample mass for approximately one monolayer of the smallest 
grain size is around 20 mg. A marked difference can be seen for the first measuring 
point (up to 10 min), where the smaller grains show a faster mass increase than the 
larger ones. The long-time behaviour of the two samples shows within the measur-
ing accuracy a similar small mass increase. According to the difference in grain size, 
these results point towards a transport limited process at the beginning of the mass 
increase. Either the pathways through the macrostructure, the higher accessibility 
of the cell wall material or the total amount of sorption sites per unit cross section 
could serve as a possible candidate for limiting the short-time kinetics. It should be 
mentioned that even if there is only cell wall material without any enclosed lumen 
pathways for the smallest grain size (i.e. the kinetic is for example limited by dif-
fusion and adsorption of water molecules in the cell wall), there must be a reason 
why the larger grain size takes more time at the beginning of the mass increase than 
the smaller one. The difference in the WVS kinetics is much less than expected for 
a diffusion process with a factor of 20 difference in sample thickness (see, e.g., the 
results for the bound water diffusion model in Fig. 6b). This indicates processes like 
the accessibility of binding sites or the total amount of sorption sites per unit cross 
section to be more relevant in this stage. The results are compatible with the early 
experiments of Christensen and Kelsey (1959), where a small difference between 
the sorption kinetics of the 20 μm microtomed slices and the 1 mm cut slice could 

(a) (b)

(c)

Fig. 6  Comparison of the WVS curves for monolayer grained wood with the largest (blue) and smallest 
grain size (orange). Markers indicate the measured values and solid/dashed lines the associated results 
of the simulations for the PEK model (a), the bound water diffusion model (b) and the coupled diffusion 
model (c) (color figure online)
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be seen for the lowest step change in RH, with the difference being much smaller 
than expected for the given sample lengths.

Regarding the modelling approaches, this experimental set-up serves as a possi-
bility to verify the mentioned models in “Existing models” section for small sample 
sizes. The bound water diffusion model and the coupled diffusion model were thus 
solved for both, a homogeneous spherical and a sheet diffusion process. As could 
be seen in Fig. 6a, the PEK model could fit the two data sets very well. Analysing 
the parameters of the fitting result, the characteristic time for the fast process ( �1 ) is 
similar to the 22 mg samples (see Table 3). For the slow process the error of the fit 
results was relatively large and might explain the higher value of �2 for the smaller 
grain size. The results for the bound water diffusion model are shown in Fig. 6b. 
The solid lines indicate the spherical solution and the dashed lines the sheet solution 
with the same parameters. As expected, the spherical solutions show a faster mass 
increase than the corresponding sheet solutions. A split-up between the two types 
of solutions can be seen for both grain sizes, even though it seems to be too large 
compared to the measured values. The time constant � is comparable to the value 
for the slow process found with the PEK model and the surface emission factor � 
was kept constant for the two grain sizes (see Table  3). A variation for the latter 
would lead to an even larger split-up since smaller grains do have a larger surface. 
In contrast, the coupled diffusion model with the sorption term of Frandsen et  al. 
(2007) shows a much slower mass increase of the simulation compared to the meas-
urement (Fig. 6c). There is neither a difference between the sorption kinetics of the 
two grain sizes nor a visible distinction between the spherical and the sheet solution. 
This behaviour origins from the sorption term, which was initially constructed to 
yield similar results for samples with a thickness below roughly 1 mm.

Comparison of multilayer experiments

Comparison of grain size (multilayer)

In order to get a better S/N-ratio of the monolayer experiment and to test the influ-
ence of grain size for multilayer experiments, three different grain sizes with an 
equal sample mass were compared. The results are shown in Fig.  7 for a sample 
mass of 200  mg and a step change in RH of 0 → 5% at T = 25 ◦C . A small dif-
ference can be seen at the beginning of the mass increase (up to 20 min) with the 
larger grains showing a slightly slower increase than the smaller ones. For the 
long-time behaviour, a good congruence between the three grain size distributions 
is given until equilibrium condition is achieved. Similar results were also obtained 
with larger sample masses. Comparing with the monolayer results, it seems as if 
the influence of grain size (or cell wall accessibility) becomes less important for the 
multilayer experiments. Still, the grain layer thickness or the total amount of sorp-
tion sites per unit cross section seems to be of importance as the mass increase at the 
beginning of the multilayer experiments is markedly slower than in the monolayer 
case. The small differences in sheet thickness for the three grain sizes (“Experimen-
tal set-up” section) might thus be used to roughly estimate the differences in the 
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WVS kinetics of grained wood with multiple grain layers. According to the similar-
ity of the kinetic curves, it seems as if the given graining process has no significant 
impact on the WVS behaviour of wood. This includes any irregular graining losses 
among the various grain size distributions as also mechanical damage of the cell 
wall structure.

An adjustment of the PEK model on the multilayer experiments with equal mass 
is shown in Fig. 7a. The congruence between measured data and the fit results is not 
as good as in the case of the monolayer experiments. This might be due to a succes-
sive adsorption process of the grains or because transport of water vapour cannot 
be simplified (or neglected) above a certain sample thickness. Time constants are 
slightly increasing with grain size and are in the same order as in the mm-range 
(see Table 3). In comparison, the results of the bound water diffusion model for a 
1D sheet diffusion process are shown Fig. 7b. A deviation can be seen at the begin-
ning of the mass increase, whereas the long-time behaviour shows a good congru-
ence to the measured values. According to the calculated grain layer thickness, the 
split-up between the smaller two grain sizes is appreciably lesser than for the larg-
est grain size. Analogous to the monolayer experiments, surface emission factor 
was chosen to be identical for the three grain sizes and time constant � is similar 
to the characteristic times for the slow process of the PEK model. Analysing the 
three multilayer samples with the coupled diffusion model yields a generally too 
slow mass increase for the simulations (Fig. 7c). The deviation is less than for the 

(a) (b)

(c)

Fig. 7  Comparison of the WVS curves for multilayer grained wood with three different grain sizes 
and equal mass. Markers indicate the measured values and solid/dashed/dot-dashed lines the associated 
results of the simulations for the PEK model (a), the bound water diffusion model (b) and the coupled 
diffusion model (c)
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monolayer experiments, but still markedly larger compared to the other two model-
ling approaches. As previously mentioned this deviation arises due to a mismatch 
of the sorption term which dominates the initial mass increase particularly for thin 
samples. It seems as if the influence of sample thickness starts to become visible 
above 0.7mm in this model.

Comparison of grain layer thickness

As the grain layer thickness (i.e. sample thickness) of grained wood seems to be 
important for the WVS kinetics, various masses with one grain size distribution 
were compared. Figure  8 shows the sorption kinetics for the smallest grain size 
(20–63 μm) with a variation of sample thickness for a RH-step change of 0 → 5% at 
T = 25 ◦C . An obvious difference between the four masses can be seen at the begin-
ning, where thicker samples show a slower mass increase than thinner ones. Using a 
representation of the measured data over square root of time shows an approximately 
linear part for the mass increase at the beginning (Fig. 8d). This linear behaviour is 
characteristic for a diffusion process and is pointing towards diffusion being relevant 
for the short-time kinetics. However, the split-up seems to decrease with increasing 
grain layer thickness, indicating a deviation from a simple diffusion process. Similar 
results were also reported for cut wood (e.g. Wadsö 1993), where samples with vari-
ous thickness do show a smaller split-up than expected for a diffusive process using 
Fick’s law (Krabbenhoft and Damkilde 2004). In contrast, the long-time behaviour 

(b)(a)

(d)(c)

Fig. 8  Comparison of the WVS curves of grained wood with various grain layer thickness and one grain 
size (20–63  μm). Markers indicate the measured values and solid/dashed/dot-dashed/dotted lines the 
associated results of the simulations for the PEK model (a), the bound water diffusion model (b) and the 
coupled diffusion model (c). Figure (d) shows additionally  the measured values and the PEK simulations 
against 

√

t
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shows only small differences between the four samples, with a steeper slope for an 
increasing sample thickness. This seems likely for the consecutive humidification of 
single grains (or layers), as expected for a diffusive process through the multilayers. 
Hence, the consecutive adsorption of water/H2O-molecules of the grained samples 
initiates a successive starting of relaxation or reorganisation processes. The sum-
mation of all these processes thus leads to a delayed long-time mass increase for 
multilayer samples with a larger grain layer thickness. In a similar manner, the same 
mechanism should also hold for sliced wood with variable thickness. That is, the 
relaxation or reorganisation processes in the cell wall of wood are a local phenome-
non initiated as soon as water vapour/H2O-molecules reach the given position. Such 
concepts of a local treatment of relaxation have already been mentioned in the litera-
ture (e.g. Engelund et al. 2012 and references therein) and requires a local sink as in 
the case of the coupled diffusion model. A global treatment of all these successive 
processes (as in the PEK model) seems thus to be an approximation, which might 
be reasonable merely for samples with a small thickness in longitudinal direction. 
For larger sample geometries, a local treatment of the relaxation and reorganisation 
processes with a corresponding equation for the water vapour supply appears to be 
necessary.

Concerning the modelling approaches, the four multilayer samples with different 
grain layer thicknesses could be captured with the PEK model as seen in Fig. 8a. 
The conformance is within the error bars for the 200 mg sample but decreases with 
increasing sheet thickness (i.e. sample mass). Analysing the fit parameters of the 
model, both time constants show an increasing trend with increasing sample mass 
(Table 3). For the thickest sample, the time constant of the slow process seems to be 
too high, which might be caused by a mismatch of the model. Thus, the use of the 
PEK model seems to be limited for a small grain layer thickness of grained wood. 
With the previous results, it might also be concluded to use this model only for thin 
slices of cut wood, as for thicker samples the diffusion of water vapour through the 
macrostructure of wood has to be taken into account. An independent treatment of 
transport and relaxation seems therefore to be insufficient as both processes should 
depend on each other. Hence, a coupled description should provide the underlying 
framework for the PEK model. This would explain the importance of sample mass 
which has already been mentioned earlier (e.g. Xie et al. 2011). A rejection of the 
first few data points in the PEK fitting process (see e.g. Hill et al. 2010a; Sharratt 
et al. 2011; Popescu et al. 2015; Himmel and Mai 2016) might thus also be avoided. 
Figure 8b shows the results of the bound water diffusion model. A split-up between 
the various layer thickness could be clearly seen, though it is too large compared 
to the measured values. Further, the decreasing differences for multilayer samples 
with a larger grain layer thickness cannot be captured with this model. Parameters 
were approximated to the 200 mg sample and are identical to the previous experi-
ment (see Table 3). In contrast, the results of the coupled diffusion model are given 
in Fig. 8c. A split-up among the multilayer samples with different grain layer thick-
ness can now be observed, but with an increasing tendency for thicker samples. 
This increasing split-up is a consequence of the sorption term, which becomes less 
important above a certain sample thickness. The thinnest sample could not be cap-
tured as the sorption term serves as a lower limit for the mass increase in this model. 
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Some criticism on the sorption term has also been mentioned in the literature (Eitel-
berger and Svensson 2012) and thus a modification of it might be fruitful.

Conclusion

The comparison of cut and grained wood showed a similar WVS behaviour in the 
mm and μm-range, proving there are no principal differences in their sorption kinet-
ics. For the cut and grained samples, it could be seen that thicker samples were 
appreciably slower in their short-time kinetics (i.e. mass increase at the beginning) 
than thinner ones, indicating a transport limited initial phase. In the same manner, 
monolayer experiments of grained wood exhibit a faster mass increase for smaller 
grains. Thus, transport effects are significant even for very small sample sizes. For 
multilayer experiments with equal sample mass, the influence of grain size seems 
to be less pronounced. A variation of grain layer thickness with equal grain size 
caused, however, a marked split-up in the short-time kinetics. Additionally, thinner 
samples showed a slightly faster equilibration in the long-time range than the thicker 
ones, which seems obvious for a successive adsorption of water vapour/H2O-mol-
ecules followed by a relaxation and reorganisation process. This trend holds even 
down to the smallest tested sample thickness (20–63 μm) and is pointing towards a 
connection between the two stages. The WVS kinetics at low RH seems thus to be 
limited by a diffusion-like process at the beginning of the sorption kinetics and by 
a relaxation and reorganisation limited process for the long-time behaviour. Conse-
quently, the second stage might be used to get insights into structural changes and 
rearrangements of water molecules, whereas the first stage seems to provide infor-
mation about the penetration and support of water vapour/H2O-molecules to the 
sorption sites. Regarding the modelling approaches and their application to grained 
wood, a few general statements could be drawn:

PEK model: This study confirms the fast process of the PEK model being related 
to a transport limited process in the lower range of RH. The measurements indi-
cate diffusion of water vapour/H2O-molecules to the sorption sites being a possi-
ble candidate. Considering the long-time behaviour, the slow process in the PEK 
model was supported to be related to a relaxation and reorganisation limited process. 
Consequently, the independent treatment of both processes seems to be an approxi-
mation for small samples. A proper treatment of the transport processes and/or a 
coupled description appears to be advantageous and might avoid the exclusion of the 
first measurement points until target RH is reached.

Bound water diffusion model: The bound water diffusion model showed a too 
large split-up for the grain sizes (monolayer) and for the various grain layer thick-
nesses (multilayer). This seems to result as a consequence of both, treating the relax-
ation processes as a global phenomenon at the boundary and neglecting the water 
vapour transport inside and to the sample. Hence, a local treatment might provide 
better results when comparing similar samples with a variable thickness. For the 
long-time behaviour, this model leads to similar results as the PEK model, as both 
approaches use the same expression to treat relaxation and reorganisation processes.
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Coupled diffusion model: This model serves as the most comprehensive approach 
of the tested models as it accounts for the transport through the macrostructure, 
inside the cell wall and includes also the sorption process. Still, with the given sorp-
tion term and its parameters it led to the largest deviations to the experiments and 
the split-up for a variation of grain layer thickness could not be captured properly. 
A modification of this term might thus be worthwhile to treat the mass increase for 
samples with a thickness below 1mm.
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