
        
    
        
            
            
                
            

            
        
    

        
    
        
            
            
                
            

            
        
    


        
    




        

        
    Skip to main content

    

    
    
        
            
                
                    
                        [image: SpringerLink]
                    
                
            
        


        
            
                
    
        Log in
    


            
        
    


    
        
            
                
                    
                        
                            
                        Menu
                    
                


                
                    
                        
                            Find a journal
                        
                    
                        
                            Publish with us
                        
                    
                        
                            Track your research
                        
                    
                


                
                    
                        
                            
                                
                                    
                                Search
                            
                        

                    
                    
                        
 
  
   
  Cart
 


                    
                

            

        
    




    
        
    
        
            
                
                    
    
        
            	
                        Home




	
                        Microsystem Technologies

	
                        Article

Manufacture of a micro-sized piezoelectric ceramic structure using a sacrificial polymer mold insert


                    	Technical Paper
	
                            Published: 28 June 2012
                        


                    	
                            Volume 19, pages 343–349, (2013)
                        
	
                            Cite this article
                        



                    
                        
                        
                    

                
                
                    
                        
                            
                            
                                
                                [image: ]
                            
                            Microsystem Technologies
                        
                        
                            
                                Aims and scope
                                
                            
                        
                        
                            
                                Submit manuscript
                                
                            
                        
                    
                

            
        
    


        
            
                

                

                
                    
                        	Jong Hyun Kim1,3, 
	Si-Young Choi2, 
	Jae-Ho Jeon2, 
	Geunbae Lim1 & 
	…
	Suk Sang Chang3 

Show authors
                        
    

                        
                            	
            
                
            609 Accesses

        
	
            
                
            16 Citations

        
	
            Explore all metrics 
                
            

        


                        

                        
    
    

    
    


                        
                    
                


                
                    Abstract
There have been technical limitations to manufacture microstructures due to difficulty of demolding during replication process of high aspect ratio microstructure in mass production technologies. In the present study, the fabrication of a novel sacrificial micro mold insert and powder injection molding process using such a micro mold insert is proposed and developed. It utilizes a synchrotron radiation to fabricate the shape of polymer based sacrificial mold inserts and then these mold inserts were exposed at X-ray once more to adjust its solubility. This second X-ray exposure facilitates dissolving of mold inserts instead of demolding process which have difficulties like pattern collapses or defects in case of precise replication process. In this manner, severe problems of demolding process in conventional mass production technologies can be efficiently overcome. To verify the usefulness of the proposed technique, polymer based micro mold inserts with several tens of micrometer sized structure for piezoelectric sensor applications were fabricated using X-ray micromachining process radiated synchrotron. The solubility of mold inserts were optimized by the second X-ray exposure without an X-ray mask and then subsequent powder injection molding process was utilized with a piezoelectric based material. Finally, piezoelectric ceramics with micrometer-scale and high aspect ratio of 5 were successfully fabricated, verifying that the present sacrificial mold system is useful for the precise replication process such as the fabrication of microstructure with high aspect ratio or complicated structure.
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