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The use of the pulse plasma sintering technique for CoSb3 thermoelectric
material consolidation is reported in this work. The influence of sintering
temperature on the microstructure and material properties such as the See-
beck coefficient, electrical resistivity, and thermal conductivity has been
investigated. It is shown that, for samples fabricated at 923 K and 973 K,
there were no significant differences in the average grain size or final phase
composition. In both cases, a fine-grained polycrystalline structure of the
compacts with density nearly equal to the theoretical value was achieved.
Both samples were composed almost uniquely of CoSb3 phase. The measured
thermoelectric parameters such as the Seebeck coefficient, electrical, and
thermal conductivity showed similar dependence on temperature. For both
samples, the Seebeck coefficient was negative at room temperature and
showed a transition from n- to p-type conduction over the temperature range
of 400 K to 460 K. The measured minimum thermal conductivity values,
4 W m�1 K�1 to 5 W m�1 K�1 at 723 K, are typical for undoped bulk CoSb3. A
maximum ZT value of 0.08 at 623 K was obtained for the sample consolidated
at 923 K for 5 min. The results of this work are very promising from the point
of view of use of pulse plasma sintering as an alternative method for fabri-
cation of a broad range of thermoelectric materials in the future.
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INTRODUCTION

Providing sustainable energy to the world’s pop-
ulation is a major societal, technical, and scientific
challenge of the 21st century, as fossil-fuel supplies
decrease while world energy demands increase.
Thermoelectric (TE) materials have potential appli-
cations in power generation devices that convert
waste heat into electric current through the Seebeck

effect, thus providing an alternative energy tech-
nology to reduce dependence on traditional, fossil
fuels. The thermoelectric effect can also be used in
solid-state Peltier coolers, which do not use envi-
ronmentally harmful fluids. Thermoelectric devices
also have the advantage of having no moving parts,
making them silent, durable, and reliable.

The conversion efficiency of TE materials is deter-
mined by a dimensionless figure of merit defined as
ZT = rS2T/k, where r is the electrical conductivity, S
is the Seebeck coefficient, T is the absolute tempera-
ture, and k is the thermal conductivity. In general,
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there are two ways to improve ZT and hence the
conversion efficiency of a TE material. The first
method is to increase the numerator, which is defined
as the power factor (rS2). The second is based on
reduction of the thermal conductivity. However,
obtaining high-ZT materials is a demanding chal-
lenge, because k, S, and r are interdependent. The
thermal conductivity can be described as a sum of
electric (ke) and lattice (kl) components. ke and r are
directly related through the Wiedemann–Franz law,
ke = L0rT, whereL0 is the Lorenz number. Therefore,
the denominator should be minimized by an inde-
pendent reduction of the lattice thermal conductivity
kl, which is not determined by the electronic structure
of the TE material.

One of the most promising material groups for
mid-temperature applications is the skutterudites.
These are compounds with general formula MX3,
where M is a metal such as Co, Rh, or Ir, and X is a
pnictogen, such as P, Sb, or As.1 Skutterudites
crystallize with the structure of cobalt arsenide in
regular space group Im-3. Their special features are
the so-called cages in the crystal structure in which
other atoms may be placed, thereby forming filled
skutterudites. In recent years it has been shown
that filling the cages with guest atoms provides an
effective mechanism for reducing kl and also im-
proves the power factor by modifying the electronic
properties of the material.2–4 Recent studies con-
cerning indium filler have proven that In-filled
CoSb3 offers a unique combination of low kl together
with high r and large S.5 Zhao et al. attributed this
to the multilocalization transport behavior in the
material, which is related to effective phonon scat-
tering by In rattlers, accelerated electron movement
due to charge transfer between Sb and In, and in-
crease in the density of states near the Fermi level
caused by enhanced hybridization of p–d orbitals
between Co and Sb.

Currently, several methods are used to fabricate
bulk CoSb3. Typically, the process includes two
stages: preparation of the alloy powder and its
subsequent consolidation. The first stage may be
achieved by methods such as solid-state reaction,6,7

chemical alloying,8,9 and mechanical alloying,10 or
by a solvothermal method.11 In most cases, the
second stage is achieved by a powder metallurgy
technique such as hot pressing6,9 or spark plasma
sintering (SPS).12–14 Recently, utilization of self-
propagating high-temperature synthesis (SHS) as a
very fast and effective method for skutterudite
synthesis has been presented.15 Those authors re-
ported that CoSb2.85Te0.15 obtained by SHS with
subsequent SPS exhibited a ZT value of 0.98 at
820 K, which is one of the highest ZT values pre-
sented in literature for unfilled CoSb3-based ther-
moelectric material. Moreover, this fabrication
route (SHS-SPS) has also proven effective for syn-
thesis of other thermoelectric materials such as
Bi2Te3, Mg2Si, and Cu2Se.16

In the present work, the use of the pulse plasma
sintering (PPS) technique for consolidation of ther-
moelectric materials is reported. This method is a
type of pulsed current method used in powder
metallurgy, of which the most prominent represen-
tative is SPS. Both methods, i.e., PPS and SPS, use
electric current as a direct source of heat, generated
in the graphite punches, die, and sintered powder
by the Joule effect. Despite the ongoing debate
regarding whether plasma is induced during SPS
consolidation,17 both methods offer certain advan-
tages over conventional sintering techniques (e.g.,
hot pressing), including:18 (a) faster heating rate, (b)
shorter annealing time, and (c) enhanced diffusion
in the electric field. A comparison of the basic
parameters of PPS and SPS is presented in Table I.
PPS, schematically presented in Fig. 1a, is a very
versatile method and has been successfully used in
many applications including fabrication of metal-
matrix19,20 and ceramic-matrix21 composites, weld-
ing of simple-22 and complex-shaped element
geometries,23 as well as conducting ultrafast
unconventional annealing of nanometals obtained
by severe plastic deformation techniques.24 In this
work, a powder of the initial CoSb3 alloy was pre-
pared using a classic two-step process consisting of
melting and long-term annealing, which is often
used to synthesize homogeneously doped skutteru-
dites (see, e.g., Ref. 25), for future use by the au-
thors for synthesis of filled/doped CoSb3-based
thermoelectric materials. In this study, different
sintering parameter values were used to determine
the possible influence on the microstructure, phase
composition, and thermoelectric properties of bulk
CoSb3 skutterudite material. The aim of this study
is to compare the microstructure and thermoelectric
properties of bulk CoSb3 materials prepared via a
combination of the classic two-step melting–an-
nealing process and the PPS method.

EXPERIMENTAL PROCEDURES

Polycrystalline samples of CoSb3 were prepared
from metals of high purity. First, Co powder
(99.98%, average particle size 2 lm) and Sb pieces
(99.999%) were weighed according to stoichiometry
with 2 at.% excess Sb, and loaded into a graphite-
coated quartz ampoule. Then, the ampoule was
sealed under vacuum (£5 9 10�1 Pa) and placed in
a rocking furnace for heat treatment. The sample
was heated to 1173 K at 20 K/min and maintained
at that temperature for 1 h, after which the power
was switched off and the sample cooled down to
room temperature in the furnace. Subsequently, the
resulting material was ground using a hand mortar
and again loaded into the quartz ampoule and
sealed under vacuum. The second step of heat
treatment was conducted at 923 K for 168 h. After
this annealing, the resulting alloy was ground using
a hand mortar and finally sintered in vacuum
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(£10�3 Pa) under 60 MPa at 923 K to 973 K for
5 min using a pulse plasma sintering apparatus.

The density q of the samples with diameter and
height of 10 mm was measured using the Archi-
medes method. Phase analysis was performed by x-
ray diffraction (XRD, Bruker, D8 Advance, Cu Ka).
Powder morphology, fracture surfaces, microstruc-
ture, and chemical composition of the sintered
samples were evaluated using scanning electron
microscopy (SEM, Hitachi, SU-70) and energy-dis-
persive spectroscopy (EDS). The Seebeck coefficient,
S, as well as the electrical conductivity, r, were
measured using the standard four-probe method in
vacuum. The thermal diffusivity, a, was measured
by the laser flash method (LFA, Netzsch, 457 Mi-
croFlash) using samples with diameter of 10 mm
and height of 1 mm. The thermal conductivity, k,
was calculated according to the formula k = aÆCpÆq,
where Cp is the theoretical heat capacity.28 All
measurements were performed over the tempera-
ture range of 323 K to 723 K.

RESULTS AND DISCUSSION

Figure 2 shows the XRD patterns of the CoSb3

alloys after the first and second stage of heat
treatment. The first heat treatment, conducted at
1173 K for 1 h followed by slow cooling, resulted in
strong Bragg reflections of the CoSb3 phase. How-

ever, some amount of unreacted Sb as well as CoSb2

phase was detected. After the second step, con-
ducted at 923 K for 168 h, apart from the CoSb3

phase, a small amount of Sb remained in the alloy.
The possible presence of a trace amount of Sb2O4

phase was also noted. The morphology of the ground
skutterudite alloy after the first and second heat
treatment is presented in Fig. 3a and b, respec-
tively. Etching with concentrated nitric acid re-
vealed that the final powder alloy was characterized
by a grain size of 6 ± 3 lm. Its chemical composi-
tion obtained by EDS corresponds to a Co-to-Sb ra-
tio of 1:3.07 ± 0.03, which is close to the initial
stoichiometry. Subsequently, this powder was used
for fabrication of bulk CoSb3 samples.

Table II presents the PPS parameters used for
consolidation of the bulk specimens. The sintering
conditions were the same for both materials, except
for the sintering temperature, which was higher for
sample #2. The densities, which were approxi-
mately equal, indicated that almost full densifica-
tion was achieved (the theoretical density of CoSb3

being 7.621 g cm�329). This clearly demonstrates
the advantage of PPS over conventional sintering
techniques such as hot pressing, where full densi-
fication of CoSb3 may be achieved only for higher
temperatures and/or much longer annealing
times.30–32 The chemical composition was similar
but not the same for the two samples. Sample #1,

Table I. Comparison of basic parameters of PPS and SPS26,27

Parameter

Technique

PPS SPS (pulsed DC power supply)

Pulse voltage Up to 10,000 V Usually up to 12 V
Pulse current Up to 100 kA Usually up to 10 kA
Pulse frequency Up to 4 Hz From Hz to kHz (depending on pulse pattern)
Pulse duration 150 ms to 250 ms (depending on the

resistivity of the graphite die with powder)
From a few to tens of ms (depending

on pulse pattern)

Fig. 1. (a) Schematic representation of the PPS technique; (b) pulsed electric current flow through a graphite die and powder particles during the
initial step of the PPS process.
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which was fabricated at 923 K, had a Co-to-Sb ratio
of 1:3.06 ± 0.02. The sample sintered at 973 K
contained less Sb (1:3.04 ± 0.03). Accordingly, it
may be stated that no evaporation of antimony was
observed at 923 K but slight evaporation possibly
occurred at 973 K.

Figure 4 presents the microstructure of the con-
solidated samples. Concentrated nitric acid was

used for etching (Fig. 4a and c). It can be concluded
that the PPS process conducted at 923 K and 973 K
has a negligible effect on the sintered grain size (see
Table II). Other studies (see, e.g., Refs. 32 and 33)
showed that a grain size of 5 lm to 10 lm is stable
at about 900 K even during annealing for a long
time, and grain growth may be expected only during
annealing at temperatures >1000 K. The fracture

Fig. 2. XRD patterns of CoSb3 alloy after first and second heat treatment.

Fig. 3. SEM images of ground CoSb3 alloy after first (a) and second (b) heat treatment.

Table II. PPS parameters and properties of fabricated CoSb3 samples

Specimen

PPS conditions

Density (g cm23) Grain Size (lm)Pressure (MPa) Temperature (K) Time (min)

#1 60 923 5 7.60 7 ± 6
#2 60 973 5 7.61 8 ± 6
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surfaces of the two fabricated materials are pre-
sented in Fig. 4b and d.

Figure 5 shows the XRD patterns of the sintered
CoSb3 samples. The patterns are very similar to

each other and correspond very well with the
diffraction pattern obtained for the powder after the
second step of the heat treatment process. The rel-
atively short sintering time (5 min) has little effect

Fig. 4. SEM images of microstructure and fracture surface of CoSb3 samples fabricated at 923 K (a, b) and 973 K (c, d).

Fig. 5. XRD patterns of CoSb3 samples consolidated at different temperatures.
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on the final phase compositions, which are domi-
nated by CoSb3.

Figure 6 presents the dependence of the Seebeck
coefficient on temperature. At room temperature,
both samples have negative Seebeck coefficient,
indicating that electrons are the major charge car-
riers. However, with increasing temperature, the
conduction changed from n- to p-type. This change
occurs for sample #1 at around 400 K and for sam-
ple #2 at 460 K. This phenomenon is well known for
the CoSb3 skutterudite phase and was reported in
previous studies, e.g., Refs. 12, 29, 34, and 35. The
difference in the conduction-type transition tem-
perature may be attributed to the different amount
of excess Sb present in the samples. In Ref. 12 it was
reported that this transition temperature shifted to
lower values when the excess Sb in the samples
increased from 0 at.% to 4 at.%, being about 550 K
and 480 K, respectively. A larger surplus of Sb
(6 at.% to 8 at.%) caused p-type conduction over the
entire measurement temperature range. Comparing
these results with those obtained in the present
study, it can be noted that the transition tempera-
ture for both samples with 2 at.% excess Sb should
occur at a higher temperature. A possible cause of
this discrepancy may be attributed to the different
fabrication route and its consequences. In Ref. 12 all
samples were fabricated via mechanical alloying
with subsequent SPS. High-energy ball milling
conducted in a steel jar for 15 h may be responsible
for introduction of iron impurities into the CoSb3

alloy. As shown in Ref. 36, even a very small amount
(0.1 at.%) of Fe may significantly change the tem-
perature dependence of the Seebeck coefficient of
CoSb3. This effect, together with the reported
volatilization of Sb,12 may explain the higher con-
duction-type transition temperatures.

Figure 7 shows the temperature dependence of
the electrical conductivity of the fabricated samples,
being typical for semiconducting materials. At room
temperature, both samples have virtually the same

electrical conductivity, which increases with
increasing temperature. A larger increase in elec-
trical conductivity is observed for the sample fabri-
cated at lower temperature.

The calculated power factor (PF), presented in
Fig. 8, shows two characteristic peaks, at low and
high temperature. Such behavior is possible when
the Seebeck coefficient changes sign. In this case,
the smallest value of the power factor denotes the
temperature at which the absolute value of the
Seebeck coefficient reaches its minimum.

Figure 9 presents the temperature dependence of
the thermal conductivity of the fabricated samples.
The total thermal conductivity is the sum of the
lattice contribution, kl, and the electronic compo-
nent, ke. The latter parameter may be calculated
using the Wiedemann–Franz law ke = L0rT, where
L0 is the Lorenz number (2.45 9 10�8 W X K�2).
After subtraction of the calculated ke from the

Fig. 6. Temperature dependence of Seebeck coefficient for CoSb3
samples consolidated at different temperatures. Fig. 7. Temperature dependence of electrical conductivity for CoSb3

samples consolidated at different temperatures.

Fig. 8. Temperature dependence of calculated PF for CoSb3 sam-
ples consolidated at different temperatures.
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measured k, the temperature dependence of the
lattice contribution to the thermal conductivity may
be plotted (dashed lines in Fig. 9). One can see that,
for the fabricated polycrystalline CoSb3 samples,
the overall thermal conductivity is dominated by the
lattice contribution, as is typical for undoped or
lightly doped semiconductors.29,37 The decrease in
thermal conductivity with temperature is related to
intensification of phonon scattering due to the
Umklapp process, which is the dominant phonon
scattering mechanism at high temperatures (T ‡ hD,
where hD is the Debye temperature of 307 K29 for
CoSb3).

Figure 10 shows the variation of the dimension-
less figure of merit, ZT, with temperature, which
corresponds very well with the PF shown in Fig. 8.
The sample fabricated at 923 K has a maximum ZT
of 0.08 at 623 K, while the sample fabricated at
973 K has a maximum ZT of 0.07 at 623 K to 673 K.

Current state-of-the-art CoSb3-based skutterudite
materials are characterized by ZT> 1, obtained by
simultaneous modification of the chemical compo-
sition and microstructure.38–40 The values of
ZT< 0.1 presented in this work are similar to the
results for pure CoSb3 materials reported in litera-
ture.12,41,42 Therefore, it can be concluded that the
applied manufacturing process allowed production
of high-quality, pure, undoped base material for use
in further studies.

CONCLUSIONS

Bulk undoped CoSb3 thermoelectric materials
were successfully fabricated via a combination of
the classic two-step melting–annealing process and
the pulse plasma sintering method. Different sin-
tering temperatures (923 K and 973 K) were used to
evaluate the possible influence of the process
parameters on the final microstructure, phase
composition, and thermoelectric properties. Despite
the difference in the sintering temperature, the
materials possessed similar average grain size
(7 lm to 8 lm) and phase composition. A small
amount of Sb and a trace amount of Sb2O4 phase
were detected after the final consolidation. For both
samples, the Seebeck coefficient was negative at
room temperature and showed a transition from n-
to p-type conduction over the 400 K to 460 K tem-
perature range. The difference between the transi-
tion temperatures was attributed to the different
amount of excess Sb in the CoSb3 alloy. It was
shown that Sb volatilization might be minimized if
the PPS process is conducted below 923 K for 5 min.
The measured minimum thermal conductivity val-
ues (4 W m�1 K�1 to 5 W m�1 K�1 at 723 K) are
typical for undoped bulk CoSb3. A maximum ZT
value of 0.08 at 623 K was obtained for the sample
consolidated at 923 K for 5 min. The results of this
work pave the way for use of pulse plasma sintering
as an alternative method for fabrication of a broad
range of thermoelectric materials in future studies.
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and A. Michalski, Ceram. Trans. 243, 181 (2014).
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