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Abstract Compaction correction is a key part of paleo-

geomorphic recovery methods. Yet, the influence of

lithology on the porosity evolution is not usually taken into

account. Present methods merely classify the lithologies as

sandstone and mudstone to undertake separate porosity-

depth compaction modeling. However, using just two

lithologies is an oversimplification that cannot represent

the compaction history. In such schemes, the precision of

the compaction recovery is inadequate. To improve the

precision of compaction recovery, a depth compaction

model has been proposed that involves both porosity and

clay content. A clastic lithological compaction unit clas-

sification method, based on clay content, has been designed

to identify lithological boundaries and establish sets of

compaction units. Also, on the basis of the clastic com-

paction unit classification, two methods of compaction

recovery that integrate well and seismic data are employed

to extrapolate well-based compaction information outward

along seismic lines and recover the paleo-topography of the

clastic strata in the region. The examples presented here

show that a better understanding of paleo-geomorphology

can be gained by applying the proposed compaction

recovery technology.

Keywords Compaction recovery � Porosity-clay content-

depth compaction model � Classification of lithological

compaction unit � Well and seismic data integrated

compaction recovery technology

1 Introduction

Paleo-geomorphology controls not only the spatial distri-

bution of a depositional system, but also to some extent

determines the source, reservoir, and seal units. The effect

of mechanical compaction is one of several factors influ-

encing hydrocarbon formation and evolution, with other

factors including erosion effects, tectonic activity, diage-

nesis, and abnormal pressure. As the compaction process is

extremely complex, it has garnered wide interest. A con-

siderable number of compaction correction models have

been established. Athy (1930) proposed an empirical

exponential model of porosity and depth based on the

condition of normal pressure, which served as an extensive

reference for numerous basins around the world. Falvey

and Middleton (1981) held that the evolution of porosity

cannot be characterized by a classical exponential model at

shallow depths. As a result, they proposed a compaction

function based on the relationship between porosity and

upper-layer load. In deep strata, porosity does not neces-

sarily change as depth increases. Taking this phenomenon

into account, Athy’s exponential model was improved (Li

and Kong 2001). Li et al. (2000) proposed a compaction

correction method based on the principle that the grain

volume and mass of formation should remain constant,

which has resulted in deep debate among Chinese inves-

tigators (e.g., Qi and Yang 2001; Li 2001). Schon (2004)

proposed a logarithmic function of compaction between

porosity and depth.
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The influence of lithology on porosity rarely has been

considered in previous compaction correction studies.

Actually, the compaction characteristics of clastic rocks are

considerably different as the lithology changes. Conse-

quently, among the present studies, dividing the clastic

sedimentary units into just two lithologies, mudstone and

sandstone, is too much of a simplification. Such a method

is not able to represent and generalize the compaction

history of mixed grain-size lithologies such as muddy

siltstone and silty mudstone, in addition to pure mudstone

and pure sandstone. A clastic compaction study consider-

ing only the influence of lithology toward the porosity was

undertaken by Ramm and Bjørlykke (1994), who found

that according to the statistical relationship between min-

eral content and porosity, porosity had a higher correlation

with the clay-content index. Subsequently, a compaction

model involving porosity, depth, and clay-content index

has been developed.

Based on former research, a depth compaction model

has been proposed that takes porosity and clay content into

account to be reliably assessed in terms of rock-physics

theory and laboratory experiments. To improve the preci-

sion of compaction correction studies, a clastic lithological

compaction unit classification method based on clay con-

tent has been designed to identify lithological strata and

establish compaction units (Fig. 1). Also, to assess the

method for industrial applications, two integrated methods

are proposed that use both well and seismic data to evaluate

3-D compaction characteristics in clastic strata.

2 Theoretical basis of clastic compaction unit
classification based on clay content

Usually, qualitative methods are used to classify clastic

compaction units. This is done in terms of well log inter-

pretations that classify lithologies into categories such as

pure sandstone, pure mudstone, muddy siltstone, and silty

mudstone. In this way, porosity-depth evolution curves can

be obtained for various lithologies. However, this method

is time-consuming, which makes its wide implementation

difficult in industrial practice. In light of this, an automatic

optimization classification method based on clay content is

proposed to identify various lithological compaction units.

The feasibility of the method and its validation are dis-

cussed in this paper in terms of rock-physics theory and

rock-physics laboratory tests.

2.1 Ideal binary clastic mixture model

The ideal binary clastic mixture model characterizes the

inherent correlation, as well as the quantitative functional

relationship, between clay content and porosity (Thomas

and Stieber 1975, 1977); explicit studies have also been

Φ1(z)=Φ01e
-c1z

Clastic layer

Φ2(z)=Φ02e
-c2z

Φ4(z)=Φ04e
-c4z

Lithology 1

Lithology 2

Lithology 3

Φ3(z)=Φ03e
-c3z

Lithology 4

Fig. 1 Schematic map of clastic lithological compaction unit classification
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conducted by several others (e.g., Pedersen and Norda

1999; Mavko 2009; Dvorkin et al. 2014).

Figure 2 shows an ideal binary mixture model. /ss is the

critical porosity of pure sandstone, /sh is the critical

porosity of pure shale, and C is clay content. When the clay

particles fill the pore space between grains in a sandstone,

some simple equations can be obtained.

Specifically, for 0�C�/ss, / ¼ /ss � ð1� /shÞC, and
for /ss �C� 1, / ¼ /shC.

When clay particles serve as part of the framework in

sandstone, / ¼ /ss þ /shC.

This rock-physics model assumes that the sand is clean

and homogeneous with a constant porosity and that any

change in porosity owing to cementation or sorting is

ignored. Practically, even though the formation and evo-

lution of porosity are extremely complex, the ideal binary

mixture model is able to simply describe the relationship

between porosity and clay content for different clastic

lithologies.

2.2 Rock-physics laboratory relationship

between clastic porosity and clay content

Yin’s rock-physics experiments presented a qualitative

relationship between porosity and clay content under dif-

ferent pressures (Yin 1992). Figure 3a shows that with dif-

ferent pressures (i.e., different depths), the relationship

between porosity and clay content presents a V-shape with

an obvious inflection point. This is similar to the ideal binary

mixture model. Also, as pressure (depth) increases, the

V-shape exhibited by the porosity and clay content is pre-

served. The experiment shows that although porosity

changes, due to mechanical compaction as d epth increa-

ses, the porosity and clay content still maintain a regular

relationship. The experiment also shows that the higher the

clay content is, the more distinct will be the change in

porosity as pressure increases; additionally, the mechanical

compaction effect will be more intense. This conforms to the

practical compaction characterization of clastic rocks.

Porosity data for specific clay contents under different

pressures (Fig. 3a) are selected to map the cross-plot

between pressure and porosity. Figure 3b shows the evo-

lution of porosity versus pressure for pure sandstone, pure

mudstone, and a mixed lithology with 50% clay content. In

this way, the rock-physics experiments illustrate that

lithologically independent compaction histories can be

identified based on clay content.

As a whole, clay content does not change and has no

trend in depth. Based on clay content, it is possible to link

compaction relationships for the same lithology at different

depths. Also, in terms of not only intrinsic features but also

dynamic evolution, the porosity and clay content of clastic

rocks have an inherent connection between each other.

Consequently, it is valid and feasible to classify clastic

compaction units based on clay content.

3 Classification method for clastic compaction
units based on clay content

3.1 Calculation of initial porosity

The initial porosity is defined as the porosity of sediments

at the earth’s surface directly after deposition. In the

exponential function model of porosity and depth, the

initial porosity has a significant influence on the com-

paction recovery. When initial porosity changes by 10%,

the resulting estimated thickness after compaction recovery

may differ by more than 10% (Yang and Qi 2003). The

formation of initial porosity is extraordinarily complex, and

it varies according to depositional background. The initial

porosity is affected not only by grain size, sorting,

sphericity, roundness, and filling of sediment, but it also

involves grain assemblage and consolidation (He et al.

2002).

The initial porosity can be obtained through direct

experimental measurements (Atkins and McBride 1992;

Beard and Weyl 1973; Pryor 1973) or numerical simula-

tions (Zaimy and Rasaei 2013; Fawad et al. 2011; Alberts

and Weltje 2001; Harbaugh et al. 1999; Syvitski and Bahr

2001); however, this is a time-consuming process. In

industrial practice, He et al. (2002) proposed a method in

which the initial porosity is assigned to fall within a rea-

sonable range of values. Then, on the basis of an assigned

porosity within the range, residuals of fitted porosities and

original porosities are calculated. An initial porosity is

subsequently selected from the range as the one with the

smallest residual. Yang and Qi (2003) proposed a method
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Pure shale
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Φsh
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Fig. 2 Ideal binary mixture model (revised according to references of

Mavko 2009; Dvorkin et al. 2014)
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for directly assigning the initial porosity by either analyz-

ing the grain-size and sedimentary characteristics, or by

direct measurements in the laboratory.

Being influenced by the complications of porosity evo-

lution and the reliability of porosity data, the initial

porosity fitted by the practical porosity (the porosity value

of practical data) always exceeds the critical porosity (it is

defined as a porosity that separates mechanical and

acoustic behaviors into two distinct domains) of pure shale

or sand. Therefore, it is necessary to constrain the initial

fitted porosity. Based on a choice of appropriate porosity

data, this paper proposes a method for obtaining the initial

porosity constrained by the ideal binary clastic mixture

model.

First, primary porosity data ought to be selected as

reasonably as possible by excluding porosity influenced by

tectonic activity, diagenesis effects, and abnormal pres-

sures. Also, because it is calculated by an ideal binary

mixture model, the theoretical initial porosity can constrain

the fitted initial porosity. For example, when clay particles

fill the pore space in a sandstone, the theoretical porosity

can be calculated. Specifically, for 0�C�/ss,

/ ¼ /ss � ð1� /shÞC, whereas for /ss �C� 1, / ¼ /shC.

The fitted porosity may be regarded as unreasonable when

it exceeds or is less than an appropriate value (e.g., 20%) of

the theoretical porosity of the ideal binary mixture model.

As a result, the theoretical porosity that regard the fitted

data can be considered as the initial porosity. Besides,

when the fitted initial porosity is within an appropriate

range, the fitted initial porosity ought to be used.

3.2 Methods

Based on clay content, a method for identifying lithological

compaction units was designed to integrate the proposed

method above for calculating initial porosity (see flow

chart in Fig. 4). The specific procedures followed are

outlined below.

Step 1 Data permutation

The data (depth, clay content, porosity) are permuted

into units (X(1), X(2), X(3), X(4), ….) according to the

clay content from minimum to maximum with a selected

window length (e.g., 5%–15%, 15%–25%, 25%–35%,

35%–45%, 45%–55%, … with a window length of 5%).

Step 2 Data combination

Combine the data units into groups [e.g., X(1), (X(1),

X(2)), (X(1), X(2), X(3)), (X(1), X(2), X(3), X(4))] (i.e.,

5%–15%, 5%–25%, 5%–35%, 5%–45%, 5%–55%, …).
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Fig. 3 Rock-physics experiment result maps for the relationship between clay content and porosity (Fig. 3a: relationship map for clay content

and porosity under different pressures; Fig. 3b: relationship map for clay content and pressure with different lithologies, Yin 1992)

688 Pet. Sci. (2016) 13:685–697

123



Step 3 Calculation

Fit the original data from different groups according to the

exponential model of porosity and depth (/(z) = /0e
-cz) to

obtain the initial porosity (/0) and compaction coefficient (c)

for each group. Also, the average residual (Rm) of each group

ought to be returned. Rm is the average residual between

practical porosity data and fitted porosity data.

Rm ¼
Xn

i¼1

ðurealðiÞ � ufittingðiÞÞ
2=n ð1Þ

In the equation, urealðiÞ;ufittingðiÞ are practical porosity

and fitted porosity with an index of i. n is the total number

of porosity data.

Step 4 Data discrimination

Discriminate the separation group with the minimum

average residual among all the groups. Return to Step 2 and

calculate the remaining data after the separation group.

For example, if group [X(1), X(2), X(3)] has the mini-

mum average residual, then calculate from X(4) based on

step 2, i.e., (X(4)), (X(4), X(5)), (X(4), X(5), X(6)), (X(4),

X(5), X(6), X(7)), ….

Step 5 Calculate to the last group unit

The proposed method regards the size of the average

residual as a criterion to judge the precision of the

compaction correction for the study. To some extent, the

minimum average residual corresponds to the highest

precision of the compaction recovery result that we can

obtain. Also, the size of the average residual is a criterion

that can classify clastic lithological compaction units based

on clay content. The method followed in step 4 shows that

the separation group, along with the minimum average

residual, can be considered as a compaction unit. On the

whole, the average residual derived by applying the clastic

lithological compaction unit classification technology is

less than or equal to that obtained when no clastic litho-

logical compaction units are classified. This means that the

precision of the compaction correction based on the pro-

posed methods can be considerably improved.

3.3 Case study

Programming for the proposed method of clastic com-

paction unit classification based on clay content has been

conducted successfully. A large amount of well log data,

including neutron porosity and clay-content measurements

from the Qikou Sag, was employed to test the feasibility of

the proposed method. The well log data were derived from

the clastic layers of the Minghuazhen, Guantao, Dongying,

and Shahejie Formations. To illustrate the success of this

process, consider a typical well. First, porosity data needed

to be selected. Abnormal porosity data or porosities that

obviously deviate from the normal trend, probably within

the abnormal pressure section, were excluded. Then, the

selected data containing porosity, clay content, and depth

were assessed by the program.

Figure 5 and Table 1 show the results. The blue points

are input porosity data with various clay contents, whereas

the red points are fitted porosity data. Before applying the

proposed method, the average residual between the original

porosity and fitted porosity was about 47.3. The automatic

compaction unit classification method divided the litholo-

gies into three categories. The average residual of each

category is less than 47.3. The practical application illus-

trates the feasibility of the proposed method and the need to

lithologically classify the various compaction units.

4 Integrated well- and seismic-data compaction
recovery method

To propagate well-based compaction information into the

data assessment, two compaction recovery methods that

integrate well and seismic data are proposed. One is based

on 3-D clay-content data, and the other one is a 3-D

interpolation correction based on compaction degree

parameters.

Step1: Data permutation

Step 2: Data combination

…….

…….

Step 3: Data calculation

Calculate residuals

Step 4: Data discrimination

Go back to Step1 End

No Yes

x(1) x(2) x(3) x(4)  x(5)           x(6)           x(7)

x(1) x(1,2) x(1,2,3) x(1,2,3,4)  x(1-5)        x(1-6)        x(1-7)

Fig. 4 Flowchart showing automatic classification of clastic com-

paction units based on clay content
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4.1 Compaction recovery method based on 3-D clay-

content data

Lithological compaction units identified in well data were

determined by assessing their respective clay contents.

Then, 3-D clay-content seismic inversion data were

incorporated to regionally propagate the 1-D compaction

information from the wells in plan view. The detailed

calculation procedures are as follows (Fig. 6):

Step 1 Acoustic impedance inversion

First, a seismic acoustic impedance inversion should be

conducted.

Step 2 Clay-content inversion based on a probabilistic

neural network

This method is based on the statistical relationship

between acoustic impedance from seismic data and clay

content from wells. Usually, the acoustic impedance and

the sand content correlate positively. Therefore, a proba-

bilistic neural network (PNN) method is applied to acquire

a nonlinear statistical relationship between the acoustic

impedance of a borehole side seismic trace and the sand

content derived from a well log curve. A 3-D sand-content

inversion cube then can be obtained by propagating the

statistical relationship to the whole acoustic impedance

inversion cube. A clay-content inversion cube then can be

conveniently produced.

Step 3 Lithological compaction units determined for

multiple wells
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Fig. 5 Automatic classification of clastic lithological compaction units based on the clay content of a single well

Table 1 Automatic classification of clastic lithological compaction units

Lower bound of clay content, % Upper bound of clay content, % Initial porosity, % Compaction coefficient Fitted residual

Original 3 48 30 0.00032 47.3

Group 1 3 19.9 35.9 0.00036 25.8

Group 2 19.9 25.5 31 0.00030 22.3

Group 3 25.5 48 27.4 0.00038 26.3
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The method for characterizing clastic compaction units

based on clay content was then applied by assessing inte-

grated well log data for multiple wells, including porosity

and clay-content data, to classify lithological compaction

units.

Step 4 Calculation of a lithological compaction unit cube

Based on the clay-content range of the classified litho-

logical compaction units (Step 3), a clay-content inversion

cube can then be transferred into a lithological compaction

unit cube containing a set of compaction units.

Step 5 Calculation of compaction history

Based on the porosity-depth exponential model, the

initial porosities and compaction coefficients for the vari-

ous compaction units, as along with the 3-D lithological

compaction unit cube in the depth domain, are integrated to

calculate paleo-geomorphic thickness. The programming

designed to do this involves two main components.

(1) During the process of stratal compaction, the rock

matrix volume remains constant. The porosity-depth

exponential model of /(z) = /0e
-cz was applied to

calculate Hs for the strata matrix thickness (z1; z2
separately represent the top and bottom depth of the

present strata; i.e., the top and bottom depth of the

corresponding compaction units; /0, c represent the

initial porosity and compaction coefficient of the

compaction unit)

Hs ¼ z2 � z1 �
/0

c
ðe�cz1 � e�cz2Þ: ð2Þ

The strata thickness during the compaction process

can be calculated by:

H ¼ z4 � z3 ¼ Hs þ
/0

c
ðe�cz3 � e�cz4Þ; ð3Þ

where z3; z4 separately represent the top and bottom

depth of the strata during the compaction process;

H is the corresponding strata thickness; when z3 is

zero, the H represents the paleo-thickness).

(2) As the initial porosity and compaction coefficient of

each lithological compaction unit are available, they

are combined with the top and bottom depths to

calculate the thickness of each lithological com-

paction unit during the deposition process. Finally,

the paleo-geomorphic thickness can be recovered in

plan view.

4.2 Compaction recovery method based on the plan-

view interpolation of compaction correction

parameters

The compaction correction parameters of wells were cal-

culated by applying the compaction unit characterization

method based on clay content. Then, the compaction cor-

rection parameters are interpolated laterally. It is both

economical and efficient to develop a compaction recovery

thickness map by integrating stratal thickness and the plane

map of the compaction parameter. The detailed calculation

procedure follows (Fig. 7).

Step 1 Data quality control

The clay-content data come in two types: well log data

and interpretations based on well log data. It is necessary to

calibrate these two data sets to ensure that their differences

can be ignored. The well data should be abandoned if the

clay content determined for these two types differs

considerably.

Step 2 Well-based lithological compaction unit

characterizations

The clastic compaction unit characterization method

based on clay content was applied by using quality-con-

trolled porosity and clay-content data to classify the

lithological compaction units.

Step 3 Well-based compaction correction degree

calculation

The compaction correction degree value for each well

should be calculated (i.e., compaction corrected thickness/

original strata thickness).

Clay content cube

Acoustic impedance cube

PNN neural network 

Lithological compaction unit 
classification of multiple wells

Lithological compaction units cube

Plan map of compaction recovered thickness

Fig. 6 Flowchart of compaction recovery method based on 3-D clay-

content data
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Step 4 Plan-view interpolation

When the compaction recovery parameters for the wells

have been obtained, an interpolation method, e.g., Kriging,

should be employed to obtain a plan-view distribution map

of the compaction correction parameter.

Step 5 Mapping compaction recovered thickness

A time domain thickness map of target horizons can be

obtained through seismic data interpretation. The thickness

map in the time domain then can be transferred into the

depth domain with the use of a time-depth model. By

multiplying the compaction correction degree parameters

in the map by the thicknesses in the depth domain, a plan

map of compaction recovered thicknesses eventually can

be obtained.

5 Case studies

5.1 Case study of a compaction recovery method

based on 3-D clay-content data

A 3-D seismic survey, covering an area of 100 km2 in the

Qinan Sag, contains a complete series of clastic Tertiary

deposits, including the Kongdian, Shahejie, Dongying,

Guantao, and Minghuazhen Formations (from bottom to

top). The fracture system within the sag is not developed

within the seismic survey, so the influence on porosity

evolution attributed to the fracture system largely can be

eliminated.

5.1.1 Identification of lithological compaction units

within the wells

The porosity data were selected with the aid of a cross-plot

of porosity and depth values. The simple principle behind

the selection of porosity data is to exclude obviously

abnormal values such as those from sections where the

pressure was unusually high. The porosity data for a group

of wells were jointly assessed by the proposed compaction

unit classification method. Figure 8 and Table 2 show the

resulting lithological compaction units separated into three

groups. As no porosity data were available for mudstone in

the study area, lithologies with clay contents ranging from

57% to 100% were regarded as mudstone. According to a

previous local study (Gui 2008), the compaction coefficient

of mudstone is 0.000686.

Calibration of data from wire-line log
and well-logging interpretation

Classification of well-based
lithological compaction unit

Calculation of compaction correction parameter

Interpolating method

Plan map of compaction ratio Original strata thickness map

Plan map of compaction recovered thickness

Fig. 7 Flowchart of the compaction recovery method based on a plan-view interpolation of the compaction correction degree parameter
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5.1.2 Calculation of a lithological compaction unit cube

in the depth domain

The study region consists of a 3-D post-stack seismic data

volume. To calculate the compaction of lithological units,

such as the Es1
z member, for example, the explicit calcu-

lation procedures are as follows.

(1) Seismic acoustic impedance inversion was con-

ducted on the targeted Es1
z member horizon in the

seismic data.

(2) Based on well log data (acoustic impedance and sand

content), the nonlinear relationship between the sand

content and acoustic impedance was obtained by

applying a neural network method.

(3) Based on a nonlinear relationship between acoustic

impedance and sand content, the sand content within

the 3-D seismic cube was calculated accordingly

(Fig. 9a).

(4) According to a 3-D time-depth model for the region,

the sand content in the 3-D seismic volume was

transformed from the time domain into a 3-D clay-

content seismic volume in the depth domain

(Fig. 9b).

(5) Finally, by applying the lithology compaction unit

information from the Table 2, a 3-D lithology

compaction unit seismic cube in the depth domain

was derived from the clay-content cube. Figure 9c

shows that there are four distinct lithology com-

paction units.

(6) The compaction correction thickness (Fig. 10) can

be calculated based on the related procedure in Step

(5).
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Fig. 8 Automatic classification of the clastic compaction units based on clay content for multiple wells

Table 2 Automatic classification of the clastic compaction units in the study area

Lower bound of clay content, % Upper bound of clay content, % Initial porosity, % Compaction coefficient Fitted residual

Group 1 0 35 32.6 0.0003333 23.2

Group 2 35 40.5 24.9 0.0002155 10.3

Group 3 40.5 57 29.3 0.0002049 15.7

Mudstone 57 100 47.1 0.000686
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5.1.3 Analysis of compaction recovery results

When compaction recovery was applied, the difference in

paleo-geomorphic thickness was remarkable. In terms of

tectonic geometry, the trend of the post-compaction recovery

was almost the same as the original geometry. The inverse

phenomenon of tectonic geometry does not occur. The trend

in thickness change only presents a slight difference. Rela-

tively high positions become higher, while shallow positions

become deeper. Take the geomorphology ofW7 andW8, for

example. After compaction recovery, the paleo-geomor-

phology becomes deeper and has steeper slopes. In this case,

the Es1
z member of the study area does not belong to a region

of facies change in which the vertical lithology varies

rapidly. Therefore, the ‘‘topographic inverse’’ phenomenon

of tectonic geometry would not occur after compaction

recovery. Yet as a whole, the test of the method based on 3-D

clay-content data has proven its feasibility.

5.2 Case study of the plan-view interpolation-based

method

A 400 km2 3-D seismic survey located in the Qibei Sag

contains a complete series of clastic Tertiary deposits,
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including the Kongdian, Shahejie, Dongying, Guantao, and

Minghuazhen Formations (from bottom to top). Again, the

regional fracture system is not developed within the seis-

mic survey, so the influence on porosity evolution attrib-

uted to the fracture system largely can be eliminated.

5.2.1 Calculation of the compaction parameter for a single

well

Well Binsh1 is used for an example here because the clay-

content data from the well log curves match those from

interpretations of the well logs. First, the method for

characterizing clastic compaction units based on clay

content was applied to identify lithological compaction

units (Fig. 11a). According to the clay-content range of the

classified lithological compaction units, the clay-content

curves can be transferred into a lithological compaction

unit curve (Fig. 11b). The compaction recovery thicknesses

for each of the different compaction units were calculated,

and then the stratal thicknesses of target horizons were

obtained following compaction corrections. Finally, by

dividing the compaction corrected thickness by the current

stratal thickness, the compaction correction degree can be

obtained.

5.2.2 Calculation and analysis of compaction recovered

thickness

In the same way, the compaction correction parameters

for other wells were calculated on the basis of quality-

controlled data. Then, the plan-view distribution map of

compaction correction parameters can be obtained by

employing the Kriging interpolation method (Fig. 12b).

The depth domain thickness map of member Es2 can be

obtained through time-depth conversion (Fig. 12a). By

multiplying the plan-view distribution map of the com-

paction correction parameters by the thickness map in the

depth domain, a plan-view map of the compaction recov-

ered thickness of the Es2 member can eventually be cal-

culated (Fig. 12c). Before applying the compaction

correction, the area of well Binsh1 exhibited flat topogra-

phy, similar to the topographic features of well Binsh18

(Fig. 12a). After compaction recovery (Fig. 12c), the area

of well Binsh1 was used for a different topographic

assessment which obviously was lower than the area of well

Binsh18. It can be interpreted that the present strata thick-

nesses in the area of wells Binsh1 and Wellbinsh18 area are

nearly the same, whereas well Binsh1 contains a greater

proportion of shale layers than well Binsh18. After the

application of the compaction correction, the corrected

thickness of well Binsh1 was greater than that of well

Binsh18; i.e., the ‘‘topography inverse’’ phenomenon

occurs. The location of well Binsh1 can be interpreted as the

center of the lake basin, which matches well with regional

sedimentary features (Fig. 12d). Also, the paleo-geomor-

phology corresponds to depositional distribution charac-

teristics. With the aid of the 3-D interpolated compaction

correction method that is based on the parameters of the

compaction correction, the precision of the compaction

correction also has been improved.
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5.3 Comparison

Both of proposed integrated well- and seismic-data com-

paction recovery methods have merits and disadvantages.

The most helpful method can be chosen according to

specific seismic or geological conditions and data. When

the seismic or geological conditions of a clastic survey are

favorable, the precision of the clay-content inversion can

be guaranteed. The compaction recovery method, based on

3-D clay-content inversion data, is able to ensure the pre-

cision of compaction characterizations that are some dis-

tance away from wells. Compared with the other method

based on interpolation, this method has its advantages in

plan-view propagation with more reliability. Yet, as the

impedance inversion, clay-content inversion, and time-

depth conversion are all involved in this method, the

accumulated errors cannot be ignored. Also, this method is

time-consuming and complicated to conduct within an

industrial research setting. However, it can be regarded for

reference as a compaction recovery method that integrates

well and seismic data.

The plane interpolation of the compaction correction

method (based on compaction correction parameters) makes

full use of compaction information from wells. When the

number of wells is sufficient, the plan compaction character-

istics derived from the interpolation method are credible.

Also, as few calculation procedures are involved in this

method, the accumulated errors are small. Compaction char-

acterizations fromwells largely can be retained.On thewhole,

this method based on the plan-view interpolation of com-

paction correction parameters is economical and efficient to

employ—with obvious value for industrial applications.

6 Conclusions

(1) It is reasonable and necessary to develop a porosity-

clay content-depth compaction model.
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(2) The research precision of the compaction correction

can be effectively improved by applying the method

of classifying clastic compaction units based on clay

content.

(3) The proposed compaction correction method, based

on the plan-view interpolation of the compaction

correction parameters, can retain and largely make

full use of compaction information from wells. The

geomorphological attributes closest to the real paleo-

geomorphology can be obtained. The efficiency and

feasibility of the process make industrial applica-

tions possible.

(4) In addition to mechanical compaction, several other

factors, such as the erosion effect, tectonic activity,

diagenesis, and abnormal pressure, can have consid-

erable impacts on porosity evolution. Porosity data

influenced by these factors should be excluded in the

study. Also, a compaction recovery method that can

only consider mechanical compaction oversimplifies

the compaction process. The precision of the com-

paction recovery work is inevitably influenced.

When more data are involved (e.g., geochemical

data), the recovered topography that is closer to the

real paleo-geomorphology can possibly be obtained.
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