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Abstract Surface Lower Paleozoic sandstone samples

were collected from southeast central Sinai. These samples

subjected to petrophysical measurements which are

porosity and permeability. It is known that turbulence

factor (b) is a good tool to describe turbulent flow level,

hence it was used to detect the flow properties distribution

that corresponds to the nature of the pore system, so tur-

bulence factor (b) was correlated with porosity, perme-

ability, and reservoir quality index using many equations,

where porosity correlation shows the presence of three

groups having same porosity ranges but correspond to

different values of turbulence factor, this refers to the

presence of different flow zones. Porosity–permeability

relation confirmed also the presence of similar three

groups, where there are nearly same porosity ranges but

with different permeability values. Consequently, samples

with nearly same porosity values and representing the three

groups were selected for capillary pressure by mercury

injection to reveal the flow properties that characterize each

group. Capillary pressure results confirmed that each group

has their own pore system and flow regime. Petrography

was done by optical polarizing microscope (OPM) through

thin sections. The results indicated that the studied sand-

stone is composed mainly of quartz arenite microfacies of

fine, angular to subrounded, moderately well sorted

monocrystalline quartz grains. There are several features

indicating that the investigated sandstones have been sub-

jected to diagenesis processes. Diagenetic events identified

in these sandstones include considerable compaction dur-

ing burial diagenesis at higher temperatures and low flow

rates, cementation by clay minerals and iron oxides, dis-

solution and alteration of unstable clastic grains, and tec-

tonically induced grain fracturing. Unstable clastic grains

like feldspars suffered considerable alteration to kaolinite

when exposed to meteoric water of low ionic strength near

the surface. The distribution of this kaolinite rather than the

post-depositional iron oxides in pores of the studied

sandstone leaded to differentiating these sandstones into

three different flow units. This zonation indicates that the

turbulence properties are proportional to the diagenetic

effects inside the pores.

Keywords Lower Paleozoic � Zonation � Flow units �
Turbulence factors � Petrography

Introduction

Paleozoic rocks are exposed in various regions of Egypt as

south central Sinai, north Eastern Desert, and southwest

Western Desert, in addition to the subsurface occurrence in

north Western Desert and the Gulf of Suez. The exposed

Paleozoic rock units in central Sinai have been studied by

many authors, such as Issawi and Jux (1982), Jux and

Issawi (1983), Klitzsch (1990), Abdallah (1992), and

Wanas (2011). They identified several exposed rock units

from basement upward (Table 1) as; Araba Formation of

Cambrian age that attains a thickness of 170 m overlying

basement complex and is essentially composed of reddish

brown, fine-grained laminated sandstone and siltstone.
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Naqus Formation which attains a thickness of 462 m

overlying the Araba Formation and is assigned to the

Carboniferous age. Abu Durba Formation which attains a

thickness of 166 m overlying the Naqus Formation and is

assigned to Early-Carboniferous. Ataqa Formation is

assigned to the Early-Carboniferous. In southeast central

Sinai, west of Taba, the Araba Formation is attained 120 m

thick (Table 1). The location of the studied Lower Paleo-

zoic sandstone is shown (Fig. 1). This work tries to dif-

ferentiate the studied samples according to flow regime

which is a mirror image of the pore system. It is known that

the pore system of a rock represents the end product of all

diagenetic processes that a rock subjected to, but also

uneven diagenetic effects on a rock, lead to different flow

characteristics within the same facies, hence turbulence

factor was selected as a petrophysical tool to detect if there

are different flow systems within the studied samples or

not. At first, turbulence factor is used to detect pressure loss

during turbulent or non-Darcy flow in a reservoir that leads

to a higher pressure gradient (to support a high flow rate

through a porous medium) than that of Darcy’s equation,

the deviation of the pressure gradient increases more and

more as the flow rate increases, hence the lower the per-

meability, the more the turbulent conditions, the higher the

turbulence factor and vice versa, so turbulence factor is a

sensitive tool to capture permeability heterogeneity.

Turbulence factor was studied and calculated by many

authors, as Katz et al. (1959), Tek et al. (1962), Geertsma

(1974), Noman et al. (1985), Jones (1987), and Amaefule

et al. (1993). The following are the equations that estimate

inertial coefficient or turbulence factor (b):

b ¼ 4:2 � 1010 � k�1:35 Katz et al. ð1959Þ ð1Þ

b ¼ 5:5 � 109 � k�1:25/�0:75 Tek et al. ð1962Þ ð2Þ

b ¼ 4:85 � 104 � k�0:50 � /�5:50 Geertsma ð1974Þ ð3Þ

b ¼ 1:9 � 1011 � k�1:73 Noman et al: ð1985Þ ð4Þ

b ¼ 6:15 � 1010 � k�1:55 Jones ð1987Þ ð5Þ

b ¼ 1:092 � 1011 � k�1:8872 Amaefule et al: ð1993Þ ð6Þ

where for all equations turbulence factor (b) = ft-1, per-

meability (k) = mD, porosity (/) = fraction.

Many correlations were done for the turbulence factor

against porosity, permeability and reservoir quality index

values using all the previous equations. All correlations of

turbulence factor (b) with the same parameter (porosity,

permeability, and reservoir quality index) using the dif-

ferent equations were similar to great extent hence it would

be enough to display the correlation results using two

equations only for this work to show that turbulence factor

is a valid and reliable tool for our target, through different

sources of equations, hence the equations by Jones (1987)

and Amaefule et al. (1993), were selected as they just

represent the latest ones among all other equations of

interest. Turbulence factor-porosity correlation shows the

Table 1 Correlation chart of the Paleozoic rock units in Egypt (modified after Klitzsch 1990)
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presence of three groups that contain the same porosity

range but with different values of turbulence factor. Per-

meability–porosity relation confirmed also the presence of

those three groups where there is the same porosity range

but with corresponding different permeability values.

Efforts were exerted to know the reasons behind this

phenomenon through petrography and capillary pressure.

On the other hand, petrography described the lithofacies of

the studied samples in terms of rock texture, porosity type,

mineralogical composition as well as the cementing

material, in addition to interpreting the diagenetic pro-

cesses that affected the studied section.

Aim of study

This work aims at classifying the reservoir rocks into dif-

ferent flow zones based on an effective tool which is tur-

bulence factor (b) which is a function of turbulent flow,

consequently reflects the different pore systems and their

relations to the microfacies diagenetic events identified in

these sandstones.

Techniques

Surface Nubian Sandstone samples were collected to rep-

resent the Lower Paleozoic (Araba and Naqus formations)

in southeast central Sinai, west of Taba (Table 1). The

studied samples were drilled into cylindrical plugs to carry

out the petrophysical measurements, where they cleaned

using toluene and methanol to remove any remains of

hydrocarbon and salts, respectively, then dried using a

drying oven. Porosity data were measured using matrix-cup

helium prosimeter (Heise Gauge type) for grain volume

calculation and DEB-200 instrument that follows Archi-

medes principle for sample bulk volume determination.

Permeability measurements of the studied samples were

done using steady state permeameter. Capillary pressure by

mercury injection up to 30,000 psi was performed on small

samples using ‘Micromeritics&apparatus, where a clean and

dry sample is loaded into a glass penetrometer consisting of

a sample chamber attached to a cylindrical coaxial capac-

itor capillary stem. The penetrometer assembly with the

sample is loaded into the mercury injection apparatus and

is initially filled with mercury under a vacuum. Mercury is

forced into the sample at low pressure, about 1.0 psia,

which is maintained until the stabilized condition is

reached. The process is repeated through many pressures

up to a maximum of 30,000 psia. The volume of mercury

injected at each pressure is determined by the capacitance

change in the capillary stem. The unsaturated pore volume

is estimated as percentage of pore spaces volume that not

filled with mercury at 30,000 psia. On the other hand, thin

sections of the tested samples were studied using the

polarized microscope to identify the microfacies in these

sandstones. Thin section preparation involved vacuum

impregnation with blue resin (blue-dyed epoxy) to facili-

tate the recognition of porosity. Special attention was paid

to the porosity due to their significance in the reservoir

quality evaluation.

Fig. 1 Location map showing

the areas of exposed Lower

Paleozoic rocks in central Sinai

(modified after Wanas 2011)
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Results and discussion

Turbulence factor behavior

The different relations displayed that the studied samples

could be classified into three groups based on the turbu-

lence factor, where (according to petrography), group

(A) has the lowest percent of detrital clays, the reverse is

right for group (C), while group (B) has nearly moderate

percent, these groups will be discussed through the diag-

nostic dominating feature which is the presence of many

samples having the same or nearly same porosity values

but with different values of turbulence factor, either

between or within the three groups. The turbulence factor-

porosity relations (Figs. 2, 3) show sudden jumps of tur-

bulence factor values for samples having nearly same

porosity range between groups (A and B), (B and C), and

(A and C). The previous sudden jumps revealed that we

have different flow properties but corresponding to nearly

same porosity range and this is most probably due to pore

system nature. The turbulence factor versus permeability

and reservoir quality index (Figs. 4, 5) and (Figs. 6, 7),

respectively, show strong inverse correlations and also

confirmed the previous different groups. The permeability–

porosity relation (Fig. 8) confirmed the same behavior

where at nearly same porosity range, there are sudden

jumps of permeability values between groups (A and B), (B

and C), and (A and C). The porosity and permeability

ranges of each group are illustrated (Table 2). Also, the

common porosity ranges between the three groups are

displayed (Table 3), where there are common values

between (A and B), (B and C), and (A and C). We tried that

the common porosity ranges between the different groups

to be the same for accurate comparison but 0.1 or 0.2

differences are found which are considered trivial. For

example, group (A) has a porosity range of 0.222–0.241

but the equivalent one for group (B) is 0.220–0.241 hence a

difference of 0.2 exists between the first limits. Also, per-

meability ranges (Table 3) that equivalent to the common

porosity range for groups (A and B) means, for instance,

the samples of that common porosity range in group (A),

have permeability values vary between 362 and 6915 mD,

but have values vary between 30 and 142 mD for samples

in group (B).

Capillary pressure results (Table 4) and pore size

distribution of the tested samples (Fig. 9) confirm that

the flow properties are quite different for the samples of

same or nearly same porosity range but belong to dif-

ferent groups, where porosity behind large pore throats

or macropores (Amaefule et al. 1993) constitute the

predominate ratio and this was conducive to high per-

meability value (S#18, group A), in contrast to (S#61,

group C) where porosity behind tight pore throats or

micropores (Amaefule et al. 1993) constitute the pre-

dominate ratio and this was conducive to low perme-

ability value. Sample (28, group B) stands between the

two previous samples. The capillary pressure derived

parameters that reflect the flow properties are also dis-

played (Fig. 9), where the highest mean hydraulic radius

value (MHR) refers to the permeable group (A), and the

lowest value refers to the tight group (C). The previous

explanation shows that the pore size distribution (Fig. 9)

was responsible for different flow properties of the

samples having same porosity values.

Porosity and permeability of the studied samples were

plotted again through the Winland’s flow lines (Fig. 10), to

check the validity of the current classification using Tur-

bulence Factor, the Winland’s equation that used to create

these flow lines, was published by Kolodzie Jr (1980),

where the distribution of the studied samples within the

Winland’s flow lines (Fig. 10) shows (as the classification

using Turbulence Factor method), the existing of three

groups of different flow characteristics.

Petrography

Microfacies investigation usually describes the rock con-

stituents, type of cements, pores, diagenesis, and deposi-

tional characteristics. The classification of Williams et al.

(1982) was followed for the studied sandstones samples,

where all impure sandstones contain 10% or more

argillaceous material (such as quartz wacke, arkosic

wacke, and lithic wacke) while arenites are pure sand-

stones which contain little or no argillaceous material

(such as quartz arenite, arkosic arenite, and lithic arenite).

The maturity of the sandstone increases by decreasing the

percent of argillaceous matter. The variation between

arkosic and lithic arenites stems from differences in

source rather than any fundamental differences in process

or environment of deposition. More mature sandstones are

the feldspathic arenites and quartz-rich lithic arenites.

Fully mature types consist essentially of quartz (quartz

arenites) or quartz and abundant grains of pure chert.

Most of these mature sandstones have a longer sedimen-

tary history than the less mature rocks, usually have more

than one cycle of erosion and deposition. Feldspar-rich

sandstones are usually derived from granitoid igneous

rocks or high-grade feldspathic gneisses or schists. The

studied sandstone is mainly quartz arenite microfacies that

composed of fine, angular to subrounded, moderately well

sorted monocrystalline quartz grains, and porosity is

mainly of intergranular type (Fig. 11). Occurrence of

some dissolved feldspar areas may refer to feldspathic

arenite, (Fig. 11b). The dissolution of feldspar resulted in

formation of clays which form with some iron oxide,
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cementing materials for the rock constituents; this cement

reduces to some extent, the rock porosity and perme-

ability. This arenite microfacies is considered as mature

regarding to its textural and mineralogy. The iron oxide

cement has been recognized as post-depositional cement

or rim cement where iron oxide grew around the quartz.

Diagenesis

Diagenetic reactions must have a thermodynamic drive so

that the minerals precipitated are more stable than the

minerals which are dissolving. At shallow depths and low

temperatures, hydrous minerals such as gibbsite, kaolinite,

and smectite form as a result of weathering or early

Fig. 2 Turbulence factor versus

porosity (Jones 1987)

Fig. 3 Turbulence factor versus

porosity (Amaefule et al. 1993)
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diagenetic processes during meteoric water flow. Such

early diagenetic processes may be considered a continua-

tion of the weathering process even the pore water reduced.

The overall reaction is:

Rockðfeldspar; micaÞ þ water ¼ clayþ cations:

These clay minerals become unstable at greater burial

depth and higher temperatures, and this reaction is often

referred to as reversed weathering:

Fig. 4 Turbulence factor versus

permeability (Jones 1987)

Fig. 5 Turbulence factor versus

permeability (Amaefule et al.

1993)
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Clayðkaolinite; smectiteÞ þ cationsðkþÞ
¼ aluminosilicateðilliteÞ þ quartzþ water:

The above reactions are modified from Velde (1995).

The petrographic investigation of the studied sandstone

reservoir of Lower Paleozoic shows that the feldspar as

main primary mineral is unstable and dissolved when

exposed to meteoric water of low ionic strength near the

surface weathering (Figs. 11, 12). There are also several

features that indicate the investigated sandstones subjected

to diagenetic processes, among those are, considerable

compaction during burial diagenesis at high temperatures

and low rates and the pressure solution effects which

results in the alteration of the original grain shapes

Fig. 6 Turbulence factor versus

RQI (Jones 1987)

Fig. 7 Turbulence factor versus

RQI (Amaefule et al. 1993)
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(Fig. 12). The simultaneous cementation and pressure

solution obscure the original grain shapes and resulting in

concave-convex boundaries (Fig. 11), which signifies

pressure solution at grain-to-grain contacts during more

intense compaction upon burial, Taylor (1950).

Cementations with iron oxides and clays are a common

diagenetic feature in the studied sandstones. The

occurrence of iron oxides as pore lining or pore filling

Fig. 8 Permeability versus

porosity of the studied samples

Table 2 Porosity and permeability ranges of different groups and the corresponding turbulence factor properties of the studied samples

Group / range (frac.) k range (mD) b (ft-1)

A 0.222–0.278 320–8401 Lowest value

B 0.170–0.241 26–142 Moderate value

C 0.145–0.245 1.0–4.5 Highest value

Table 3 Common porosity ranges between different groups versus equivalent permeability ranges

Groups Group (A) / range (frac.) Group (B) / range (frac.) Group (A) k range (mD) Group (B) k range (mD)

A and B 0.222–0.241 0.220–0.241 362–6915 30–142

B and C 0.184–0.241 0.182–0.243 26–142 2.9–4.5

A and C 0.242–0.245 0.243–0.245 780–1126 2.2–2.9

Table 4 A comparison of petrophysical and capillary pressure properties of the representative samples belongs to the three groups

Group Sample# / (frac.) k (mD) MHR lm / (frac.) behind macropores ([1.5 lm) / (frac.) behind micropores (\0.5 lm)

A 18 0.241 722 6.42 0.681 0.211

B 28 0.241 30 4.02 0.508 0.330

C 61 0.243 2.9 1.49 0.321 0.565
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between quartz grains indicates that they are authigenic in

origin and not introduced into the pores as aggregates.

Pore system versus petrographic aspect

The petrographical description of the tested samples by the

capillary pressure confirmed the pore size distribution

results that produced from this test, where a compiled

photomicrograph (Fig. 13), displays three different models

of the pore system within the tested samples. The sample

that represents group (C), shows the highest cemented

nature, accompanied with the tortuous confined pore spaces

(blue color) between the grains, connected through narrow

throats for flow, consequently the tight, turbulent flow

regime with the highest turbulence factor is the prevailing

conditions for this system at the higher flow rates. The

reverse is right for the representative sample of group (A),

which displays the lowest cemented nature, accompanied

with the spacious pore spaces (blue color) between the

grains, connected through wide throats, hence the exten-

sive, laminar flow regime with the lowest turbulence factor

are the distinctive attributes for this system. The sample

that represents group (B), stands midway between the

previous two systems. Although the petrographic investi-

gation revealed that one lithofacies is prevailing within the

studied section, but the existence of different pore systems

Fig. 9 Composite pore size

distribution versus pore throat

radii of the tested samples

Fig. 10 Porosity versus

permeability using Winland’s

flow lines
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hence different petrophysical parameters within the same

facies, reflects the uneven distribution of the diagenetic

processes or effects that the studied section subjected to.

Conclusions

The petrographic investigation of the studied Lower Pale-

ozoic sandstones from southeast central Sinai revealed that

it is composed mainly of quartz arenite microfacies. Some

diagenetic events are identified in this sandstone including

considerable compaction during burial diagenesis at higher

temperatures and low flow rates, cementation by clay

minerals and iron oxides, dissolution and alteration of

unstable clastic grains, and tectonically induced grain

fracturing. Unstable clastic grains like feldspars suffered

considerable alteration to kaolinite when exposed to

meteoric water of low ionic strength near the surface. The

main pore spaces in this microfacies are of intergranular

type. The studied microfacies is characterized by the

presence of some detrital clays, and iron oxides as cements

which unequally affected the porosity and permeability of

the studied rocks due to the heterogenetic distribution of

these fines. Existence of different pore systems, hence

different petrophysical parameters within the same litho-

facies, reflects the dissimilar distribution of the diagenetic

processes or effects that affect the studied section. The

current reservoir clustering has been done, based on the

turbulence factor which is an important petrophysical

attribute studied by many authors, among them, Jones

(1987) and Amaefule et al. (1993), whose equations were

selected for the data layout. Turbulence factor reflects the

pore system nature that represents the end product of all

diagenetic processes and rock composition, so the tight

flow pore system, due to intensive cementation or detrital

clays or finer grain components, would exhibit much tur-

bulence within the flow, in contrast to the wide paths pore

system as a result of lesser clay content or cementing

material or larger grain component, they would display

laminar or less turbulent flow regime, so a clear relation

Fig. 11 Photomicrographs showing the quartz arenite microfacies

with dissolved feldspar, concave–convex contacts, iron oxide and

intergranular porosity

Fig. 12 Photomicrographs showing the quartz arenite microfacies

with partially dissolved feldspar, iron oxide cement and intergranular

porosity
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between diagenesis and turbulence can be established.

Turbulence factor which is a good parameter for reservoir

zonation based on flow properties is strongly affected by

permeability, heterogeneity, and reservoir quality index.

Also, pore throat size distribution affects flow system

positively or negatively, where the more the macropores,

the higher the permeability, the lower the turbulence factor,

and the more the micropores, the lower the permeability,

the higher the turbulence factor.
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