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Abstract
Roof shape and slope are both important parameters for the safety of a structure, especially when facing wind loads. The 
present study demonstrates the pressure variations due to wind load on the pyramidal roof of a square plan low-rise building 
with 15% wall openings through CFD (Computational Fluid Dynamics) simulation. Many studies on roofed structures have 
been performed in the past; however, a detailed review of the literature indicates that the majority of these studies focused 
on flat, hip, gable and spherical roofs only. There is a lack of research that analyses these effects on pyramidal roof build-
ings. ANSYS (Analysis System) ICEM (Integrated Computer Engineering and Manufacturing)-CFD and ANSYS Fluent 
commercial packages have been used for modelling and simulation, respectively, and ANSYS CFD Post was used to obtain 
the results. A realizable k–ε turbulent model was used for the pressure distribution on the roof of the building model. In 
the present study, twenty-four models with different roof slopes (α), i.e. 0°, 10°, 20°, and 30°, with various wind incidence 
angles (ϴ), i.e. 0°, 15°, 30°, 45°, 60° and 75° were investigated. The influence of roof slope and wind incidence angle are 
analysed in this study. Results have been represented through pressure coefficient (Cp) contours on the roof surface and 
velocity streamlines of the flow field of the different cases. The optimization of the roof slope may be achieved by consider-
ing different wind incidence angles for buildings so that they may better withstand wind force in a specific area. When wind 
pressure coefficients from building models with openings were compared with pressure coefficients from building models 
without openings, it was found that the pressure coefficients for building models without openings are almost twice or three 
times that of the pressure coefficients for models with openings.

Keywords Wind pressure · Roof slope · Pyramidal roof · Wall openings · k–ε Turbulence model · Pressure coefficients · 
Wind incidence angle

Introduction

From an aerodynamic engineering point of view, a pyram-
idal-shaped building has its own interesting characteris-
tics. However, in spite of its specific features, very limited 
research work has been carried out in this specific area of 
wind load on pyramidal roof buildings (Roy et al. 2018b; 
Roy et al. 2018a). Maximum studies in this field are con-
cerned with low-rise buildings with canopy roof (Roy 2010, 
a) gable roof, hip roof (Ahmad and Kumar 2001; Irtaza 

et al. 2015; Tecle et al. 2015; Habte et al. 2017), isolated 
pitched roof (Bourabaa et al. 2015), tall chimney (Verma 
et al. 2015; Khan and Roy 2017) and tall structures (Paul 
and Dalui 2008; Amin and Ahuja 2014; Kar and Dalui 2016; 
P. Martinez-Vazquez 2016; Sanyal and Kumar 2018), and 
aim to provide information about the consistency of per-
formance and the upgrading of design economy (Isyumov 
1999). Moreover, the technical layout of pyramidal build-
ings with respect to wind load norms is generally not listed 
in standard tables (Wind codes). Therefore, it is essential 
to study the flow and pressure on pyramidal roof buildings.

Definitely geometry of building has a significant effect on 
distribution of wind pressure on surface of roof and walls 
of building. A pyramidal roof was found with lowest uplift 
when compared with gable roof and hip roof and is shown 
in Fig. 1 (Shreyas Ashok Keote 2015).
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In a study of design guiding principles for community 
housing for extreme events, it was found that destruction 
of the cladding is often the beginning of structure failure 
and inhabitant injury during an extreme wind event (Coul-
bourne et al. 2002). In a study of wind load on roof tiles, 
the vulnerability analysis indicated that the net wind uplift 
loading on tiles caused an increase in tile destruction rather 
than the external surface pressures (Li et al. 2014). Thus, 
for the structure’s design, along with other loads, wind load 
must also be considered. In old-fashioned roofing systems, 
high wind-induced suctions can cause major damage which 
can lead to subsequent rain intrusion and loss of interior 
substances (Mintz et al. 2016).

When a building is subjected to wind load, then wind load 
has mainly two components, i.e. drag force and lift force 
and both may be positive or negative wind pressures. In a 
study of tension leg platform superstructure, it was found 
that drag force used to increase in surge and heave reactions, 
but generally the influence of the current drag is determined 
by the extent of the wave energy spectrum (Oyejobi et al. 
2016). Extreme wind conditions are the reason behind differ-
ent types of losses and one of them is broken window frame/
glass and damaging of building envelop, which causes water 
infiltration inside the building (De Leon and Lazcano 2018).

Wind load on a building is also highly affected by its 
surrounding, which may be the shape of nearby buildings, 
height of buildings or distance of surrounding build-
ings from the principal building. A significant change 

in pressure coefficients on the building was found due to 
variations in the distance of interfering walls; this may 
be explained by the fact that shielding occurs (John et al. 
2012). The coefficient of pressure in some specific inter-
fering situation was found to be larger than that in isolated 
case which evidences that the presence of the interfering 
buildings does not always contribute to the reduction of 
wind load on the principal building (Kar and Dalui 2016).

Different codes such as IS 875 (Part 3): Indian Standard 
Design Loads (IS 875 (Part 3) 2015), Australian/New Zea-
land Standard (AS/NZS)—Structural Design Action, Part 
Wind Action (AS/NZS 1170.2:2011 2016) and ASCE/SEI: 
7-10, Minimum Design Loads for Buildings and Other 
Structures (ASCE/SEI: 7-10 2010) are used worldwide for 
accessing the wind loads. Wind codes also categorise the 
buildings on the basis of their height and a building less 
than 18 m and 20 m height is known as low-rise building 
as per American wind code and Indian wind code, respec-
tively (ASCE/SEI: 7-10 2010; IS 875(Part 3) : 2015 2015). 
The normative methodologies which are recommended 
by different wind codes of different countries seem to be 
very conservative in some cases and they might not be a 
good depiction of the demands gained from experimental 
tests (Tapia-Hernández and Cervantes-Castillo 2018). In 
existing building codes and standards, however, the design 
specifications regarding wind loads acting on roof edge 
metal systems were found inadequate (Baskaran et  al. 
2018).

Fig. 1  Flow over gable roof, 
hip roof and pyramidal roof 
(Shreyas Ashok Keote 2015)
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Wind direction also has a significant effect on pressure 
magnitude. The wind load on a structure is proportional to 
the square of the wind speed (Sarkar et al. 2014). And for 
correct assessment of wind power potential both wind speed 
and wind direction are equally important and for wind direc-
tion analysis, finite mixture of two von Mises distributions 
has proved to be a suitable candidate for Indian climatology 
(Gugliani et al. 2017; Gugliani et al. 2018b). Extreme Value 
Analysis (EVA) of hourly mean wind speed data approach 
is the most suitable for the region of varied wind climate 
(Gugliani et al. 2018a).

A full-sized wind testing facility known as the Wall of 
Wind (WOW) was used to investigate wind generated inter-
nal and external pressures and pressure coefficients on the 
eaves of hip roofs which were found to be significantly lower 
than gable roofs (Tecle et al. 2015). The largest suction was 
found close to corner edges and near the ridgeline in the 
case of low-rise canopy roofs (Roy et al. 2010b, 2007); simi-
lar results were noticed on roofs of other types of low-rise 
buildings.

CFD simulation is a multifunctional and extremely use-
ful tool (Blocken 2014), and is thus ideal for evaluating the 
unsteady aerodynamic loads on the vibrant roofs in a wider 
reduced frequency range (Ding et al. 2014). CFD reduces 
both time and cost in design and research, and provides 
detailed and visualized information (Canonsburg 2013). 
While wind tunnel testing is one way to investigate struc-
tures for wind loading, but this is a cumbersome process as it 
needs extensive effort and is also time consuming; moreover, 
it is an expensive process.

A lot of work has already been done on CFD simulation 
of buildings. Computational Fluid Dynamics study is helpful 
in determining magnitude of pressure coefficients, veloc-
ity streamline, velocity vector, numbers of correlated con-
straint variables, etc. through the model surface (Verma et al. 
2015a). CFD simulations are helpful in the investigation of 
boundary layer separation and wake formation (Verma et al. 
2015b). As an alternative to wind tunnel testing, CFD simu-
lation is used nowadays to determine the effects of wind on 
structures. A fair number of studies have been carried out 
through the CFD simulation instead of wind tunnel testing 
and the results obtained from CFD simulations are ade-
quately consistent with experimental results (Bhattacharyya 
et al. 2014). In experimental and numerical investigations 
of flat, conical and hemispherical roof models, the hemi-
spherical roof was found to have the most critical pressure 
field and a good agreement was seen between experimental 
and numerical outcomes and same was found for the design 
of API pump (Ayremlouzadeh and Ghafouri 2016; Sajjadi 
and Sarkardeh 2016; Ozmen and Aksu 2017). Also, CFD 
simulations have been used to test different aerodynamic 
mitigation techniques (Aly and Bresowar 2016). In a study 
of scour process about single and compound bridge piers, 

CFD results were found under-predicted and over-predicted 
when two different CFD codes have been used (Alemi and 
Maia 2016).

Therefore, in this paper, the impact of the roof inclination 
angle on pyramidal roof of low-rise buildings is analysed 
using Computational Fluid Dynamics (CFD). A hip roof is 
found safer than a gable roof in a study, while the pyrami-
dal roof had the lowest uplift among the three roof shapes, 
i.e. gable roof, hip roof and pyramidal roof (Shreyas Ashok 
Keote 2015). Thus, the pyramidal roof low-rise building was 
considered for this study.

A CFD analysis is required for this study since the per-
formance assessment of the different roof geometries is not 
only based on the inclination of the roof surface and wind 
direction, but also on the airflow pattern (velocities) around 
the building resulting from different vertical exposed area. In 
the past 50 years, CFD has evolved into a powerful tool for 
research works in urban physics and building aerodynamics 
(Blocken 2014). In this paper, the simulations are performed 
using realizable k–ε turbulent model by considering grid-
sensitive analysis and validation with previously published 
wind tunnel experimental measurements. The detailed analy-
sis of the flow field, performing CFD simulation, is modelled 
simultaneously in the same computational domain. The wind 
tunnel velocity and turbulence intensity measurements used 
in this study are from the experimental wind tunnel study 
on wind loads on different types of building carried out by 
Chand and Bhargava (1992); Chand et al. (1995); Chad and 
Bhargava (1997); Chand et al. (1998). CFD simulation study 
on pyramidal roof buildings with different wind incident 
angles carried out by Roy et al. (2012) is used for CFD 
model validation in the present study.

CFD simulation of the wind tunnel 
experimental study

In the present study, the wind load investigation for pyrami-
dal roof of a square plan low-rise building has been carried 
out through CFD modelling and simulation. Different types 
of wind tunnel experimental study at CSIR-CBRI, Roorkee, 
India, have been conducted by Roy et al. (2012b) and Chand 
et al. (1992, 1995, 1997, 1998). Roy et al. (2012a, b) car-
ried out the wind load investigation for pyramidal roof of 
a square plan low-rise building. The information here has 
been used to validate the velocity and turbulence intensity 
profile and the model dimension was kept the same to have 
the comparisons of the different parameters. ANSYS tool 
ICEM CFD has been used for modelling, while ANSYS 
Fluent has been used for simulation. The results have been 
extracted using CFD Post. The model is divided into finite 
number of volumes (cells) using hexahedral mesh in ICEM 
CFD. Governing equations are solved by ANSYS Fluent 
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using finite-volume method and realizable k–ε turbulent 
model has been used for the simulation in Fluent. Results 
are extracted in CFD Post, which includes contours of wind 
pressure coefficients mainly.

Computational settings in CFD simulation

Four pyramidal roof building models are created in ICEM 
CFD with roof slopes of 0°, 10°, 20°, and 30°. The plan area 
and height of the pyramidal roof building model were col-
lected from a study conducted at The Central.

Building Research Institute, Roorkee (India) (Roy et al. 
2012b) and the domain specifications for the present study 
are as per the study conducted by Revuz et al. (2012) and 
both domain specifications and building model dimensions 
are shown in Fig. 2. Measurements are taken with the scale 
of 1/25. In Fig. 2b, the building model with dimensions and 
opening dimensions and position are shown, another open-
ing considered as shown in Fig. 2c, in the opposite wall C 
is also placed at the same position, i.e. vertically 36 mm 
above (full scale 0.9 m) from the bottom and horizontally it 
is centrally placed 72.5 mm (1.8 m) from corners. Both the 
openings have same size, i.e. 80 mm × 40 mm (2 m × 1 m).

Meshing of CFD domain and of building model

The building models are created in ICEM CFD as shown in 
Fig. 2. Since the simulation processing and result accuracy 
depend upon mesh quality, a fine mesh is required around 
the building model. A structural hexahedral grid was used 
for meshing. As shown in Fig. 3a, fine meshing was used on 
the pyramidal roof building faces and near the bottom area 
around the model.

The quality of mesh should be checked for every model. 
In this study, the quality of mesh is above 0.6 in each model 
as shown in Fig. 3b. In ANSYS tool ICEM CFD can be used 
to check the mesh quality. A quality of 0.5 (in a range which 
goes from 0.0 to 1.0) or higher is classified as good meshing 
ideal for the converged solution (Ansys 2007).

Boundary conditions

For the real physical demonstration of the fluid flow, appro-
priate boundary conditions that really simulate the actual 
flow are necessary. Defining the detail boundary conditions 
at the inlet and outlet of the flow domain, which is essential 
for a precise solution, is always problematic. With the fol-
lowing expressions for the along-wind component of veloc-
ity, a velocity inlet was used at the windward boundary. 

Fig. 2  a Computational domain of the building models, b building model created in ICEM CFD and the location of the opening in the walls, 
with the dimensions and c the locations of the two openings in the walls
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Velocity, U, which is varying with eight of the inlet domains, 
is similar to the experimental study conducted by Roy et al. 
(2012) and Chand and Bhargava (1992, 1995, 1997, 1998). 
Standard depiction of the velocity profile in the atmospheric 
boundary layer (ABL) is as shown below:

It was deemed necessary to validate the numerical results 
using experimental results. To do this, the validation of 
velocity profile and turbulence intensity has been shown in 
Fig. 4 (Roy et al. 2012b).

In the present work, the values of the parameters z0 and u* 
are as follows: z0 = 0.0001 m and u∗ = 0.11 m/s.

The measured longitudinal turbulence intensity ( I ) is 
transformed into turbulent kinetic energy k as input for 
the simulations using Eq. (2), assuming that 𝜎v << 𝜎u and 
𝜎w << 𝜎u . It is observed that with a greater value of k , a 

(1)U(z)
u∗

�
= ln

(

z + z0

z0

)

.

small inconsistency is found in the results in the order of a 
few percentage points (< 5%) in the magnitude of amplifica-
tion factors:

The inlet turbulence dissipation rate profile ε mentioned 
by Richards and Hoxey (1993) is given by

where z is the height co-ordinate, � the von Karman con-
stant (~ 0:42), z0 the scaled aerodynamic roughness length 
corresponding to a power-law exponent of 0.15 (here 
z0 = 0.03∕25 = 0.0012 m ) and u∗ the friction velocity asso-
ciated with horizontally homogeneous (stable) ABL flow. 
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Fig. 3  a Building model and b 
meshing of CFD domain with 
quality check

Fig. 4  Wind tunnel experimental study velocity profile (U) and turbulence intensity (I) used for CFD simulation (Sanyal 2018; Sarkar et  al. 
2014; Simiu 2019; Stathopoulos and Baniotopoulos 2007)
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The top and the sides of the computational domain are dis-
played as slip walls (zero normal velocity and zero normal 
gradients of all variables). At the outlet, zero static pressure 
is stated.

Solver settings

The finite-volume method in ANSYS Fluent is used for 
resolving governing equations and related case-specific 
boundary conditions. The basic principle of using finite ele-
ment method is that the body is divided into subdivisions or 
small isolated areas which are known as finite elements. Size 
of the stiffness matrix be determined by the number of nodes 
and the results are amended by increasing the number of 
nodes and collocation points (Jabbari 2016). Each element 
has governing equations in Fluent and these elements are 
accumulated into a global matrix.

As stated previously, the clarifications were steady state. 
Second-order differencing was used for the momentum, 
pressure and turbulence equations and the “coupled” pres-
sure–velocity coupling method due to its forcefulness for 
steady-state, single-phase flow problems.

The residuals fell below the generally applied criteria 
of dropping to  10−4 of their initial values after more than 
a few hundred iterations. However, this was not the single 
check for convergence—the drag, lift and side forces and the 
moments subjected to the pyramidal roof building model 
were also examined throughout the simulation and only 
when they attained fixed values were the simulations sup-
posed to have converged. Although the simulations were 
steady state, there was some variation (< 1%) in the “steady” 
values of the various monitoring values.

Results and discussion

In present study, CFD simulation is carried out for the dif-
ferent models of pyramidal roof buildings with similar plan 
shape but dissimilar roof angles and varying wind directions. 
The prime objective of this study is to observe the change 
in wind-induced pressure distribution on roof surfaces with 
varying slopes in pyramidal roof buildings.

Horizontal homogeneity of the velocity profile 
in CFD simulation

Horizontal homogeneity of the velocity profile is the vari-
ation of velocities in domain on the windward side of the 
building model placed inside the domain. From line numbers 
22–30, a total of nine numbers of vertical locations were cre-
ated at a distance of 100 mm each to observe the horizontal 
homogeneity of the velocity profile as shown in Fig. 5a. In 
Fig. 5b, the velocity profiles along the height of the domain 

on different locations are shown. It is observed that at the top 
of the building, the wind velocity is almost 11 m/s, validat-
ing the velocity profile of the CFD simulation.

It is further observed that at line 29, which is close to 
the building placed in the domain, the velocity profile is 
lower than that at line 28. This is because of the obstruction 
caused by the building position, which causes the velocity 
streamlines to merge with one another.

The velocity profile of the vertical locations near the 
building model on the windward side is seen to decrease 
gradually compared to the lines near the inlet location as 
shown in Fig. 5. The velocity profile represented in white 
is at the inlet location and the yellow is near the building 
model. At the building height, the velocity magnitude is 
15% lower than the inlet velocity. As the height from bottom 
increases, velocity magnitude is similar with other velocity 
profiles.

Pressure coefficients on roof surface of the building

To analyse the effect of the roof inclination on the pressure 
coefficient on the roof surface of the building in more detail, 
Fig. 6 a–d shows the contours of the pressure coefficient 
(Cp). The pressure coefficient is calculated as

where P is the static pressure, P0 the reference static pres-
sure, ρ = 1.225  kg/m3 is the air density and Uref is the 
approach-flow wind speed at building height (Uref = 9.81 m/s 
at z = 0.11 m). Pressure coefficient contours for different roof 
slopes and for different wind directions were plotted using 
Ansys Fluent. For roof slopes 0°, 10°, 20° and 30°, and for 
wind incidence angle 0°, 15°, 30°, 45°, 60° and 75°, con-
tours are shown in Fig. 6a–d. The roof has been divided into 
four parts, i.e. face A, face B, face C and face D. Face A is 
in the windward direction while face C is opposite to face 
A and is on the leeward side, case 0˚ wind incidence angle. 
Face B and face D are side faces of the roof and are parallel 
to wind flow when the wind incidence angle is 0˚.

In Fig. 6a, the roof is flat and out of all the incident wind 
angle the maximum pressure coefficient is found to be as 
− 0.4 which is less than the maximum pressure coefficient of 
− 0.9 by wind tunnel experimental study and the maximum 
pressure coefficient of − 0.98 by CFD simulation study on 
flat roof without opening as described by Roy et al. (2012a, 
2012b) and the maximum pressure coefficient of − 0.8 on 
the windward roof surface, of the flat roof building with 
h

w
≤

1

2
 as mentioned in IS: 875 (part-3) (2015).

In Fig. 6b, the roof is of 10° roof slope and out of all the 
incident wind angles, the maximum pressure coefficient 

(4)Cp =

(

P − P0

)

0.5 �U2
Ref

,
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is found to be as − 0.57 which is less than the maximum 
pressure coefficient of − 0.98 by wind tunnel experimen-
tal study and the maximum pressure coefficient of − 0.91 
by CFD simulation study on pyramidal roof of 10° roof 
slope without opening as described by Roy et al. (2012a, 
b) and the maximum pressure coefficient of − 1.4 on the 
windward roof surface, of the 10° gable roof building with 
h

w
≤

1

2
 as mentioned in IS: 875 (part-3) (2015).

In Fig. 6c, the roof is of 20° roof slope and out of all 
the incident wind angles, the maximum pressure coef-
ficient is found to be as − 1.5 which is more than the 
maximum pressure coefficient of − 1.1 by wind tunnel 
experimental study and less than the maximum pressure 
coefficient of −1.6 by CFD simulation study on pyramidal 
roof of 20° roof slope without opening as described by 
Roy et al. (2012a, b) and the maximum pressure coefficient 
of − 1.2 on the windward roof surface, of the 20° gable 

roof building with h
w
≤

1

2
 as mentioned in IS-875(Part-

3):2015(IS: 875 (part-3) 2015).
In Fig. 6d, the roof is of 30° roof slope and out of all the 

incident wind angles, the maximum pressure coefficient 
is found to be as − 1.5 which is more than the maximum 
pressure coefficient of − 1.1 by wind tunnel experimen-
tal study and less than the maximum pressure coefficient 
of − 1.6 by CFD simulation study on pyramidal roof of 
20° roof slope without opening as described by Roy et al. 
(2012b) and the maximum pressure coefficient of − 1.2 on 
the windward roof surface, of the 20° gable roof building 
with h

w
≤

1

2
 as mentioned in IS: 875 (part-3) (2015).

From Fig. 6a–d, it is observed that wind pressure coef-
ficients are changing from negative pressure coefficient to 
positive pressure coefficient as the roof slope is increasing 
from 0° to 30°. The roof with 0˚ roof slope has negative 

Fig. 5  Horizontal velocity 
profile homogeneity on the 
windward side
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pressure coefficients because of its flat shape. The roof 
with roof slope 10° and 20° also has negative pressure 
coefficients on most of the surface as they also resemble a 
flat roof. In Fig. 6d, positive pressure coefficients of maxi-
mum value 0.3 is observed for 30° roof slope at 45° wind 
directions but it is 0 for 30° gable roof building and 0.3 
for 45° gable roof building with h

w
≤

1

2
 as mentioned in IS: 

875 (part-3) (2015).
From Fig. 7, where area weighted pressure coefficients 

have been represented graphically, it can be noticed that 
magnitude of negative pressure or suction is continuously 

changing with wind direction. From all the graphs, it is clear 
that when a face will be perpendicular to the wind direction, 
there will be higher pressure coefficients as compared to the 
pressure coefficients on parallel faces.

It is also noticeable that when joint of two faces will be 
perpendicular to the wind direction, then the whole roof sur-
face will have low wind pressure, it is because of the wind 
distribution, as the joint of two faces divide the wind into 
two parts and effect of wind on roof surface becomes less.

Detailed variation of pressure coefficients with values, 
on all four roof faces, i.e. face A, face B, face C and face D, 

Fig. 6  Contours of pressure 
coefficients for a 0°, b 10°, c 
20°, d 30°; roof slopes and for 
various wind directions from a 
0° to 75° @15° intervals
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for wind direction 0°–75° at an interval of 15° for all roof 
slopes, i.e. 0°, 10°, 20° and 30° is shown in Fig. 8.

From Fig. 8, it can be seen that area weighted pressure 
coefficients change continuously with changes in wind inci-
dence angles. In most cases, the face perpendicular to wind 
direction on windward side experiences the highest negative 
pressure or suction. The highest negative pressure coefficient 
was found to be − 0.540, for the 10° roof slope with a 0° 
wind incidence angle on face A.

To know the pressure variation with change in roof 
slope, a comparison has been carried out among mean 

pressure coefficients (area weighted average) and Fig. 9 
shows this comparison of overall maximum area weighted 
pressure coefficients for different roof slopes.

From Fig. 9, it is clear that the highest maximum nega-
tive area weighted pressure coefficient is for roof slope 
10°. For roof slopes 0° and 30°, it is approximately the 
same while for 20° roof slope, the maximum area weighted 
pressure coefficient is the lowest.

Fig. 6  (continued)
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Comparison between pressure 
coefficients on pyramidal roof building 
with and without openings

Openings in a building have a significant effect on wind 
pressure coefficients. To study this effect in detail, pressure 
coefficients from our present study were compared with the 
results of Roy et al. (2012a) as shown in Fig. 10 a, b. In 
their study, they have carried out the study on pyramidal 
building model with roof slopes in between 0° and 30° @ 
5° interval up to 20° roof slopes and for building models in 

between 15° and 20° roof slopes have been considered @ 
1°, because of its less suction effect on the roof slope 15° to 
20°. The pressure variation on the roof (named as A, B, C 
and D) has been observed and the maximum suction values 
have been considered which may guide the design of the 
roofing elements. The maximum suction values have been 
shown and it is to have some understanding of the nature of 
wind effects on the roof with change in the roof slope and 
wind incident angles.

With these comparisons of pressure values it can be 
concluded that the pyramidal building model with roof 

Fig. 6  (continued)
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slopes in between 15° and 20° roof slopes is having a bet-
ter chance of survival than the other roof slopes.

Openings in a building affect the wind pressure dis-
tribution on its walls and roof. Our present study found 
a large difference in pressure coefficients for building 
models with openings and those without openings. These 
findings are shown in Fig. 10. It is observed that the pres-
sure coefficients for building models, without openings 
are almost twice or three times the pressure coefficients 
of models with openings.

Velocity streamlines

Accurate modelling of wind field around building roof and 
understanding of bluff body aerodynamics assure struc-
tural safety and reliability under wind loads (Fernando 
2013; Li et  al. 2018). Melbourne (1980) has provided 
some background concerned with the fluid mechanics 
of turbulent flows, with applications to the field of wind 
engineering. He has reviewed the effects of turbulence, 

Fig. 6  (continued)
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including the effects of scale on the flow over bluff bodies 
and the resultant pressures and forces.

A velocity streamline is the path traced by a moving par-
ticle in a flow of fluid. Figure 11 shows a section of a bluff 
body (i.e. buildings and other civil engineering structures 
immersed in the atmospheric boundary layer) immersed in 
a flow of velocity V. The flow will develop local pressures 
P over the body in accordance with the Bernoulli equation 
and remain constant along a streamline.

As per the ideal conditions of stagnation V1 = 0; P1 = P + 
1/2 ρV2 and if V2 < V, P2 > P; this implies inward-acting pres-
sure (called as overpressure or simply pressure). However, 
if  V2 > V,  P2 < P, i.e. outward-acting pressure, it is known as 
suction. Pressures are usually expressed in a dimensionless 
form which is independent of velocities. This dimensionless 
form is called pressure coefficient (CP) and is defined as 

per Eq. 4. The basic characteristics of steady flow around a 
simple rectangular building or tower are shown in Fig. 11. 
The presence of the bluff bodies causes the wind flow to 
separate and formed the wake zone in the leeward direction. 
The wind flow separates from the body at the two upstream 
edges and forms two regions: an outer flow, where there is 
no viscosity effect and an inner flow, i.e. the wake region. 
The outer flow is separated by the inner flow by an area of 
high vorticity, called as “shear layer”.

Flow separation and wake regions for square and rec-
tangular cylinders immersed in a flow field are shown in 
Fig. 12a, b.

The incorporation of the pressures over the body results 
in a net force and moment. As per Fig. 12c, the components 
of the force in the along-wind and across-wind directions are 
called drag and lift, respectively. The drag, lift, and moment 

Fig. 7  Variation of area weighted averaged mean pressure coefficients (Cp) with change in roof slope (α) for different wind directions (ϴ)
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are affected by the shape of the body, the Reynolds number, 
and the incoming flow turbulence (Simiu and Yeo 2019). For 
horizontal flows, considering Bernoulli’s equation, the airflow 
velocity (V) produces a local pressure (P) which can be writ-
ten as

(5)P + 1∕2 �V2 = constant,

where the second term is called dynamic pressure and ρ is 
the air density.

The net aerodynamic lift and drag forces per unit span FL 
and FD in the across-wind and along-wind directions, respec-
tively, can be rendered dimensionless and expressed in terms 
of lift and drag coefficients, CL and CD (Simiu and Yeo 2019):

where B is some typical reference dimension of the struc-
ture. For the net flow-induced moment M about the elastic 
centre the corresponding coefficient is

(6)CL =
FL

1

2
�V2B

,

(7)CD =
FD

1

2
�V2B

,

(8)CM =
M

1

2
�V2B2

.

Fig. 8  Area weighted mean pressure coefficients (Cp) on different outer surfaces of the roof with a 0°, b 10°, c 20°, and d 30° roof slope for 
wind incident angle from 0° to 75° @15° increments
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Figure 13 shows the velocity streamlines in the XY 
plane at eave height as shown in Fig. 5, of 0° roof slope, 
i.e. flat roof models with various wind directions. As the 
building models are square in plan and are modelled for 
low-rise buildings, flow field around them with streamline 

separation and reattachment point is to be expected as per 
the pattern shown in Fig. 11. However, due to the pres-
ence of openings in building model the variation in the 
flow patterns is significant and varies with the change in 
wind directions.

It has been observed from Figs. 7 and 8 that the maximum 
area weighted averaged mean pressure coefficients (Cp) are 
higher for the wind incident angles 0°, 15° and 30° due to the 
simple reattachments of the velocity streamlines observed 
in the leeward side whereas in case of wind incident angles 
45°, 60° and 75°, significant recirculation zone is visible on 
the leeward side. Face A and Face B are affected by higher 
area weighted pressure coefficients (suction) in comparison 
with the other faces.

Figure 14 shows the velocity streamlines in the XZ plane 
at the centreline of the building as shown in Fig. 5, of 0° roof 
slope, i.e. flat roof models with various wind directions. It 
has been observed that the stagnation zone is more in case 
of wind incident angles 0°, 15° and 30° in comparison to 
the wind incident angles of 45°, 60° and 75°. Further the 
recirculation zone is gradually increasing for wind incident 
angles 0° and reaches the maximum at 75°.

Figure 15 shows the velocity streamlines in the XY plane 
at eave height as mentioned in Fig. 5, of 10° roof slope mod-
els with various wind directions.

Once again, openings cause reduction in the wake zone 
formation compared to the buildings without openings as 
mentioned in Fig. 11. Except for the 0° wind incidence 
angles, all other wind angles show formation of recircula-
tion zone in the leeward side.

Figure 16 shows the velocity streamlines in the XZ plane 
at the centreline of the building as shown in Fig. 5, of 10° 
roof slope with various wind directions. It has been observed 
that the stagnation zone is more in case of wind incident 
angles 0° and 75° in comparison to the wind incident angles 
of 15°, 30°, 45° and 60°. Further the recirculation zone is 
same for wind incident angles 0° and 75° and higher for the 
wind incident angles 15°, 30°, 45° and 60°. This observa-
tion is also reflected by higher area weighted pressure coef-
ficients (suction) on Face A and Face B for wind incident 
angles 0° and 75°. Again for this roof model also Face A 
and Face B are affected by higher area weighted pressure 
coefficients (suction) in comparison with the other faces as 
shown in Figs. 7 and 8.

The velocity streamlines in the XY plane at eave height 
as mentioned in Fig. 5, with various wind directions of 20° 
roof slope models, are shown in Fig. 17. Similar to the 10° 
models, in this model also except 0° wind incidence angles, 
all other wind angles shows formation of recirculation zone 
in the leeward side. The area weighted pressure coefficients 
(suction) on Face A for the 0° wind incidence angle is higher 
as there is no recirculation zone formation on the leeward 
surface as it is visible for all other wind incident angles.

Fig. 10  a Variation of maximum area weighted mean pressure coef-
ficients  (Cp) on pyramidal roof without openings with roof slope from 
0° to 30° for wind incidence angle of 0° to 45°, @15° increments 
(Roy et  al. 2012b) and b comparison between area weighted mean 
pressure coefficients for wind direction 15° with and without open-
ings

Fig. 11  Bernoulli’s equation and wind flow around a rectangular 
building (Stathopoulos and Baniotopoulos 2007)
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Fig. 12  Bernoulli’s equation and wind flow around a rectangular building (Simiu and Yeo 2019)

Fig. 13  Velocity streamlines for roof slopes 0° (α) and for various wind incident angles, i.e. (ϴ) from 0° to 75° @15° increments
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Recirculation zone appears near Face D for wind inci-
dence angles of 15°, 30° and 45° and it is observed near 
Face C for wind incidence angle 60° and 75°. This may 
lead to the increased suction on the adjoining wall. The 
very sudden change in flow pattern of streamlines may be 
because of openings, as the openings receive the wind flow 
differently for different wind directions.

Figure 18 shows the velocity streamlines in the XZ 
plane at the centreline of the building as shown in Fig. 5, 
of 20° roof slope with various wind directions. It has been 
observed that the stagnation zone is more in case of wind 
incident angles 0° only in comparison to the other wind 
incident angles of 15°, 30°, 45° and 60°. Further the recir-
culation zone is smaller for wind incident angles 0° and 
higher for the other wind incident angles. This observation 
is also reflected by higher area weighted pressure coef-
ficients (suction) on Face A only for wind incident angles 
0°. In this roof model, only Face A is affected by higher 
area weighted pressure coefficients (suction) in compari-
son with the other faces as shown in Figs. 7 and 8.

The velocity streamlines in the XY plane at eave height 
as mentioned in Fig. 5, with various wind directions of 30° 
roof slope models, are shown in Fig. 19.

Significant change in the recirculation zone is visible in 
comparison to the other roof models. In this models also 
30° and 45° wind incidence angles experiencing the 2–3 
numbers of larger recirculation zones in comparison to the 
other wind angles in the leeward side near Faces C and D.

The area weighted pressure coefficients (suction) on 
Faces C and D for the 30° and 45° wind incidence angles 
are higher as shown in Figs. 7 and 8. Recirculation zone 
appears near Face D for wind incidence angles of 60° and it 
is observed near Face C for wind incidence angle 75°. This 
may lead to the higher suction on the roof surfaces Faces 
D and C.

Figure 20 shows the velocity streamlines in the XZ plane 
at the centreline of the building as shown in Fig. 5, of 30° 
roof slope with various wind directions. It has been observed 
that the stagnation zone is visible above the roof surface 
Face C in all the wind incident angles. Further the recircu-
lation zone is higher for wind incident angles 30° and 45°. 
This observation is also reflected by higher area weighted 
pressure coefficients (suction) on Face C for these wind inci-
dent angles as shown in Figs. 7 and 8.

After going through the discussion on the velocity 
streamlines for different roof slopes and for various wind 

Fig. 14  Velocity streamlines for roof slopes 0° (α) and for various wind incident angles, i.e. (ϴ) from 0° to 75° @15° increments
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angles, it has been observed that the recirculation zone and 
stagnation zone are important parameters while considering 
the pressure coefficient on the roof surfaces.

Limitations and future research

The two main goals of this study of pyramidal roofed build-
ings were

(1) To evaluate the impact of the roof inclination angle 
and (2) to evaluate the impact of the wind incident angles.

Openings were present in the walls of the building, both 
for a normal wind incidence angle (α = 0°). Four roof incli-
nation angles were evaluated (0°, 10°, 20° and 30°). It is 

essential to mention the limitations of the current study, 
which may be addressed in future research work:

• This study considers a simplified single zone building. 
The impact of other building parameters such as eaves 
and internal layout must be investigated.

• This study is performed for an isolated building. Interfer-
ence effects should be considered to have a better under-
standing of the pressure variations on the roof.

• The study focuses on wind incidence angles as direction 
0°–75° at an interval of 15°.

• In this study, all cases have the same building height and 
the height to width ratio of the building is as mentioned 
in IS-875(Part-3):2015[60].

Fig. 15  Velocity streamlines for roof slopes 10° (α) and for various wind incidence angles, i.e. (ϴ) from 0° to 75° @15° increments
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• Additional research is needed to study the effect of wall 
area above and below the inlet opening, and to better 
understand its effect on the wake zone, recirculation zone 
and stagnation zones created at different locations of the 
building due to the incoming flow.

• From all contours of pressure coefficients and velocity 
streamlines, effects of roof slope, wind direction and 
opening were analysed. The effects of openings on wind 
pressure distribution and on wind flow behaviour around 
building models were found to be greater than the wind 
direction and roof slope. The present study may be taken 
further by analysing the building models for other roof 
slopes and for other types of openings.

Conclusions

This paper presents the impacts of roof slope and wind direc-
tion on wind pressure distribution over pyramidal roof of 
low-rise buildings of square plan. Ansys Fluent was used to 
generate the results which were presented by the contours of 
pressure coefficients and graphs. It is found that the variation 
of wind pressure coefficients depends upon the location of 

point of observation and evolution of general rule of thumb 
for predicting the influence of roof slope is difficult. How-
ever, peak values of pressure coefficients, pressure differ-
ence across different roofing elements and other information 
about wind pressure on pyramidal roofs of different slopes 
oriented in different directions with respect to the wind can 
be derived from these data. The main conclusions derived 
from the study are given below:

• The validation study shows that the realizable k–ε tur-
bulence model provides the most accurate results and 
capable of simulation horizontal homogeneous velocity 
profiles.

• A face perpendicular to the wind direction will have the 
higher pressure coefficients as compared to the pressure 
coefficients on parallel faces. It is also noticeable that 
when the joint of two faces is perpendicular to the wind 
direction, then the whole roof surface will have low wind 
pressure.

• Wind induces suction almost over the entire pyramidal 
roof of square plan building models for all roof slopes, 
i.e. 0°, 10°, 20° and 30° and the highest negative area 
weighted pressure coefficient was found to be − 0.540, 

Fig. 16  Velocity streamlines for roof slopes 10° (α) and for various wind incident angles, i.e. (ϴ) from 0° to 75° @15° increments
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for 10° roof slope with 0°-wind incidence angle on face 
A.

• Wind incident angle is the important parameter and a 
deciding factor while considering the area weighted 
pressure coefficient on the roof surfaces.

• The highest maximum negative pressure coefficient is 
for roof slope 10°, and for roof slope 0° and 30°, it is 
approximately same while for 20° roof slope, the maxi-
mum pressure coefficient is the lowest.

• When there are openings in a building, the wind pres-
sure distribution on walls and roof are significantly 
affected. Our study showed a considerable difference 
in pressure coefficients for building models with open-
ings and those without.

• The openings in building models with varying wind direc-
tions experienced significant differences in the flow field, 
with respect to the building without opening.

• The recirculation zone and stagnation zone formation in 
the velocity streamlines for different roof slopes and for 

Fig. 17  Velocity streamlines for roof slopes 20° (α) and for various wind incident angles, i.e. (ϴ) from 0° to 75° @15° increments
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Fig. 18  Velocity streamlines for roof slopes 20° (α) and for various wind incident angles, i.e. (ϴ) from 0° to 75° @15° increments
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Fig. 19  Velocity streamlines for roof slopes 30° (α) and for various wind incident angles, i.e. (ϴ) from 0° to 75° @15° increments
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various wind angles are important parameters while con-
sidering the pressure coefficient on the roof surfaces.
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