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Abstract
Super duplex stainless steel (SDSS) weld metal microstructures, covering the complete temperature range from ambient to
liquidus, were produced by arc heat treatment for 1 and 10 min. Temperature modeling and thermodynamic calculations
complemented microstructural studies, hardness mapping and sensitization testing. After 1 min, intermetallics such as sigma
and chi phase had precipitated, resulting in moderate sensitization at 720–840 °C. After 10 min, larger amounts of intermetallics
resulted in hardness up to 400 HV0.5 and more severe sensitization at 580–920 °C. Coarse and fine secondary austenite
precipitated at high and low temperatures, respectively: The finer secondary austenite was more detrimental to corrosion
resistance due to its lower content of Cr, Mo, and N as predicted by thermodynamic calculations. Increased hardness and etching
response suggest that 475 °C embrittlement had occurred after 10 min. Results are summarized as time-temperature-precipitation
and property diagrams for hardness and sensitization.

Keywords Super duplex stainless steel .Weldmetal . Time-temperature-precipitation diagram . Sensitization . Hardness . Sigma
phase . Stationary arc . Heat treatment . Secondary austenite

1 Introduction

Super duplex stainless steels (SDSS), with a microstructure
consisting of approximately equal amounts of ferrite and aus-
tenite, present an excellent combination of toughness and

corrosion resistance [1–4]. However, a large imbalance in
ferrite/austenite ratio and/or the precipitation of unwanted sec-
ondary phases such as nitrides, intermetallics, and sometimes
secondary austenite may result in the degradation of properties
[5, 6]. This is typically due to excessive heating and reheating
during fabrication and processing, such as cutting, heat treat-
ment, and welding [7]. To avoid the formation of nitrides and
an unacceptably high ferrite content during welding, filler
metals overalloyed in Ni, shielding and backing gases with
N-additions, and/or higher heat input are recommended to
promote austenite formation [8]. However, in thicker struc-
tures and multipass welding [8], the heat input has to be bal-
anced against the fact that sigma phase can precipitate quickly
at 600–1000 °C [4, 9]. The precipitation of secondary austen-
ite, furthermore, is a well-known phenomenon occurring in
multipass welds often leading to a reduction of corrosion re-
sistance [6, 10]. Knowledge about allowable combinations of
times, temperatures, and cooling and heating rates to avoid
detrimental changes of the microstructure is therefore essential
for efficient fabrication and processing.

Some information about the influence of heat treat-
ment temperature and time on the microstructure of
SDSS weld metal is available but is far from complete.
Nishimoto et al. [9] studied sigma phase precipitation in
a 2507 weld metal, but the chemical composition (lower
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Ni) and high ferrite content (78%) were different com-
pared to the standard requirement and practice. This
therefore could produce unrealistic results for predication
of phase transformation in real welding. Nilsson et al.
[11] investigated the precipitation of secondary phases
in different SDSS weld metals, for a selection of times
and temperatures. Hosseini et al. [12, 13] performed
multipass TIG remelting to study the precipitation of
sigma phase in the heat-affected zone of a wrought
SDSS alloy; however, the weld metal was not studied
and the thermal cycles did not allow for studies of ef-
fects of longer heat treatments. In particular, the precip-
itation temperature and morphology of deleterious sec-
ondary phases need further research. The obvious reason
for the lack of information is the time and effort required
to make the comprehensive microstructural studies re-
quired to produce time-temperature-precipitation (TTP)
or continuous cooling transformation (CCT) diagrams.
Conventional heat treatment practices [14, 15] and phys-
ical simulators such as the Gleeble thermomechanical
tester [16] and TIG remelting [13] can be employed to
study the influence of thermal cycles on the microstruc-
ture and properties. However, these methods are time-
consuming when used to cover a large range of times
and temperatures. Hosseini et al. [17] recently introduced
a novel heat treatment technique where a stationary TIG
arc is applied on a disk-shape specimen. This method
makes it possible to cover the full range of temperatures
from room temperature to liquidus in a single specimen,
thereby greatly reducing the number of samples needed
and also the characterization time required.

This study aims at complementing current knowledge
by characterizing the microstructure, sensitization behav-
ior, and hardness of a SDSS weld metal, for all temper-
atures from ambient to liquidus, after heat treatment for
1 and 10 min. Functionally graded microstructures cov-
ering the complete temperature range were produced by
arc heat treatment of as-welded SDSS weld metal, and
local temperatures were determined by temperature field
modeling calibrated by measurements. Evaluation of mi-
crostructures was complemented by thermodynamical
calculations. Results are summarized as TTP and prop-
erty diagrams.

2 Experimental

2.1 Materials and welding

A schematic illustration of the procedure used for pro-
ducing weld metal specimens for arc heat treatment is
shown in Fig. 1. An 8 × 30-mm rectangular groove in a
20-mm-thick type 2507 SDSS plate was filled with 25

TIG welding passes using 2509 type welding filler ma-
terial and Ar-30%He-2%N2 shielding gas. The procedure
ensured a minimum dilution with base material in the
weld metal. The chemical compositions of the base and
filler materials are presented in Table 1.

As the next step, a plate with the dimensions of 200 ×
100 × 6 mmwas machined from the plate, with the weld metal
located in the center. An autogenous TIG remelting pass was
applied along the weld centerline using Ar-2%N2 shielding
gas, where the welding current, voltage, and speed were
145 A, 14.5 V, and 1.6 mm/s, respectively. The aim was to
homogenize the chemical composition and microstructure of
the weld metal to be studied. A cross section of the plate with
as-welded and remelted regions can be seen in Fig. 1. Finally,
two 99-mm-diameter disks for arc heat treatment were
waterjet cut from the plate.

2.2 Arc heat treatment

A top view of the arc heat treatment device and a schematic
illustration of the equipment are shown in Fig. 2. The disk-
shaped sample, produced as explained in Sect. 2.1, was
mounted on the water cooled chamber, and a stationary TIG
arc was applied. An arc current of 100 A and an arc length of
3 mm were used to heat treat two samples for 1 and 10 min,
respectively. More details about the arc heat treatment tech-
nique can be found in [17].

In addition, thermal cycle analysis was performed on 2507
SDSS base material by attaching several thermocouples, as
shown in Fig. 2a. Data from the thermal cycle analyses was
employed to calibrate a model giving the steady-state temper-
ature distribution in the sample during arc heat treatment as
described in Sect. 2.4.

2.3 Characterization techniques

Cross sections from arc heat-treated samples were prepared
by waterjet cutting, grinding, and polishing employing
standard procedures. Samples were studied after
electrolytical etching with 10 wt.% NaOH for 4 s with
4 V and after etching with a modified Beraha’s etchant
using an Olympus BX60M microscope. Polished samples
were also studied using the back scattered electron mode
(BSE) in a Toshiba TM3000 scanning electron microscope
(SEM). In duplex stainless steels and weld metals, inter-
metallics such as sigma and chi are easily recognizable
using atomic number contrast in BSE SEM. This technique
was therefore employed to measure the sigma phase con-
tent and to detect the precipitation of chi phase.

Electron back-scattered diffraction (EBSD) analysis
was also performed to identify phases. A colloidal silica
polished sample was used for EBSD to provide the max-
imum indexing rate. A Zeiss Sigma HDVP interfaced
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with a Nordlys EBSD detector from Oxford Instruments
was employed for EBSD analysis using a step size of
110 nm and an accelerating voltage of 20 kV. The
Aztec 2.1 and HKL Channel 5 software packages were
used for data acquisition and analysis, respectively.

Ferrite numbers were measured from the arc heat treat-
ment fusion zone to 5 mm from the fusion boundary using
a Fischer Feritscope.

A Struers DuraScan 80 automated hardness tester was
utilized to map the microhardness of heat-treated sam-
ples using a 500-g load. The number of indents were
274 and 685 for the samples arc heat treated 1 and
10 min, respectively. The procedure of hardness map-
ping is explained by Brayshaw et al. [18].

The sensitization of duplex stainless steels is due to
the low Cr and Mo contents in regions adjacent to inter-
metallics and nitrides and also sometimes the formation
of secondary austenite with low Cr and N [12].
Sensitization testing was performed based on ASTM

A262 [19], Practice A with some modification. Samples
were electrolytically etched in 10 wt.% oxalic acid for
1 min with an applied voltage of 2 V. The degree of
sensitization and location of sensitized regions were eval-
uated by light optical microscopy.

2.4 Temperature field modeling and thermodynamic
calculations

The steady-state temperature distribution around the fu-
sion zone has previously been modeled using the open
source computational software OpenFOAM® [17, 20].
The existing model was used but adapted to the actual
geometries of the fusion zones in the 1- and 10-min arc
heat-treated samples. Temperature measurements used
for calibration had previously been performed on 2507
base material, as explained in Sect. 2.2. Figure3 shows
that the thermal properties of the 2507 type base mate-
rial and the 2509 type filler material are nearly identical

Fig. 1 Illustration of procedure for preparation of disk-shaped samples
for arc heat treatment. A groovewasmachined and filled with 2509 SDSS
filler material. ATIG remelting pass (yellow) was applied to homogenize

the weld metal. Finally, two samples were extracted with the TIG
remelted pass at the center

Table 1 Chemical composition (wt.%) of 2507 type base and 2509 filler material

C Si Mn P S Cr Ni Mo N Cu W Fe

Base metal 0.016 0.44 0.76 0.028 0.001 25.04 6.93 3.78 0.265 0.40 – Bal.

Filler metal 0.015 0.40 0.61 0.014 0.001 25.53 9.22 4.04 0.260 0.09 0.04 Bal.
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why the existing model [17] could be applied to the
weld metal samples.

Equilibrium phase fractions and TTP diagrams were calcu-
lated using JMatPro, version 6.2.1, for the actual chemical
composition of the filler material (Table 1).

3 Results

3.1 Macrostructure and temperature distribution

A schematic illustration of the cross section of an arc heat
treatment sample (see Fig. 1 for procedure of preparation) is
shown in Fig. 4a. As welded and remelted regions and the arc
heat treatment fusion zone are shown.

Cross sections and corresponding steady-state temper-
ature distribution maps, produced by modeling, for 1 and
10 min arc heat-treated samples are shown in Fig. 4b, c.

The fusion zone is fully ferritic in both samples whereas
a graded microstructure, as revealed by variations in the
etching response, was formed in the region heat affected
by the arc heat treatment.

1The temperature profiles are very similar for the two sam-
ples with the main difference being the slightly larger weld
pool for the 10-min sample. In both cases, the temperature
dropped to 600 °C within 2 mm from the FB showing the
sharp temperature gradient next to the fusion boundary.

3.2 Calculated equilibrium phase and TTP diagrams

The equilibrium phase fraction diagram calculated by
JMatPro for the 2509 filler material composition given
in Table 1 is shown in Fig. 5a. The maximum stability
temperature for sigma phase is 1070 °C, and the largest
content is predicted to form at 600–800 °C. In addition
to sigma phase, the precipitation of chi phase, G phase,

Fig. 3 Specific heat and thermal
conductivity calculated by
JMatPro for base (2507) and filler
(2509) material with composi-
tions as specified in Table 1

Fig. 2 Arc heat treatment. a Attachment of thermocouples (TC) on the top side of the disc shaped sample. b Schematic illustration of the arc heat
treatment device with a stationary TIG arc on the top side and water cooling on the back side producing a steady-state condition
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Laves, carbides, and nitrides is also predicted.
Calculations also predict the formation of Cr-rich and
Fe-rich ferrite below 500 °C known as 475 °C
embrittlement.

TTP curves for 1 wt.% chi, 1 wt.% sigma, and 10 wt.%
sigma in 2509 weld metal and 1 wt.% sigma in 2507 base
material calculated by JMatPro are shown in Fig. 5b. The nose
of the curves is at about 980 °C for 1 and 10% sigma phase in
2509 weld metal, but at 950 °C for 1% sigma phase in 2507
basematerial. The nose for 1% chi is located at 920 °C in 2509
weld metal.

3.3 Microstructure and hardness before arc heat
treatment

Representative micrographs showing the microstructure of the
as-welded and TIG-remelted weld metal, before the arc heat
treatment, are presented in Fig. 6. The microstructure, in both
regions, consists of a ferritic matrix with grain boundary and
Widmanstätten austenite. Nitrides are also present inside the
ferrite grains in the remelted microstructure. The ferrite num-
bers of as-welded and remelted regions were 37 ± 1 FN and
50 ± 1 FN, respectively. Microhardness mapping showed that

hardness was uniform in both regions varying between
260 HV0.5 and 290 HV0.5.

3.4 Microstructure of arc heat treated samples

In this section, the evolution of different microstructural con-
stituents after 1 and 10 min arc heat treatment are presented.

3.4.1 Austenite and ferrite

The arc heat treatment fusion zonewas fully ferritic in both the
1 and 10 min samples. The ferrite number was between 40 FN
and 50 FN in the 1 min sample in the area next to fusion
boundary of the arc heat treatment fusion zone (FB). In the
10 min sample, as shown in Fig. 7, the ferrite number was 75–
96 FN next to the FB and then decreased to 30 FN 2mm away
before increasing to about 50 FN 5.5 mm from the FB. The
complex, and in many regions very fine, microstructures of
the arc heat-treated samples made ferrite content measure-
ments by image analysis of optical micrographs impracticable
and unreliable and was therefore not applied.

In the fusion boundary zone (FBZ), next to the fusion zone,
the austenite is dissolving and gets finer with time as illustrat-
ed in Fig. 8a, b. This zone is a representative of the high-

Fig. 4 a Schematic illustration of
the regions in arc heat-treated
samples showing the as-welded
region, remaining from the filling
of the groove, and the TIG
remelted region with the fused
zone from the arc heat treatment.
Cross sections and temperature
distributionmaps of b 1min and c
10 min arc heat-treated samples.
The fusion zone is fully ferritic in
both samples. Note the lower
contrast between ferrite and
austenite at locations
corresponding to temperatures of
about 475 °C in the 10 min
sample
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temperature heat-affected zone (HTHAZ) in duplex stainless
steels. However, at the somewhat lower temperature of
1220 °C, the austenite content increases with heat treatment
time (Fig. 8c, d) as the austenite coarsens.

3.4.2 Secondary phases

The highest temperatures where secondary austenite was ob-
served was 960 °C after 1 min and 1110 °C after 10 min

Fig. 5 a Equilibrium phase
fraction diagram for 2509 filler
material. Secondary phases, such
as sigma, chi, and nitrides, are
predicted to form below about
1100 °C. b TTP diagrams
calculated by JMatPro for 1% chi
and sigma and 10% sigma in
2509 weld metal and 1% sigma in
2507 base material

Fig. 6 Microstructure of a the as-
welded region and b the TIG
remelted region before arc heat
treatment
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(Fig. 9). The secondary austenite was finer at lower tempera-
tures and the content increased with heat treatment time.
Table 2 shows that the range of secondary austenite formation
temperature is wider for longer heat treatment time as the
upper temperature limit goes up at the same time as the lower
temperature limit decreases.

Representative BSE SEM micrographs of the 1 and
10 min samples for different temperatures are presented
in Fig. 10. The bright gray phase is interpreted as sigma
and the brightest particles as chi based on the expected
typical compositions of these phases resulting in a
brighter atomic contrast compared to ferrite and austen-
ite. The highest temperature where traces of sigma
phase were seen was 900 °C for the 1 min sample

and 1020 °C for the 10 min sample. As shown in
Fig. 10, sigma was found as thick films in ferrite/
austenite phase boundaries especially in narrow ferrite
regions after 1 min heat treatment. In the 10 min sam-
ple, sigma had a more blocky shape at higher tempera-
tures (with some cracks, Fig. 10b) and a combination of
blocky and more coral like shapes at lower temperatures
(Fig. 10d, f). The shape gradually changes from blocky
to coral like with time as sigma grows as illustrated for
780 °C in Fig. 10e, f.

A typical BSE SEM micrograph and high-resolution
EBSD phase maps from a location heat treated 10 min
at about 850 °C are shown in Fig. 11. The microstruc-
ture consists of ferrite and austenite as well as sigma

Fig. 8 FBZ microstructure in a
1 min and b 10 min samples,
showing austenite dissolution
with increasing holding time.
Some nitrides (dark spots) can be
seen in themicrostructure for both
heat treatment times.
Microstructure of regions heat
treated at 1220 °C for c 1 min and
d 10 min suggest coarsening of
austenite

Fig. 7 Ferrite numbers in the
vicinity of the FB in the 10 min
sample. The ferrite number was
96 FN next to the FB, then
decreased to 30–36 FN and
reached the level of the unaffected
remelted region about 5.5 mm
from the FB
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and chi phase. The content of sigma phase is much
higher than chi. Sigma phase was typically found pre-
cipitating in narrow ferrite regions and among secondary
austenite as shown in Fig. 11b, c, respectively.

The calculated equilibrium andmeasured contents of sigma
phase are shown in Fig. 12 for the samples heat treated for 1
and 10 min. Sigma phase was not distributed uniformly in the
microstructure which is why there was a large scatter in the
measured content. The content and precipitation temperature
range of sigma phase increased with increasing heat treatment
time. However, the maximum content of sigma phase was
observed at 780 °C for both heat treatment times with 3.3 ±
0.6% after 1 min and 18.0 ± 6.0% after 10 min. As expected
the content of sigma phase is far from the equilibrium content
calculated by JMatPro even after the 10 min heat treatment.

Chi phase is the brightest imaging phase in BSE SEM
micrographs in Fig. 10 due to its high Mo content. Chi was

observed in ferrite/austenite boundaries as well as austenite/
sigma phase boundaries. Chi phase was also found between
secondary austenite grains, as shown in Fig. 11b. It formed
discrete particles at high temperatures and thin films at ferrite/
austenite boundaries at lower temperatures. In the 10min sam-
ple, it covered a larger fraction of phase boundaries at lower
temperatures.

Nitrides were observed in the FBZ (or HTHAZ) after 1-
and 10-min aging as shown in Fig. 8a, b. They precipitated
inside ferrite grains and the content decreased with increasing
heat treatment time and decreasing temperature. It should be
noted that these most likely formed on cooling after heat treat-
ment rather than during the arc heat treatment.

3.5 Hardness

Microhardness maps of the 1 and 10 min samples are shown
in Fig. 13. The fusion zone (formed due to remelting during
arc heat treatment) showed higher hardness compared to the
TIG remelted weld metal before arc heat treatment. After 1-
min aging, the average hardness tended to be slightly in-
creased in the region heat treated at around 800 °C. After
10-min aging, on the other hand, two regions with a higher
hardness were observed as shown in Fig. 13. These regions
were located around 800 and 475 °C with maximum hardness
values of 400 HV0.5 and 320 HV0.5, respectively. It can be
noted that the location of the band with low contrast between
ferrite and austenite in Fig. 4 coincides with that of the second
hardness band in Fig. 13.

Fig. 9 Intragranular secondary
austenite forming after arc heat
treatment for 1 and 10 min.
Coarser secondary austenite
forms at higher temperatures (a,
b) and finer at lower temperatures
(c, d). The amount increase with
longer holding time (c, d)

Table 2 Summary of temperature ranges for microstructural features
and properties in arc heat-treated samples

Observation 1 min 10 min

Secondary austenite 640–960 °C 600–1110 °C

Sigma 720–900 °C 700–1020 °C

Chi phase 720–800 °C 650–940 °C

Sensitization 720–840 °C, FB 580–920 °C, FB

Hardness peaks 800 °C 700–920 °C, 450–480 °C
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3.6 Sensitization

Light optical micrographs of 1 and 10 min samples
after sensitization testing are presented in Fig. 14.
The FBZ was sensitized where nitrides precipitated
for both heat treatment times. The coarse secondary
austenite formed at higher temperatures did not cause
significant sensitization (Fig. 14b), but the finer
forming at lower temperature (Fig. 14c) did. Narrow
ferrite arms among primary austenite grains were sen-
sitized after 1 min at 780 °C (Fig. 14d). After 10 min
at the same temperature, the sensitization became

much more pronounced as shown in Fig. 14f. Ferrite/
austenite phase boundaries were also often sensitized
after 10 min at 580 °C.

4 Discussion

The arc heat treatment technique produced a tempera-
ture gradient similar to that expected for welding,
resulting in a graded microstructure. This section dis-
cusses how the microstructure evolves with time at dif-
ferent temperatures and how properties are affected.

Fig. 10 BSE SEM micrographs
showing microstructure of 1 and
10 min arc heat-treated samples at
different temperatures. The con-
tents of sigma (gray) and chi
(bright) phase increased with
time. Sigma phase has a blocky
shape at lower temperatures and a
more coral-like morphology at
higher temperature in the 10 min
sample
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4.1 Overall changes in the microstructure

Schematic illustrations of the main phases of the weld metal,
their morphology, and phase fractions after 1- and 10-min arc
heat treatment are shown in Fig. 15. Changes, compared to the
as-welded condition, are as expected more pronounced for
longer heat treatment times as the equilibrium conditions are
approached (Fig. 5). The remelted weld metal was markedly
affected in a wide range of temperatures in the 10 min sample.
For instance, only a few sigma phase particles were present at
800 °C, but significant amounts of sigma phase and secondary
austenite were present after 10 min.

4.2 Ferrite/austenite

The austenite content decreased markedly above about
1250 °C (Fig. 8), HTHAZ, as the relative stability of the ferrite
increased (Fig. 5) and due to nitrogen loss. After 10 min the

ferrite number was as high as 96 FN in the HTHAZ compared
to 50 FN in unaffected remelted weld metal. Around 800 °C
(Fig. 7), there was instead a reduction in ferrite number of 20
FN due to the transformation of ferrite to secondary phases,
such as secondary austenite and sigma and chi phase.

It should be noted that the fully ferritic regions formed after
1- and 10-min arc heat treatments do not reflect real welding
conditions due to the long time spent in the liquid state.
However, it clearly shows the influence of nitrogen depletion
on the microstructure.

4.3 Secondary phases

4.3.1 Secondary austenite

The driving force for precipitation of austenite, which is related
to the difference between the initial and equilibrium austenite
contents, increased with decreasing temperature. The austenite

Fig. 11 a A typical BSE SEM microgaph of 10 min sample showing different locations where sigma phase precipitated at 850 °C. b, c EBSD phase
maps from regions arc heat treated at 850 °C for 10 min. Sigma, chi, ferrite, and austenite are present in the microstructure

Fig. 12 Measured and calculated
equilibrium sigma phase content
in 1 and 10 min arc heat-treated
samples. The maximum content
of sigma phase precipitated at
780 °C for both heat treatment
times
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content increased during heat treatment by growth of primary
austenite and precipitation of secondary austenite between ap-
proximately 600 and 1250 °C. A wider secondary austenite
precipitation temperature range after 10 min compared to after
1 min (Table 2) is an indication of transformation through

nucleation and growth [21]. It has been reported that secondary
austenite mostly precipitates between 800 and 1000 °C; how-
ever, it has been seen at lower temperatures down to 600 °C
[10, 21], which is in good agreement with the present obser-
vations. Finer secondary austenite, observed at lower

Fig. 14 Light optical micrographs of different regions in 1 and 10 min
samples after sensitization testing by electrolytical etching in 10% oxalic
acid. a Sensitization due to nitride precipitation in FBZ. b coarse
secondary austenite did not cause significant sensitization, but c fine

intragranular secondary austenite was sensitized. d Sensitization in
narrow ferrite arms were seen at 780 °C, e greater sensitization in
10 min sample at 780 °C, and f sensitization of ferrite/austenite phase
boundaries

Fig. 13 Microhardnessmaps of samples arc heat treated for 1 and 10min.
The fusion zones are harder than before arc heat treatment. In the heat-
affected region, hardness increased slightly in regions heat treated at
around 800 °C in the 1 min sample (arrow). The same region shows very

high hardness after 10-min heat treatment. Another high hardness region
was found corresponding to heat treating at about 475 °C in the same
sample
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temperatures (Fig. 15), form due to slower diffusion and easier
nucleation due to the larger thermodynamical driving force. At
higher temperature where nucleation is limited, growth is the
prominent mechanism and therefore coarser secondary austen-
ite form. The morphology of secondary austenite observed in
this study is in good agreement with that reported for weld
metals in other studies [10, 22–24].

Austenite may also form through the eutectoid transforma-
tion of ferrite to sigma phase and austenite. However, in real
welding thermal cycles or short heat treatment times, as the 1-
min heat treatment, this type of austenite may be not observed.

4.3.2 Sigma phase

As shown in Fig. 12, the most rapid precipitation of sigma
phase occurs between 750 and 900 °C, where 1% sigma phase
formed in less than 1 min and with a maximum after 1 min of
3.2% at 780 °C. This can be compared to results of Nilsson
et al. [11] who reported precipitation of 1% intermetallics at
around 780–1000 °C after 1 min in a SDSS weld metal.
Different precipitation kinetics might be the result of different
initial ferrite/austenite ratios, chemical compositions, and
heating rates to the holding temperature. Furthermore, the
nose of the precipitation curve in the TTP diagram predicted
by JMatPro (Fig. 5) is located at least 100 °C higher compared
to the present results. A likely reason is that JMatPro does not
consider the initial weld metal non-equilibrium distribution of
alloying elements, which is expected to have a significant
influence on the precipitation behavior [25].

Blocky and coral-shaped sigma phase, as shown in
Fig. 15, have also been reported by Martins et al. [26]
for a cast duplex stainless steel. Figure 10 demonstrates
that sigma is mainly present as discrete blocky particles

in ferrite/austenite boundary after 1 min at 780 °C but
changes to coral shaped after 10 min. The morphology
has been attributed to a higher number of nuclei at
lower temperatures in other studies. However, the pres-
ent study suggests that growth also plays an important
role, presumably as an effect of the required diffusion
which obviously is affected by the temperature.

4.3.3 Chi phase

Chi precipitated as discrete particles in small amounts at tem-
peratures above 750 °C (Table 2 and Fig. 11). As amounts
were much smaller than for sigma, it is not likely that the chi
precipitates, themselves, have any major effect on properties
for these heat treatment temperatures. However, at lower tem-
peratures, thin chi phase films (Fig. 12), previously also ob-
served byKarlsson et al. [27] in a 2205DSSweldmetal, could
be more detrimental as they decorated many ferrite/austenite
phase boundaries and as the sigma content was smaller. It has
been proposed that chi phase can also act as a nucleation site
for sigma, which indirectly increases their negative influence
on properties [4].

4.3.4 Nitrides

The precipitation of nitrides in the FBZ (corresponding
to HTHAZ in welds) is schematically shown in Fig. 15.
Precipitation in highly ferritic regions, on cooling to
room temperature in the HTHAZ, is a well-known phe-
nomenon reported in literature [28–33]. Higher peak
temperatures followed by rapid cooling to temperatures
where nitrides are stable increase the nitride content.
This is due to that this restricts austenite formation and

Fig. 15 Schematic illustrations of microstructure of weld metal after a) 1- and b 10-min arc heat treatment. Significant amounts of secondary austenite
and sigma phase, together with some chi phase, had precipitated after 10-min arc heat treatment
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causes super saturation of nitrogen in ferrite, which pro-
motes the precipitation of nitrides. The lower content of
nitrides in the HTHAZ after 10 min, compared to after
1 min, is probably the result of nitrogen loss.

4.3.5 Other phases

Minor amounts of other phases such as Pi nitride, R, which
has earlier been observed in 2205 weld metal [27], G, car-
bides, and Laves phase, all predicted to form by JMatPro
(Fig. 6), might possibly also be present in the 10 min sample.
However, more detailed microstructural studies with for ex-
ample transmission electron microscopy would be required to
identify these.

4.4 Properties

4.4.1 Hardness

Sigma phase There is a clear correlation between hardness and
the sigma phase content. The precipitation of 3.2% sigma
phase after 1 min, only slightly increased the hardness, as
shown in Fig. 13. After 10 min, regions treated in the temper-
ature range of 700–920 °C shows the maximum hardness,
which is where the highest content of sigma phase was ob-
served. However, hardness is not a good indicator for the loss
of mechanical properties, as the impact toughness has been
reported to drop significantly also for 3% sigma phase [30].

475 °C embrittlement High hardness and a low contrast etch-
ing response occurred after 10 min in regions heat treated
around 475 °C which is the temperature regime where
JMatPro predicted formation of Cr-rich and Fe-rich ferrite.
Nilsson et al. [34] heat-treated 22Cr–3Mo–8Ni weld metal
and reported that spinodal decomposition of ferrite caused
embrittlement accompanied by a hardness increase at the same
temperature. Örnek et al. [35] used Volta potential testing and

Fig. 16 Thermodynamic
calculations of secondary
austenite precipitation. a Content
of N, Mo, and Cr in secondary
austenite forming in ferrite with a
composition corresponding that
calculated at equilibrium at
1250 °C. b PREN of secondary
austenite forming at different
temperature

Table 3 Chemical composition (wt.%) of ferrite in the remelted region

Si Mn Cr Ni Mo N W C+P+S+Cu Fe

Ferrite 0.45 0.55 26.59 7.58 4.52 0.08 0.05 < 0.2 wt.%, Bal.
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verified that ferrite decomposition reduced the Volta potential
difference between ferrite and austenite in type 2205 DSS
resulting in a similar etching behavior of the two phases.
Therefore, the etching response and hardness increase togeth-
er are strong indications of ferrite decomposition, so-called
475 °C embrittlement, occurring in the weld metal in the
10 min sample.

4.4.2 Sensitization behavior

Nitrides (in the FBZ), early-stage sigma phase (in 1 min sam-
ple), and chi phase precipitation at phase boundaries resulted
in the sensitization of the adjacent ferrite. This has earlier been
proven to be due to the depletion of Cr and/or Mo [36–38]. As
the longer heat treatment time in this study resulted in less
nitride formation, less sensitization occurred in the FBZ in
the 10 min sample. In contrast, eutectoid austenite which

formed together with coral shaped sigma phase in the
10min sample was heavily etched during sensitization testing,
presumably as a consequence of its low content ofMo, Cr, and
N [39]. Overall, the longer heat treatment time led to the pre-
cipitation of more intermetallics, especially sigma phase, and
hence more pronounced sensitization, which was also report-
ed by Hertzman et al. [40].

It has been claimed that secondary austenite has bet-
ter corrosion properties compared to ferrite but worse
than primary austenite [41]. The present study cannot
confirm this with certainty but fine secondary austenite,
formed at lower temperatures, definitely etched heavily
suggesting sensitization (Fig. 15). Thermodynamic cal-
culations were performed attempting to explain this ob-
servation. It was assumed that the chemical composition
of ferrite in the remelted region is similar to the equi-
librium composition at 1250 °C (Table 3), at which the

Fig. 17 Proposed TTP diagrams for type 2509 super duplex stainless
steel weld metal based on observations for 1- and 10-min heat treatments.
The diagrams also present information on the morphology of different
phases and of sensitization and hardness above 285HV0.5

(embrittlement). a Secondary austenite, b sigma phase, c chi phase, and
d sensitization and hardness (embrittlement). Hardness increase was used
to predict 475 °C embrittlement. Note: nitrides precipitate in highly fer-
ritic regions on cooling after heat treatment
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equilibrium content of ferrite is about equal to its con-
tent in the remelted region before arc heat treatment.

The equilibrium composition of secondary austenite pre-
cipitating in ferrite with this composition was then calculated
for different temperatures as shown in Fig. 16a. It can be noted
that secondary austenite precipitating at higher temperature is
richer in Cr and Mo and significantly higher in N.

The contents of these three elements are generally used to
calculate pitting resistance equivalent (PREN) with the fol-
lowing formula:

PREN ¼ wt:%Cr þ 3:3wt:%Moþ 16wt:%N

The phases with lower PREN are more susceptible to
pitting attack [42]. As may be seen in Fig. 16b, the finer
secondary austenite precipitating at lower temperature has
much lower PREN, compared to the coarser one precipi-
tating at higher temperature. Therefore, the observed larger
sensitization of finer austenite is in agreement with that
predicted by calculations.

4.5 Concluding remarks

Time-temperature-precipitation and property diagrams pro-
posed based on the present studies of samples heat treated
for 1 and 10 min are shown in Fig. 17. The nose position of
curves should of course be used with caution as these could
not be defined exactly based the present study. The precipita-
tion of secondary austenite is presented in Fig. 17a. Start of
sigma phase precipitation, and typical morphologies, are
shown in Fig. 17b. As pointed out earlier, reasonable agree-
ment was found with results of Nilsson et al. [11] whereas
calculations with JMatPro suggests that rapid formation
should occur at much higher temperature than observed. The
precipitation of nitrides and chi is shown in Fig. 17c. Also for
chi, there is a discrepancy between observed and predicted
temperatures for most rapid formation. Time-temperature-
hardness and sensitization curves are presented in Fig. 17d.
The nose of the curve for 475 °C embrittlement should be used
with care as no indication of increased hardness
(embrittlement) was found in the 1 min sample. However,
there was definitely an increase in hardness, accompanied by
a change in etching response, in the 10 min sample (Fig. 14).

5 Conclusions

Microstructures, covering the complete temperature range
from ambient to liquidus, were produced by arc heat treatment
of as-welded 2509 type super duplex stainless steel weld met-
al. The evolution of microstructure, sensitization behavior,
and hardness was characterized and compared to the as-
welded condition, after heat treatment for 1 and 10 min.

Results are summarized as time-temperature-precipitation
and property diagrams. The following was concluded:

1. Austenite content decreased above approximately
1250 °C, which promoted precipitation of nitrides in fer-
rite during rapid cooling. This effect was more pro-
nounced for the longer heat treatment time.

2. The growth of primary austenite at high temperatures and
the precipitation of secondary austenite at intermediate
and low temperatures increased the austenite content be-
tween 600 and 1250 °C.

3. Sigma phase precipitated at 700–1020 °C, with maximum
contents of 3.2% after 1 min and 18.0% after 10 min at
780 °C. Sigma typically had a blocky shape at higher
temperatures and a combination of blocky and more
coral-like shapes at lower temperatures.

4. Chi phase precipitated as discrete particles at 700–800 °C,
but as thin films at ferrite/austenite phase boundaries at
600–700 °C.

5. Formation of sigma, chi, nitrides and fine secondary aus-
tenite caused significant sensitization. The sensitization
temperature range increased from 720–840 °C after
1 min to 580–920 °C after 10 min heat treatment.

6. Sensitization due to formation of fine secondary austenite
can be understood in terms of its low Cr, Mo, and N
content predicted by thermodynamical calculations.

7. Formation of sigma was accompanied by an increase in
hardness and was most pronounced at 700–920 °C. The
increased hardness in regions heat treated around 475 °C
for 10 min was interpreted as being due to ferrite decom-
position, so-called 475 °C embrittlement.
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