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Abstract
Pyrolysis is an option for enhancing the sustainable management of broiler manure surpluses by producing a concentrated, 
hygienic char product with a fertilizer and soil conditioner value. In this study, the impacts of pyrolysis conducted at 350, 
400 and 450 °C on total nutrient and harmful element concentrations in biochars derived from peat-bedded broiler manure 
were examined. Emphasis was placed on the availability of phosphorus (P). In addition, the pore structures of these biochars 
were explored using X-ray microtomography and image analysis. During pyrolysis, 35–50%, 40–55% and 35–45% of the 
original carbon, nitrogen and sulfur contents, respectively, of the feedstock biomass were lost as volatiles. Mineral elements, 
including P, were concentrated in the biochar. Although water-extractable P was found to be converted to less labile forms 
due to charring, the concentration effect and notable increase in sodium bicarbonate-extractable P rendered broiler manure 
biochars richer in total labile P in comparison with feedstock manure (7.1, 10.0, 11.1 and 14.8 g labile P  kg−1 in feedstock 
and biochars produced at 350, 400 and 450 °C, respectively). The pore volume of the micrometer-scale porosity of the broiler 
manure biochar was comparable to that found earlier in wood-based biochars. In comparison with wood-based biochars, the 
pore structure of broiler manure biochars was more versatile, and the pore size distribution was wider. Consequently, part 
of the porosity was too large to store plant-available water, which may reduce the potential of broiler manure biochars to 
improve soil water storage capacity.
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1 Introduction

In recent decades, the intensification and concentration 
of farm animal systems has created considerable regional 
manure surpluses (Mallin and Cahoon 2003; Potter et al. 
2010). The consequent on-farm land applications of manure 
in quantities exceeding the acreage’s need have led to pol-
lution of soil, air and water due to accumulation and subse-
quent leaching of nutrients and metals, gaseous emissions of 
ammonia, methane and nitrous oxides, and the spreading of 

pathogenic microorganisms (Martinez et al. 2009). In pur-
suit of reducing environmental hazards and enhancing the 
sustainable use of manure, many countries have introduced 
regulatory measures controlling manure management (Oen-
ema 2004; Sommer et al. 2013). The transport of manure 
from the surplus regions to areas in need of nutrient inputs 
is limited by high costs (Paudel et al. 2009). An alternative 
to direct land disposal is to exploit the excess manure for 
renewable energy generation (Cantrell et al. 2008; Dalólio 
et al. 2017; Florin et al. 2009; Otero et al. 2011).

The complete oxidation of manure via combustion con-
centrates nutrients in the ash, which can be used as fertilizer, 
but nitrogen and organic matter are lost in the process. Pyrol-
ysis, meaning heating in the absence of oxygen, decomposes 
the manure into solid char, non-condensable gases (e.g. CO, 
 CO2,  CH4,  H2) and a liquid fraction rich in hydrocarbons 
(bio-oil), which in addition to energy production, are feasible 
for numerous other applications (e.g. Laird et al. 2009; Libra 
et al. 2011). From an agricultural perspective, biochar has 
shown promise as a soil amendment (Atkinson et al. 2010; 
Jeffery et al. 2011). Since charring reduces the original 
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volume of the manure and concentrates valuable nutrients 
such as phosphorus (P), pyrolysis increases the economic 
transport distances for land application and ensures manure 
hygienization.

The mechanisms behind positive growth effects resulting 
from the incorporation of biochar into soil probably arise 
from an increase in soil pH, the amount of available nutri-
ents, cation exchange or water retention capacity, enhanced 
nutrient use efficiency or decreased soil mechanical resist-
ance (Chan et al. 2007; Glaser et al. 2002). An additional 
advantage of soil amelioration with biochar is an increase 
in long-term carbon storage, which contributes to climate 
change mitigation (Woolf et  al. 2010). However, crop 
response to soil biochar amendment is highly variable and 
dependent on the properties of both the biochar and the soil 
(Jeffery et al. 2011).

The characteristics of biochar are governed by the prop-
erties of the feedstock biomass (e.g. Novak et al. 2014; 
Zornosa et al. 2016). Biochars derived from manure are 
in general rich in inorganic nutrient elements and thus 
have potential to enhance soil fertility (Enders et al. 2012; 
Novak et al. 2013, 2014; Ro et al. 2010). Although variation 
between diets, production techniques and manure handling 
generates substantial variation in the manure properties, 
broiler manure is overall the richest in nutrients compared 
to different livestock manures (Christensen and Sommer 
2013; Moore et al. 1995). In modern broiler production, 
the birds are kept on a litter bed of wood shavings, peat or 
straw, which is removed at the end of each growing cycle 
(Sommer and Christensen 2013; Sørensen et al. 2006). The 
manure is thus composed of feces, feathers and wasted feed 
mixed in a large amount of bedding, and is typically low 
in moisture (Christensen and Sommer 2013; Moore et al. 
1995). The proportion of P in broiler manure is especially 
high (N:P:K–6:2:3), which renders broiler manure biochars 
as potential P fertilizers (Chan et al. 2008; Nicholson et al. 
1996; Szogi and Vanotti 2009).

In addition to the feedstock type, process parameters, 
especially the highest heating temperature used, affect the 
characteristics of the biochar (e.g. Kloss et al. 2012; Song 
and Guo 2012). In general, an increase in the maximum 
temperature reached increases pH, ash content, surface area 
and aromatization, and thus the stability of the produced 
biochar, but decreases the surface functionality, and conse-
quently the cation exchange capacity (Mukherjee et al. 2011; 
Novak et al. 2009, 2013). Increasing the heating temperature 
has also been shown to decrease the availability of inherent 
biochar nutrients due to mineral crystallization (Zornosa 
et al. 2016). To produce biochar for agricultural use target-
ing soil fertility enhancement, low production temperatures 
(300–450 °C) are recommended (Song and Guo 2012; Wang 
et al. 2012).

There is scant amount of literature on the structure 
of manure-based biochars. For wood-based materials, 
Gray et al. (2014) proposed a physical pore model, which 
describes the evolution of biochar porosity in pyrolysis. 
According to this model, biochar porosity consists of sta-
ble residual porosity that is based on the cellular structure 
of the feedstock plants and the pyrogenetic nanoporosity 
that develops during the pyrolysis process. The first type of 
porosity is more relevant for soil amendments, as the pores 
are in a size range capable of storing plant-available water. 
Since manure-based biochars consist of several components, 
it is likely that they lack a similarly well-defined structure to 
that found in wood-based biochars, which calls for investiga-
tions into the internal structure of such biochars.

The effects of manure-based biochars on soil’s physical 
properties have been found to differ from those of wood-
based biochars. For example, a meta-analysis by Omondi 
et al. (2016) showed that manure-based biochars had a con-
siderably smaller effect on the saturated hydraulic conduc-
tivity of soils. In addition, Lei and Zhang (2013) found that 
biochars improved the water holding capacity of soil, but 
at the same soil water potential, soil amended with wood 
biochar had higher water content than soil amended with 
dairy-manure biochar. As the water retention properties of 
soil rely on micrometer-scale porosity, these findings sug-
gest that the pore-space characteristics of wood and manure-
based biochars are dissimilar.

Comprehensive information on the nutritional value 
and physical properties of manure-based biochars is lack-
ing, though these characteristics, with carbon sequestration 
potential, determine the overall usefulness of biochar amend-
ments in agriculture. In this study, the total concentrations 
of nutrients and selected harmful elements, and the avail-
ability of P in pyrolyzed peat-bedded broiler manure were 
determined in increasing charring temperatures at a range 
aimed at producing biochar for agricultural use (350, 400 
and 450 °C). In addition, the pore structures of these broiler 
manure biochars were examined, using X-ray microtomogra-
phy and image analysis. The aim was to assess the total value 
of broiler manure biochar as a fertilizer and soil conditioner.

2  Materials and methods

2.1  Broiler manure

The broiler manure used in the study was obtained from 
Biolan Oy (Eura, Finland), and it originated from their 
contracted producers in Western Finland. The manure was 
composed of broiler dung and slightly decomposed light-
colored Sphagnum peat. Before sampling, the manure had 
been stored outdoors in a clamp for one month.
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The collected manure, roughly 60 l in volume, was thor-
oughly mixed, and the distribution of particle sizes was 
homogenized by passing the mass sequentially through 
sieves with 50 mm and 10 mm meshes. Thereafter, repre-
sentative samples of the homogenized fresh manure were 
collected for laboratory analysis. The remaining manure was 
pre-dried at 60 °C for two days. The pre-dried manure was 
likewise sampled for later analysis.

2.2  Pyrolysis process

Pre-dried broiler manure was pyrolyzed in batch-type labora-
tory-scale slow pyrolysis equipment at the Natural Resources 
Institute Finland in Jokioinen. An aliquot of 500.0 g of the 
manure was weighed and placed spaciously into the reactor, 
which was indirectly heated by an electric oven controlled 
with a preset temperature program. The gas temperature 
within the reactor was recorded throughout the process by a 
thermocouple sensor (TCC-K-250-6.0-KY) at 1 min inter-
vals. During the first 10 min, the temperature of the reactor 
was slowly increased to 30 °C. Thereafter, the reactor tem-
perature was raised steadily at a rate of 2 °C  min−1 to the 
desired maximum temperature, which was maintained for 
1 h. Maximum temperatures of 350 °C, 400 °C and 450 °C 
were used. Finally, the reactor was cooled by ventilation, and 
the amounts of produced char and liquid were determined by 
weighing. The quantity of gas was calculated as the differ-
ence between the original feedstock biomass and the sum of 
the masses of biochar and liquid. At each temperature, the 
pyrolytic run was performed in triplicate.

2.3  Laboratory analysis

Both fresh and pre-dried broiler manure samples were 
analyzed for bulk density, dry matter content, total N and 
water-soluble N and P concentrations. The pre-dried broiler 
manure and broiler manure biochar samples were subjected 
to analyses of pH and electrical conductivity (EC), total con-
centrations of ash, C, N, P, K, Ca, Mg, Cu, Zn, Fe, Mn, Al, 
Cr, Hg, Pb, Cd, As, Mo, Co, Ni and S, and fractionation of 
P reserves.

The bulk density (g m−3) was determined according to 
EN 13040, and dry matter content gravimetrically as the 
residue remaining after drying the sample at 105 °C for two 
days. The total concentration of N in the manures was ana-
lyzed, using the Kjeldahl method (Foss, Kjeltec 8400). The 
water-soluble ammonium–N  (NH4–N), nitrate–N  (NO3–N) 
and phosphate–P  (PO4–P) were analyzed from 1:60 water 
extracts with a continuous flow analyzer (Lachat QuikChem 
IC + 8000 Series/Skalar San ++ System). The total N in the 
water extracts was determined by Kjeldahl digestion, and the 
proportion of soluble organic N was calculated by subtract-
ing the sum of the inorganic N fraction from the total N.

The pH and EC were measured in a 1:5 suspension in 
deionized water. Ash content was determined by loss on 
ignition at 550 °C, and total contents of C and N via dry 
combustion (Dumas method, Leco TruMac CN). Total con-
centrations of P, K, Ca, Mg, Cu, Zn, Fe, Mn, Al, Cr, Hg, 
Pb, Mo, Co, Ni and S were analyzed by ICP-OES (Perkin 
Elmer Optima 8300), and those of Cd and As were analyzed 
by a graphite furnace AAS (Varian AA280Z), after aqua 
regia digestion (SFS-ISO 11466:2007). The P fractions were 
studied, using the modified Hedley method (Sharpley and 
Moyer 2000) as in Ylivainio et al. (2008). In brief, 1 g sam-
ples were subjected to sequential extractions at an extraction 
ratio of 1:60, starting with two water extraction steps (4 h 
and 16 h) and followed by 0.5 M  NaHCO3, 0.1 M NaOH 
and 1 M HCl extractions (16 h each). The inorganic P and 
total P (acquired after oxidative digestion) concentrations 
in the extractants were determined by a spectrophotometer 
(Shimadzu UV-120-02). The amount of organic P was cal-
culated as the difference between total P and inorganic P. All 
laboratory analysis were conducted at the Luke laboratories 
in Jokioinen.

2.4  X‑ray microtomography and image analysis

In total, 18 biochar samples were imaged with X-ray tomog-
raphy. Two replicate samples were taken from each pyroly-
sis run: six samples from each temperature were imaged. 
Samples were scanned at the X-ray laboratory (Department 
of Physics, University of Helsinki), using microtomography 
equipment (Nanotom 180 NF) by Phoenix|X-Ray Systems 
and Services (Wunstorf, Germany; currently owned by GE 
Measurement and Control Solutions). The equipment con-
sists of a nanofocus X-ray source with a tungsten target, 
a high-resolution computer-controlled sample stage and a 
CMOS flat panel X-ray detector (Hamamatsu Photonics, 
Japan) with 2304 × 2304 pixels, each 50 μm × 50 μm in size.

All samples were scanned with a 40 kV current and 325 
µA charge at 1 µm/voxel resolution. Each scan consisted of 
1200 2D projections taken with a 0.3° angular step interval 
over a full 360° rotation of the sample. Each 2D projection 
image was averaged from three individual exposures, each 
lasting 1250 ms.

3D reconstructions were made, using the NRecon Recon-
struction program, version 1.6.10.2. (provided by the Bruker 
microCT manufacturer). The software used a cone-beam fil-
tered back-projection based on the FDK algorithm. A ring 
artifact correction was applied when necessary, but no other 
filters were used, although some beam hardening was later 
found in some datasets.

X-ray microtomography results in a 3D distribution of the 
X-ray attenuation coefficient (adsorption or scattered) in the 
sample, which is related to the density and elemental compo-
sition of the material in question. For quantitative pore space 
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analyses, this grayscale image was converted to binary form 
to segment the solid and void phases. Image processing was 
undertaken in several steps.

First, the grayscale image was denoised with the variance 
weighted (VaWe) mean filter (Gonzalez and Woods 2008; 
Turpeinen 2015) and the beam hardening artifact, which 
was removed by following the ideas presented by Halver-
son et al. (2005) and Iassonov and Tuller (2010). Thereaf-
ter, images were segmented into voids and solids by global 
thresholding. The threshold value was determined with an 
automatic approach described by Hyväluoma et al. (2018b), 
which is based on the methods of Otsu (1979) and Hapca 
et al. (2013). Finally, the binary image was processed with 
a majority filter (radius 2), and isolated solid objects larger 
than 1000 voxels were removed from the images.

The samples were structurally very heterogeneous, and 
some of the images contained large voids. This makes a fair 
comparison of samples difficult, as voids are not representa-
tively present. To circumvent this problem, we limited our 
structural analysis to pore space where pore size was smaller 
than 100 μm. The pore size associated with each voxel was 
determined through morphological opening (erosion fol-
lowed by dilation with a spherical structuring element) of 
the pore space, which corresponds to the hydraulic diameter 
of the pore (Hilpert and Miller 2001; Vogel and Roth 1998). 
This definition of pore size is suitable for water retention 
applications such as biochar use as soil amendment. The 
region of interest in subsequent image analyses excluded 
the pore voxels with a pore diameter greater than 100 μm.

The images were analyzed for porosity, pore size distri-
bution and specific surface area. Pore size distribution was 
calculated by successive application of a morphological 
opening with increasing diameter of the structuring ele-
ment. The specific surface area was calculated from the 
number of pore-to-solid transitions, using a method based 
on Minkowski functionals (Vogel et al. 2010).

2.5  Statistical analysis

Differences in the properties between the feedstock manure 
and the three biochars (BC350, BC400 and BC450) and 
product yields between temperatures were tested, using the 
analysis of variance (ANOVA), and individual means were 
compared by least significant difference (LSD). The signifi-
cance level was set at 5%.

3  Results

The broiler manure used as feedstock in the pyrolysis was 
received at a dry matter content of (51 ± 1)%, and its bulk 
density was 341 ± 3 kg m−3. The fresh manure contained 
a total of (2.28 ± 0.02)% N [(4.58 ± 0.05)% of dry matter 

(DM)]. The proportion of water-soluble N (1:60) of the total 
was (59 ± 2)%. Roughly 60% of the soluble N was acquired 
in organic form, and 40% as  NH4–N. The water-soluble 
P concentration was 1.9 ± 0.1 g kg−1 fresh matter (FM) 
and 3.9 ± 0.2 g kg−1 DM. The pH of the fresh manure was 
7.51 ± 0.03, and the EC 4.9 ± 0.1 mS  cm−1.

The two day pre-drying increased the manure dry matter 
content to (92.9 ± 0.1)% and decreased the bulk density to 
217 ± 4 (kg m−3). The total N concentration in the pre-dried 
manure was (3.43 ± 0.11)%, but on a dry matter basis, N 
was lost during drying [(3.55 ± 0.11)% N in DM]. The pro-
portion of water-soluble N of the total was (57 ± 3)%, and 
roughly 80% of the soluble N was found in organic form, and 
20% as  NH4–N. The soluble P concentration in the pre-dried 
manure was 4.1 ± 0.3 g kg−1 FM and 4.3 ± 0.3 g kg−1 DM.

Biochar was the main product of the pyrolysis process, 
followed by the liquid and gaseous fractions (Fig. 1). Of the 
original feedstock, dry matter (excluding the water content 
(ca. 7%) of the feedstock), 50.6 ± 0.1 (350 °C), 45.1 ± 0.0 
(400 °C) and (42.2 ± 0.2)% (450 °C) remained in the bio-
char. Due to charring, the ash content and concentrations of 
Ca, Co, K, Mg, Mn, Pb, P and Zn increased from the level 
found in the feedstock manure roughly in proportion to the 
loss of dry mass, meaning that the element concentrations 
were ca. 2, 2.2 and 2.4 times the level in the feedstock in the 
BC350, BC400 and BC450, respectively (Table 1). How-
ever, the concentrations of Cd, Cr, Cu, Fe, Ni and S found 
in the char were less than expected due to the concentration 
effect. Similarly, C and N were lost from the char fraction 
during pyrolysis. In contrast, the concentrations of Al and 
especially Mo seemed to increase more than the concentra-
tion effect. For As, high deviation between replicate samples 
rendered the results uncertain. The concentration of Hg was 

Fig. 1  Product yield distributions for peat-bedded broiler manure 
pyrolyzed at 350, 400 and 450  °C. Different letters indicate statisti-
cally significant differences within each product type at 0.05 level
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not analyzed from the feedstock manure but only from the 
biochar, in which the Hg concentrations clearly decreased as 
the charring temperature increased. The produced biochars 
exhibited higher EC values and were prominently more alka-
line than the feedstock manure.

The absolute P concentrations (mg kg−1 DM) were higher 
in the biochars than in the feedstock manure in all four frac-
tions acquired by the Hedley method (Sharpley and Moyer 
2000) except for the water extraction (Fig. 2). Relative dis-
tribution of aqua regia-extractable P among the fractions was 
affected by the pyrolysis treatment. In the feedstock manure, 

the water-soluble P fraction dominated (46%), followed by 
the NaOH-extractable P (16%), whereas the proportions 
of  NaHCO3- and HCl-extractable P were marginal (1 and 
3%, respectively), and that of the residual P considerable 
(34%). In the biochars, the HCl-fraction became pronounced 
(roughly 40%), and the proportion of  NaHCO3-extractable P 
increased to 20–25%. On the other hand, the proportions of 
NaOH (10%) and especially water-extractable (10–15%) and 
residual P (10–20%) decreased from those in the feedstock 
manure. Besides the overall concentration effect rendering 
the total P concentration higher, the higher the pyrolysis 
temperature, is the impact of the maximum temperature 
applied on the relative proportions of P fractions in the bio-
chars was small. The proportions of water-, NaOH- and HCl-
extractable fractions showed no obvious trend by charring 
temperature, whereas the proportion of  NaHCO3-extractable 
P tended to slightly increase, and that of residual P slightly 
decrease with an increasing temperature. Excluding the 
fraction of water-extractable P, the relative proportion of 
organic P decreased due to charring the higher the charring 
temperature.

Visualizations of three selected samples imaged by X-ray 
microtomography are shown in Fig. 3. The visualizations 
show the organization of solids and voids in the samples. 
Individual reconstructed cross-sections of grayscale images 
are shown in Fig. 4. These cross-sections were taken from 
the same samples as in Fig. 3. Compared to the segmented 
images in Fig. 3, the grayscale images show the X-ray atten-
uation coefficient inside the samples.

Porosities determined from images (mean ± standard 
deviation, p = 0.13) were 0.50 ± 0.06, 0.50 ± 0.10 and 
0.58 ± 0.05 for biochars pyrolyzed at 350, 400 and 450 °C, 
respectively. The specific surface areas were 69  ±  11, 
76 ± 16 and 76 ± 10 mm2/mm3 (from lowest to highest 
pyrolysis temperature, p = 0.51). Pore size distributions are 
shown in Fig. 5. Pore size distributions appear to be very 
similar, irrespective of the pyrolysis temperature. The domi-
nant pore diameter in all cases is around 10 μm, and distribu-
tions are positively skewed, with strong tails.

4  Discussion

4.1  Chemical properties

The properties of broiler manure are known to deviate with 
a wide range due to differences in diet, bedding material and 
production system. However, the pH, ash content and total 
nutrient composition of the peat-bedded manure used as a 
feedstock in the current study accorded with the correspond-
ing mean values reported for broiler manure in the literature 
(Cantrell et al. 2012; Edwards and Daniel 1992; Nicholson 
et al. 1996; Stephenson et al. 1990). Overall, broiler manure 

Table 1  Selected chemical properties of broiler manure feedstock and 
subsequent biochars (BC) after pyrolysis at 350, 400 and 450 °C

The results are means of 3 replicates, standard error (SE) and least 
significant difference (LSD) within rows are shown in the last column
na means not analyzed
Means with different letters within rows are statistically significant at 
a level of 0.05

Component Feedstock BC350 BC400 BC450 SE/LSD

C (%) 42.2a 53.1b 52.1c 53.0b 0.2/0.7
N (%) 4.0a 4.8b 4.3a 4.2a 0.1/0.3
Ash (%) 15.1a 30.0b 33.6c 35.3d 0.1/0.4
pH 7.14a 10.47b 10.52c 10.40d 0.02/0.05
EC (mS  cm−1) 3.7a 5.4b 6.7c 6.8c 0.1/0.4
Al (g kg−1 DM) 0.5a 1.2b 1.3b,c 1.4c 0.1/0.15
As (mg kg−1 

DM)
1.1a 4.1b 1.8a 2.6a,b 0.5/1.6

Ca (g kg−1 DM) 14.5a 30.5b 34.5c 36.6d 0.2/0.7
Cd (mg kg−1 

DM)
0.18a 0.29b 0.32c 0.40d 0.01/0.02

Co (mg kg−1 
DM)

2.0a 3.8b 4.2c 4.5d 0.1/0.3

Cr (mg kg−1 
DM)

18.9a 30.9b 36.5c 39.2d 0.7/2.4

Cu (mg kg−1 
DM)

73.0a 132.2b 138.4c 138.5c 1.4/4.6

Fe (g kg−1 DM) 1.4a 2.5b 2.6b 2.9b 0.2/0.6
Hg (mg kg−1 

DM)
na 0.017a 0.008b 0.004c 0.001/0.003

K (g kg−1 DM) 24.9a 50.1b 55.1c 58.6d 0.2/0.6
Mg (g kg−1 DM) 8.2a 15.5b 17.2c 18.1d 0.1/0.4
Mn (mg kg−1 

DM)
598a 1157b 1297c 1363d 12/40

Mo (mg kg−1 
DM)

1.4a 8.8b 8.8b 8.4b 0.5/1.8

Ni (mg kg−1 
DM)

13.3a 22.8b 25.8c 27.6d 0.4/1.2

P (g kg−1 DM) 14.9a 29.8b 33.3c 34.4d 0.3/1.0
Pb (mg kg−1 

DM)
1.6a 2.9b 3.8c 4.2c 0.1/0.5

S (g kg−1 DM) 5.8a 7.4b 7.8c 7.6c 0.1/0.16
Zn (mg kg−1 

DM)
393a 828b 951c 990d 8/25
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constitutes a considerable source of macro- and micronutri-
ents for crop production, though the nutrient balance is such 
that application rates based on crop N requirements tend to 
provide P and other nutrients in excess (Bolan et al. 2010). 
Elevated concentrations of metals may occur in poultry 
manure due to the use of different feed supplements (Nichol-
son et al. 1999). The metal concentrations in the feedstock 
manure of this study were at a moderate level.

In the pyrolysis process, the volatile fraction of biomass 
ends up in the non-condensable and condensable gases, 
while the non-volatile fraction is carbonized to biochar. 
Typical product distribution (weight %) in slow pyrolysis 
(c. 400 °C) is 35% char, 30% liquid and 35% gas, with the 
proportion of biochar decreasing as the reaction tempera-
ture increases (Libra et al. 2011). In the current study, the 
yields of char (39–47%), liquid (37–42%) and gas (16–19%) 
differed somewhat from the average. Devolatilization and 

Fig. 2  Sequentially extracted 
fractions of P in feedstock 
broiler manure and subsequent 
biochars produced at 350, 400 
and 450 °C

Fig. 3  X-ray tomographic 
reconstructions of three imaged 
samples which were pyrolyzed 
at 350 °C (left), 400 °C (mid-
dle) and 450 °C (right). The 
visualized volume is 1/8 of the 
total imaged volume, as 1/4 of 
the sample cross-section and 1/2 
of the axial length is shown in 
each case

Fig. 4  Cross-sections of the grayscale images. A darker color indi-
cates lower material density (e.g. air); higher density results are in a 
brighter color. The samples are as in Fig.  3. A yellow circle shows 

a non-digested grain, a red circle a small dense object (stone) and a 
green circle peat (bedding material). The diameter of each sample is 
2.1 mm (color figure online)
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char conversion are known to be governed by the process 
conditions (temperature, pressure and heating rate), and the 
chemical composition and physical properties of the feed-
stock biomass (Demirbas 2004; Di Blasi et al. 1999). Di 
Blasi et al. (1999) showed agricultural residues produce 
much higher solid yields in comparison to wood, which is 
probably due to their higher contents of lignin and inorgan-
ics. In the study of Cantrell et al. (2012), biochar recoveries 
for manure-based feedstocks pyrolyzed at 350 °C exceeded 
50%, whereas Song and Guo (2012) reported poultry litter 
biochar recoveries of 49–56% at the temperature range used 
in this study.

Of the original C content in the feedstock broiler manure, 
roughly 35% (BC350), 45% (BC400) and 50% (BC450) were 
volatilized during pyrolysis. The volatile C species include 
 CO2, CO,  CH4 and other hydrocarbons of various lengths 
(data not shown). Similarly, considerable amounts of N 
(40%, 50% and 55% of the amount in the feedstock) and S 
(35%, 40% and 45%) were lost from the biochar fraction. 
Both S and N containing compounds are known to be con-
verted into species emitted in gaseous form during pyroly-
sis (e.g. NOx,  NH3, HCN, HNCO,  SO2,  H2S, COS,  CH4S) 
(Ibarra et al. 1994; Paneque et al. 2017; Ren and Zhao 2012; 
Ro et al. 2010). The volatilization increases as the severity 
of the pyrolysis conditions increases (Song and Guo 2012), 
as evidenced in the present study. Cantrell et al. (2012) 
recorded 34% and 60% losses of C from the solid fraction 
after pyrolysis of poultry litter at 350 and 700 °C, respec-
tively. Corresponding losses for N were 34% and 79%, and 
for S 43% and 60%. In the study of Song and Guo (2012), 
the proportion of C lost as volatiles from poultry litter dur-
ing pyrolysis increased from 35% to 60%, and that of N from 
20% to nearly 100%, as the maximum process temperature 
increased from 300 °C to 600 °C. In their study, the gase-
ous losses of S were negligible, regardless of the maximum 
temperature used. Ro et al. (2010) also reported low losses 
of S (< 10%) but similar to the other studies for C (45%) 
and N (60%) from chicken litter during pyrolysis at 620 °C. 

Despite the gaseous losses, the concentrations of C, N and S 
in the biochars produced in the current study were higher in 
comparison to the feedstock, due to the total loss of biomass 
during pyrolysis.

As with C, N and S, smaller charring-induced increases 
than expected due to the concentration effect indicated minor 
losses (10–20% of the original content in the feedstock bio-
mass) of several metals (Cd, Cr, Cu, Fe, Hg and Ni) from 
solid fraction. Volatilization of Cd and Hg at already rela-
tively low pyrolysis temperatures is well known, but Cr, Cu, 
Fe, Ni and Pb are not expected to be volatile at the tempera-
ture range applied in this study (e.g. Al Chami et al. 2014; 
Kistler et al. 1987; Lievens et al. 2008). Instead of volatili-
zation, conversion of these elements to compounds that are 
non-soluble in the aqua regia extractant is more likely.

In contrast to the volatile elements, mineral nutrients (Ca, 
K, Mg, Mn, P and Zn) were enriched in the biochar frac-
tion in proportion to the loss of dry matter during pyrolysis. 
Increases in the excess of the concentration effect recorded 
for Al and especially Mo may indicate contamination of 
the char, e.g. from the pyrolysis equipment, or possibly an 
increase in the solubility of Al- and Mo-containing com-
pounds in the aqua regia extractant. An increase in alkalin-
ity with an increasing charring temperature is linked to the 
formation of carbonates (Yuan et al. 2011). Biochars derived 
from high-ash animal manures typically exhibit high pH val-
ues (e.g. Cantrell et al. 2012; Enders et al. 2012), and thus 
generate a positive liming effect in neutral and acidic soils 
(Chan et al. 2008).

The enrichment of nutrient elements as a result of pyrol-
ysis can be considered to increase the fertilizer value of 
manure. However, the fertilizer value is ultimately governed 
by the plant availability of the nutrients. For N, pyrolysis 
has been shown to decrease plant availability drastically as 
the mobile inorganic N species are lost as volatiles, and the 
remaining organic N is bound to stable aromatic compounds 
(Paneque et al. 2017; Pels et al. 1995). Consequently, broiler 

Fig. 5  Pore size distributions of biochars pyrolyzed at different temperatures. Distribution shown for each temperature merge the pore spaces of 
the six replicate samples
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manure biochar can be mainly regarded as a P fertilizer, 
which is why the mobility of P was a focus of this study.

4.1.1  Availability of P

Using the applied Hedley fractionation procedure, labile 
P that is easily available to plants (water and  NaHCO3 
extraction steps) can be distinguished from non-labile frac-
tions tightly bound to unavailable forms (NaOH and HCl 
extraction steps and the residual P, defined as the differ-
ence between aqua regia-extractable P and the sum of the 
individual P fractions) (Cross and Schlesinger 1995). In 
the feedstock manure used in this study, roughly 50% of 
the total (aqua regia-extractable) P was recovered in eas-
ily plant-available fractions and 50% in recalcitrant forms. 
Sharpley and Moyer (2000) and Dou et al. (2000) reported a 
somewhat higher proportion (60–70%) of labile P for poul-
try manure. Their material, with no or a very low amount 
(10%) of bedding contained 28% and 50% water soluble P 
and 35% and 20%  NaHCO3-extractable P, the latter differ-
ing notably from the negligible proportion recorded for the 
manure with high bedding content in this study. As for the 
recalcitrant fractions, we recorded a higher proportion of 
NaOH-extractable P (16%) than Sharpley and Moyer (2000) 
and Dou et al. (2000) (7% and 5%, respectively). In the cur-
rent study, HCl extractant was clearly inefficient against the 
most stable forms of P in the manure, since they remained 
largely in the residual fraction (3% HCl-extractable, 34% 
residual P), which was the opposite of the results of the pre-
vious studies (25–30% HCl-extractable, 2% residual P; Shar-
pley and Moyer 2000; Dou et al. 2000). The proportions of 
organically bound P were generally higher in the manure of 
the current study than those recorded in the previous studies 
(Sharpley and Moyer 2000; Dou et al. 2000).

When the amount of labile P in the original batch of 
feedstock and in the corresponding amount of biochar pro-
duced are compared, a conversion of P to less labile forms 
due to charring can be observed. In the BC350 and BC400, 
the yield of labile P (water and  NaHCO3 extraction steps) 
was 30% less and in BC450 10% less than in the original 
amount of pyrolyzed feedstock biomass. However, on an 
equal mass basis, the amount of labile P increased as a result 
of pyrolysis, the higher the maximum process temperature 
applied (labile P concentrations were 7.1, 10.0, 11.1 and 
14.8 g kg−1 in the feedstock, BC350, BC400 and BC450, 
respectively). Both the concentration and relative proportion 
of water-extractable P were, however, lower in the biochars 
than in the feedstock manure. Yet in the current biochars, 
the amount of  NaHCO3-extractable P, also considered plant-
available, increased 30–50-fold from the level in the feed-
stock. A pyrolysis-induced decrease in water-extractable P 
was also observed by Wang et al. (2015) for poultry litter 
and Cao and Harris (2010) for dairy manure. These authors 

suggested the decrease in P mobility was the result of the 
conversion of labile P to Mg and Ca phosphate minerals. 
Wang et al. (2015) found that the release of P from poultry 
litter biochars was an acid-driven process. They recorded a 
steady release of P following the incorporation of poultry 
litter biochar into a slightly acidic soil (pH 6.5). The true 
bioavailability of P in the current broiler manure biochars 
needs to be experimentally confirmed with plants grown in 
various soil types, but the results of this study imply that 
water extraction alone may not be appropriate for assess-
ing the bioavailability of P in biochars. Wang et al. (2012) 
recommended extraction with 2% formic acid for assessing 
the biochar P availability.

In the current study, the relative proportion of NaOH-
extractable P was lower in the biochars than in the feedstock 
manure. This may result from thermochemical decomposi-
tion of organic P compounds since 95% of the P acquired 
in this fraction from the feedstock manure was organically 
bound. In the biochars, HCl mobilized the stable P relatively 
more efficiently than in the feedstock manure, as the propor-
tion of residual P from the total P decreased to 10–20% in 
the biochars.

4.2  Physical properties

Visual inspection of the 3D visualizations and cross-sections 
(Figs. 3, 4) showed that the samples were structurally hetero-
geneous and contained various components like non-struc-
tural excrements, bedding material and other straws, non-
digested grains and some high-density particles (perhaps 
small stones). Thus, the pore spaces are composed of (1) 
cellular structures of plants and tissues, (2) voids of various 
sizes in the non-structural materials and (3) voids between 
different components. Contrary to our initial estimate, none 
of the imaged biochar particles were pure bedding material, 
but the different components surprisingly seemed evenly 
mixed. While X-ray microtomography has been used to 
image biochar derived from plant-based materials (Berhanu 
et al. 2018; Bird et al. 2008; Hyväluoma et al. 2018b; Jef-
fery et al. 2015; Jones et al. 2015; Schnee et al. 2016), to 
our knowledge this is the first study using X-ray microto-
mography to study the structure of broiler manure biochar. 
Previously, scanning electron microscopy (SEM) has been 
used to visually study the structure of broiler manure bio-
char (Glazunova et al. 2018; Liang et al. 2016; Lima et al. 
2015; Qiu and Guo 2010; Song and Guo 2012). For example, 
the porous structures in the SEM images presented by Lima 
et al. (2015) originate from the cellular structure of wood. 
They, therefore, do not represent the manure biochar but the 
bedding material (wood shavings).

In a previous study, X-ray microtomography with virtu-
ally the same resolution was used to determine porosities for 
biochars derived from wood (Hyväluoma et al. 2018b; Rasa 
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et al. 2018). The porosities of broiler manure biochars were 
in the same range as those obtained for wood-based biochars 
(0.34–0.67), even though the scope of interest in the present 
study excludes pores larger than 100 μm in diameter. While 
there was no statistically significant difference between the 
porosities of the current chars pyrolyzed at different tem-
peratures, the porosity of biochar produced at 450 °C was 
higher than those produced at lower temperatures. This sug-
gests that the structure of manure-based biochars may start 
to develop at lower temperatures than those of wood-based 
materials (cf. e.g. Berhanu et al. 2018; Hyväluoma et al. 
2018a). However, further research on this topic is required.

The shape of pore size distributions differed from those 
obtained for wood-based materials, which were considerably 
less skewed, and the pore sizes were limited to less than 
60 μm (Hyväluoma et al. 2018b; Rasa et al. 2018). While the 
pore space of wood-based biochars originates from the cel-
lular structure of the raw materials, manure-based biochars 
have a more versatile pore structure and thus wider pore size 
distribution. In the case of wood biochar, the pore struc-
ture is considered relatively strong against physical stresses. 
However, how well broiler manure-based biochars retain 
their initial structure when subjected to various stresses in 
soil is not known.

The specific surface areas were somewhat lower 
than those reported previously for wood-based biochars 
(87–142 mm2/mm3) (Hyväluoma et al. 2018b). This stems 
from the different pore size distributions: larger pores pre-
sent in the broiler manure biochar produce a small surface 
area compared to a situation where the same porosity is 
formed of smaller pores (e.g. organized wood tracheary 
elements). Previously, the surface area of broiler manure 
biochar has been determined by gas adsorption techniques, 
which probe different pore size regimes (nanometer-range 
pores) than we studied with X-ray microtomography. How-
ever, gas adsorption measurements also showed only a neg-
ligible growth in the surface area in the temperature range 
used in the present study (Song and Guo 2012).

4.3  Fertilizer and soil conditioner value

At an application rate of 1 t  ha−1, the produced broiler 
manure biochars would provide 30–35 kg of total P (in a 
range from the lowest to highest process temperature), of 
which 10–15 kg would be directly in plant-available form. 
The reserves of P in broiler manure biochar are probably 
released more slowly than from the raw manure feedstock, 
which may promote efficient P uptake by crops and serve to 
minimize P runoff losses to the environment (Wang et al. 
2015). For N, the 1 t  ha−1 biochar amendment would lead to 
an addition of 40–50 kg N, but due to the recalcitrant nature 
of the char N, it should be considered as having a mainly 
slow-release value (Paneque et al. 2017). The corresponding 

inputs for other mineral macronutrients would be 30–40 kg 
Ca, 50–60 kg K, 15–20 kg Mg and circa 8 kg S. In addition, 
the biochar application would contain valuable micronutri-
ents (e.g. 140 g Cu, 900 g Zn, 1300 g Mn). However, accord-
ing to Zornosa et al. (2016), Song and Guo (2012) and Wang 
et al. (2015), the instant bioavailability of these nutrients 
excluding K and S may be quite low. The amounts of harm-
ful metals introduced per hectare within 1 t of the current 
biochars (3 g As, 0.3 g Cd, 35 g Cr, < 0.02 g Hg, < 30 g 
Ni and < 4 g Pb) would be tolerable even in a vulnerable 
environment (MAF, Ministry of Agriculture and Forestry 
(Finland) 2018). Besides, biochars tend to immobilize met-
als, thus reducing their availability to plants (Kistler et al. 
1987; Park et al. 2011).

Due to the high P content of broiler manure biochars, 
their sustainable application rates remain much lower than 
those applicable to nutrient-poor wood-based biochars. The 
input of C within an amendment of 1 t  ha−1 of broiler manure 
biochar would be merely 420–530 kg, whereas an applica-
tion of 30 t  ha−1 of wood-based biochar would provide only 
around 150 kg N and 15 kg P, but 20–25 t of C (Mukome 
et al. 2013). Furthermore, high-ash biochars produced at low 
temperatures, like the present broiler manure biochars, tend 
to degrade more rapidly in soil than more recalcitrant wood-
based biochars (Enders et al. 2012; Spokas 2010; Wang et al. 
2016). The C sequestration potential of broiler manure bio-
chars can thus be regarded as low. However, amendments of 
labile biochar have been found to increase microbial activity 
in soil (e.g. Ameloot et al. 2013), which may be reflected 
positively in nutrient use efficiency and soil structure stabi-
lization. Jeffery et al. (2011) suggested that the main mecha-
nisms related to biochar-induced yield increases would be 
an improved crop nutrient-availability, a liming effect and 
the increased water holding capacity of the receiving soil.

The low sustainable application rate of broiler manure 
biochar limits its utility in improving the water holding 
capacity, at least as long as the so-called direct mechanism 
(Verheijen et al. 2010), where water is directly stored in 
biochar pores, is responsible for the improved water reten-
tion properties. Laghari et al. (2015) tested the ability of 
wood-based biochar to improve the water holding capacity 
of desert soils and found that higher application rates led to 
a greater increase in water holding capacity. Brewer et al. 
(2012), on the other hand, found no statistically significant 
effect of added biochar on water retention properties and 
supposed that their application rate was not sufficiently high 
to produce such an influence. However, the use of nutrient-
rich biochars will probably be based on repetitive applica-
tions. A repeated application might increase the water hold-
ing capacity over the years, as an increasing amount of stable 
carbon is accumulated in the soil, as suggested by Schmidt 
et al. (2017).
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5  Conclusions

In conclusion, our results indicate that pyrolysis is a feasible 
option for enhancing the sustainable use of broiler manure as 
a P fertilizer and soil conditioner. Although C, N and S are 
partially lost in the process, mineral nutrients, especially P, 
are concentrated in a dry and hygienized product which is 
more economically transported than the original feedstock. 
The concentration effect with an increase in the proportion 
of  NaHCO3-extractable P rendered broiler manure biochars 
richer in labile P compared with the feedstock manure on 
an equal mass basis. Imaging of the broiler manure biochars 
revealed a pore structure that differed from that in wood-
derived biochars. Broiler manure biochars had a wider pore 
size distribution and contained pores that were larger than 
those in wood-based biochars. Water stored in these larger 
pores can easily be drained by gravity, and they are thus 
not necessarily useful in biochars aimed at improving soil’s 
water retention properties. In spite of this, the main part of 
the porosity in the investigated biochars was in the pore size 
regime that could store plant-available water. The highest 
end of the applied temperature range (350–450 °C) seemed 
to produce biochar with both the highest labile P concentra-
tions and highest porosity.
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