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                    Abstract
The topic of rainfall thresholds for landslide occurrence was thoroughly investigated, producing abundance of case studies at different scales of analysis and several technical and scientific advances. We reviewed the most recent papers published in scientific journals, highlighting significant advances and critical issues. We collected and grouped all the information on rainfall thresholds into four categories: publication details, geographical distribution and uses, dataset features, threshold definition. In each category, we selected descriptive information to characterize each one of the 115 rainfall threshold published in the last 9 years. The main improvements that stood out from the review are the definition of standard procedures for the identification of rainfall events and for the objective definition of the thresholds. Numerous advances were achieved in the cataloguing of landslides too, which can be defined as one of the most important variables, together with rainfall data, for drawing reliable thresholds. Another focal point of the reviewed articles was the increased definition of thresholds with different exceedance probabilities to be employed for the definition of warning levels in landslide early warning systems. Nevertheless, drawbacks and criticisms can be identified in most part of the recent literature on rainfall thresholds. The main issues concern the validation process, which is seldom carried out, and the very frequent lack of explanations for the rain gauge selection procedure. The paper may be used as a guide to find adequate literature on the most used or the most advanced approaches followed in every step of the procedure for defining reliable rainfall thresholds. Therefore, it constitutes a guideline for future studies and applications, in particular in early warning systems. The paper also aims at addressing the gaps that need to be filled to further enhance the quality of the research products in this field. The contribution of this manuscript could be seen not only as a review of the state of the art, but also an effective method to disseminate the best practices among scientists and stakeholders involved in landslide hazard management.
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