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A study is presented of the factors affecting the calibration of the mass scale in time-of-flight
secondary ion mass spectrometry (TOF-SIMS). At the present time, TOF-SIMS analysts using local
calibration procedures achieve a rather poor relative mass accuracy of only 150 ppm for large
molecules (647 u) whereas for smaller fragments of �200 u this figure only improves to 60 ppm.
The instrumental stability is 1 ppm and better than 10 ppm is necessary for unique identification
of species. The above experimental uncertainty can lead to unnecessary confusion where peaks are
wrongly identified or peaks are ambiguously assigned. Here we study, in detail, the instrumental
parameters of a popular single stage reflection TOF-SIMS instrument with ion trajectory calcula-
tions using SIMION. The effect of the ion kinetic energy, emission angle, and other instrumental
operating parameters on the measured peak position are determined. This shows clearly why
molecular and atomic ions have different relative peak positions and the need for an aperture to
restrict ions at large emission angles. These data provide the basis for a coherent procedure for
optimizing the settings for accurate mass calibration and rules by which calibrations for inorganics
and organics may be incorporated. This leads to a new generic set of ions for mass calibration that
improves the mass accuracy in our interlaboratory study by a factor of 5. A calibration protocol is
developed, which gives a relative mass accuracy of better than 10 ppm for masses up to 140 u. The
effects of extrapolation beyond the calibration range are discussed and a recommended procedure
is given to ensure that accurate mass is achieved within a selectable uncertainty for large molecules.
Additionally, we can alternatively operate our instrument in a regime with good energy
discrimination (i.e., poor energy compensation) to study the fragmented energies of molecules.
This leads to data that support previous concepts developed in G-SIMS. (J Am Soc Mass
Spectrom 2006, 17, 514–523) © 2006 American Society for Mass Spectrometry

Static SIMS (SSIMS) is a powerful technique for the
analysis of organic and molecular surfaces. Over the
last decade, instrumentation has improved signifi-

cantly so that modern instruments now have very high
reliability. Together with reference procedures and meth-
ods, the intensity repeatability has improved by over a
factor of 10. In a recent VAMAS interlaboratory study [1]
conducted by NPL, over 84% of instruments exhibited
excellent intensity repeatabilities of better than 1.9%. It
was also demonstrated that the comparability of relative
ion intensities between different instrument designs can
be �4% by incorporation of the concept of the relative
instrument spectral response (RISR) function [1].

A significant issue for many analysts is establishing an
accurate calibration of the mass scale for time-of-flight
(TOF) instruments. In a recent ISO [2] survey of needs for
standardization in static SIMS, analysts ranked a proce-
dure for mass calibration as the top priority. Typically, this
needs to be conducted for each spectrum since small
variations in the sample height lead to significant differ-
ences in the arrival times of secondary ions. The calibra-
tion of the mass scale is essential even for simple compar-
ison between spectra and for peak identification. An

increasing requirement is the identification of the chemical
composition from an accurate measurement of the mass of
the fragment ion. Figure 1 illustrates the required relative
mass accuracy to do this and to distinguish between
molecules that contain different chemical constituents,
such as CH2 or N, but are of the same nominal mass
rounded to the nearest integer mass (here, 14 u) in the
mass range 0 to 1000 u. Here we use the unified atomic
mass unit with symbol “u”. Clearly, a relative mass
accuracy of at least 10 ppm is required to distinguish
between C2H4 (28.03130 u) and Si (27.97692 u) in parent
ions with total mass up to 1000 u and between CH2

(14.01565 u) and N (14.00307 u) in parent ions with total
mass up to 300 u. To keep terms clear, we define the mass
accuracy, �M, as the difference between the measured
peak mass MP and the true mass MT

�M � MP � MT (1)

and the relative mass accuracy W is given by

W �
�M

M
(2)

In the text that follows W will be given in parts-per-
million (ppm).

To evaluate the present errors in the calibration of
the mass scale, participants in the VAMAS TOF-SIMS
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interlaboratory study [1, 3] were asked to calibrate their
mass spectra using their local procedures [Gilmore, I. S.;
Green, F. M.; Seah, M. P. Static TOF-SIMS - A VAMAS
Interlaboratory Study. Part II, to be published]. Data from
32 TOF-SIMS instruments were submitted. Details of
the instruments, reference materials, and measurement
protocols are given elsewhere [1, 3]. Figure 2 shows the
mass accuracy �M of the molecular ion for Irgafos (an
additive to the PC reference material) for the 32 instru-
ments. Clearly, �M is, on average, 0.065 u below the
true mass, so that W is �150 ppm. This is poor com-
pared with the requirement for identification. It is clear
from Figure 1 that a relative mass accuracy of 150 ppm
is unacceptable even for basic differentiation between
ions that vary in constituents by, say, Si instead of C2H4

above 90 u. The error bars in Figure 2 show the one sigma
standard deviation of five repeat measurements in each
laboratory. Ignoring the four laboratories with very poor
repeatabilities, the average is 0.0124 u, and shows that
instrument control would generally be adequate for pre-
cise measurements if there were no biases in the data.

In this paper, we develop a systematic approach to
identifying the cause of mass inaccuracies, to optimiz-
ing instrument parameters to improve accuracy, and to
provide guidance and recommendations for practical
analysts.

There have been surprisingly few studies of the
mass-scale calibration in TOF-SIMS [4–6]. This may be
because in the past, other issues such as poor repeat-
ability dominated accuracy. These are now under much
better control [1].

Niehuis et al. [4] used a single stage reflection
time-of-flight analyzer to illustrate the benefits of im-
proved mass resolution and to study the mass scale
accuracy using a trimethyl silylated silicon oxide sur-
face. They found an average value for W of 20 ppm for
26 negative ions with masses between 60 and 149 u.
It was noted that the mass calibration depends on the
differences in the energy distribution of the second-
ary ion species. It was estimated that a deviation of
�10 ppm was expected for a 1.5 eV change of the

energy distribution. They also noted that the accuracy
of the time-to-digital converter (TDC) clock was a
significant factor. For their instrument, the clock
accuracy was quoted as �100 ps which, they note,
gives a mass deviation of �7.5 ppm at 110 u. This
degrades linearly as the mass increases. In a study [5]
of polymers PDMS and Nylon 66, they showed an
average deviation in the low mass range (�100 u) of
�20 ppm, and this is improved to 10 ppm with a TDC
operating with 156 ps/channel.

The rule-of-thumb is that inorganics and organics
should not be combined in calibration. Reichlmaier et
al. [6] conducted a detailed assessment of the accuracy
of mass scale calibration and of the repeatability over a
period of 6 months. They used a PHI 7210 TOF spec-
trometer with a two stage reflection energy compensa-
tor to study the effect of calibration with different sets of
ions on both the average mass accuracy and the repeat-
ability over 34 spectra recorded in that period. They
showed that, with a mass calibration using the 3 peaks
for CH3

�, C2H3
�, and C3H5

�, an average W of 10.4 ppm
was achieved for 7 further peaks in the mass range 104
to 577 u for poly(ethylene terephthalate). By adding the
3 calibration peaks for C4H7

�, C6H5
�, and C4H7O�, the

average value of W improved to the excellent value of
5.3 ppm. To investigate the effect of different energy
distributions between atomic and molecular ions, they
studied the corresponding negative ion spectra. The
average repeatability of 12 ions between 12 and 357 u
calibrated with atomic ions C�, O�, Cl�, and molecular
ions CH�, C2H4

�, and C4H� showed no perceptible
difference, being 14 and 16 ppm, respectively. This
could be, as we shall see later, that the small organic
ions that result from significant rearrangement have
broader energy distribution and higher energy maxima
than a corresponding ion with the same number of
atoms but arising with fewer rearrangements. For ex-
ample, clearly C4H� in general will have suffered
significant changes compared with, say, C4H7

�. Reichl-
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Figure 1. The required relative mass accuracy, W, in ppm to
distinguish between ions including the functional groups, R,
where the alternatives for R (e.g., CH2 or N) have the same
nominal mass.
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Figure 2. Mass accuracy, �M, of the protonated Irgafos molecu-
lar ion for instruments with reasonable quality data from 32
instruments in an interlaboratory study [1]. The error bars show
the standard deviations of the five repeat measurements in each
laboratory. Also shown are two dashed lines indicating the
requirement for �20 ppm relative accuracy.
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maier et al. [6] clearly demonstrate the need for suffi-
cient counts in a peak for accurate mass assignment.
They conclude that �1000 counts are required for
W �10 ppm and that, over the range 0–600 u, 20 ppm
is achievable and, with care, �10 ppm is possible.
However, it is not clear, for different materials, which
ions should be selected or whether or not there is a
significant difference between calibrations with molec-
ular or atomic ions.

In the burgeoning fields of proteomics, accurate cali-
bration of the mass scale is of paramount importance for
the correct sequencing of peptides from protein digests.
Bristow and Webb [7] have recently conducted an
intercomparison of accurate mass measurement for a
wide range of such spectrometers. In that study, a
molecule of nominal mass 475 was supplied to 45
participants who used their local procedure. Their re-
sults show that Fourier-transform mass spectrometry
(FT-MS) achieves W �1 ppm, TOF-based systems
achieve �5 ppm, and systems involving a quadrupole
combined with a TOF, between 5 ppm and 10 ppm.
These techniques have significant differences compared
with SIMS. First, the ionization process is typically
conducted in the gas-phase either by electron ioniza-
tion, fast atom bombardment, or electrospray. Second,
almost all participants used reference molecules of
known mass to bracket the mass of the molecule stud-
ied to provide calibration. This was performed either
simultaneously or alternately with measurement of the
analyte. Of course, in SSIMS the ionization process is
more energetic and one cannot bracket with reference
molecules. Analysts must rely on relatively low mass
ions to be correctly identified and used for calibration.
This has significant benefits in making the calibration
simple, requiring no additional acquisition of data or
use of calibrant chemicals, but it does rely on correct
identification. Furthermore, extrapolation of the mass
calibration outside the range of the calibrant ions is, of
course, prone to increased uncertainties. Finally, the
ionization and fragmentation process in SSIMS is more
complex, giving a wider spread in kinetic energies. In
the following, we study these effects.

Experimental

In the present work, static SIMS analyses are made
using a TOF-SIMS IV, manufactured by ION-TOF
GmbH, of the single stage reflection design [8]. The
instrument is equipped with a high-resolution Bi�

focused liquid metal ion gun, incident at 45° to the
surface normal and operated at 25 keV energy. The ion
beam is time-focused using a pulsed buncher providing
an approximately Gaussian time distribution at the
surface with a FWHM of 800 ps (measured from the
FWHM of H� peak). Ion arrival times are recorded
using a time-to-digital converter (TDC) with a time
resolution selectable between 50 ps and 1000 ps. In this
study, the time resolution is set to 200 ps. This TDC is
capable of registering �1500 ions per cycle time of

100 �. To allow voltages to settle, the instrument was
allowed to warm up for 15 min before acquiring data.

We use one of the samples from the same stock
available for the interlaboratory study [1, 3]. The sample
has a thin-layer of polycarbonate (PC) on a 1 cm � 1 cm
piece of clean silicon wafer. The coating and wafer are
sufficiently conducting that no charge compensation is
required.

Characterization of a Single Stage Reflection
Mass Analyzer

Analyzer Chromatic Aberation. Here, we study in detail
the single stage reflection configuration used in the
ION-TOF IV [8] instrument. We first study the chro-
matic aberration of the analyzer, i.e., the effect of the
initial spread of secondary ion kinetic energies on the
measured time of flight to the detector. Figure 3 shows,
schematically, the ion optical assembly modeled using
the SIMION [9] ion trajectory software. In this model, a
positive ion is generated at the sample surface and is
rapidly accelerated by an extraction electrode at a
potential of �2000 V over a length LA into the first drift
region of length LD1, and subsequently passes into an
ion mirror of length LR. After reflection by the ion
mirror, the ion travels out into a second drift region of
length LD2 and is then accelerated into the micro chan-
nel plate detector. After acceleration a simple, 3-element
accelerating Einzel lens is included, followed by an
aperture of diameter D to eliminate ions at wide angles
from reaching the detector. Values for the dimensional
parameters are set by deducing measurements from
experimental data or through separate physical mea-
surements. Typical flight paths are �2 m, and typical
flight times are 15 � and 65 � for ions with masses of 28
and 500 u, respectively. Electrostatic potentials are set to
the known values used in the instrument. In the
SIMION model, the length of the reflector LR is adjusted
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Figure 3. Schematic of the single stage reflection used in this
study. The coordinate system is indicated for reference later in the
text.
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to give first-order energy compensation and the lens
voltage VL adjusted to give optimum focusing. In
Figure 4 we see the effect of initial ion kinetic energy on
the measured arrival time for reflector voltages VR of
20, 50, 85, and 140 V calculated for an ion with the mass
of Si�. The spread in arrival times is parabolic with a
minimum expected from first-order energy focusing
conditions. The position of the minimum moves sys-
tematically to higher kinetic energy as VR increases.
Ions with a kinetic energy �eVR impact the reflector
and are not detected. The curves therefore cease at a
kinetic energy of VR. Time-of-flight differences can be as
high as 5 ns for VR � 140 V, equivalent to 350 ppm of
the total time-of-flight. To investigate this behavior, we
use SIMION [9] to calculate the time-of-flight for a
range of initial energies as follows.

To calculate the effect of chromatic aberration on the
peak shape, the ion kinetic energy distribution is re-
quired. For atomic ions, the well established collision
cascade theory [10, 11] gives the intensity� I(E) for a
kinetic energy, E, with a surface binding energy, U, of

I�E� �
E

�E � U�3 (3)

This has a maximum at E 	 0.5U and a high-energy tail
(E � U) with a characteristic E�2 energy dependence.
This function has been shown to give good fits to many
sets of experimental data if U is taken as a fitting
parameter and not the true binding energy per atom.

The theoretical understanding of the kinetic energy
distribution for molecules is not so well developed and
there is significantly less experimental data available to
verify theories. Theoretical approaches differ from the
statistical consideration of cascades acting on sub-units
of a molecule [12, 13] or alternatively considering the
molecule as a single entity [14], which may disassociate
if the internal energy is too high. The theories differ in
detail but are in general agreement that, for molecules,
the high-energy kinetic energy distribution has approx-

imately an E �5 energy dependence. For simplicity, here
we use a modified eq 3 for molecules to give

I�E�mol �
E

�E � U�6 (4)

where the energy at the peak maximum, Emax, is U/5.
We are not too concerned about the precise peak shape
here. It is the value of Emax that most strongly affects the
mass calibration accuracy. To illustrate this point, we
calculate peak shapes for an atomic and a molecular ion
and use experimental data for Emax to deduce realistic
values for U. First, for the atomic ion we find an Emax

value of 4.4 eV for the Si� ion energy distribution with
a Xe primary ion beam with energies between 3 and 30
keV impacting a clean silicon surface [15]. From eq 3,
this gives a value of U of 8.8 eV. Delcorte et al. have
studied, in detail, the kinetic energy distributions of
organic molecules to develop the understanding of
molecular fragment emission and correlation with mo-
lecular dynamics simulation [16–18]. In an analysis of a
Langmuir-Blodgett film of triacontane acid on silver
[19] they show that the FWHM of the kinetic energy
distributions increases with fragmentation of the mole-
cule and the position of the peak increases in energy.
For example, in the fragmentation of the molecular ion
C3H7

�, successive losses of hydrogen result in Emax

increasing from 1.41 to 3.62 eV. For illustration here, we
shall use the C3H7

� ion and from eq 4 set the value of U
to 7.05 eV.

To study the effect of the ion kinetic energy
distribution on the measured peak shape in the mass
spectrum, we map the intensity distribution as a
function of energy on to the time-of-flight data shown
in Figure 4. We now obtain the peak shape by simply
binning the intensities into time bins of 200 ps for
comparison with experimental data. In addition, the
peak shapes are convolved with a Gaussian function
of FWHM 800 ps to take into account the ion beam
pulse width in the experimental data. The final
calculated peak shapes for the atomic ion (Si�) and
the organic molecule (C3H7

�) are shown in Figure 5
for two reflector voltages, (Figure 5a)�VR 	 5 V and
(Figure 5b)�VR 	 80 V.

In summary, the single stage reflector has a first-
order minimum in the flight time at a higher energy
than the Emax of the secondary ion kinetic energy
distribution for all molecules and most atomic species.
Therefore, we expect the peak position in the mass
spectrum to move to lower mass as Emax increases and
not to change direction. This means that mass calibra-
tion accuracy will be strongly dependent on the choice
of secondary ions used in the calibration if they have
different Emax values. It is clear from Figure 5 that a
lower reflector voltage gives the best peak shapes and
smallest change in peak position. It is also clear that one
may use the instrument with a high reflector voltage to
give a good energy discrimination that is useful to
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Figure 4. Relative time-of-flight for ions with energies up to
140 eV for four reflector voltages calculated using the SIMION
model. The time-of-flight is relative to the minimum flight time
for each curve.
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study the effect of ion kinetic energy, as we shall see
later.

Angular Aberration

We now study the effect that the secondary ion
angular distribution has on the measured peak shape.
The angular distribution for atomic [20] and molecu-
lar [14] ions may be described by a simple cos(�)
distribution where � is the emission angle from the
surface normal. For clarity, the X, Y, or Z coordinate
orientation used is illustrated in Figure 3. For an ion
emitted at an angle � to the Z axis, with velocity �,
there is a component, initially �sin(�), in the plane of
the sample (X-Y), and this will affect the trajectory of
the ion through the mass analyzer, and consequently,
the time-of-flight.

Those ions emitted in the X-Z plane are most
strongly affected because of the larger variation of the
trajectory length arising from the asymmetry of the
reflector and detector about the Z-axis and conse-
quently have the greatest range in time-of-flight. In the
Y-Z plane, symmetry indicates that the first-order effect
will be zero. Using the SIMION ion-trajectory model
indicated earlier, we calculate the time-of-flight for a
1 eV ion emitted for different angles in the X-Z (� 	 0°)
and Y-Z (� 	 90°) planes. These data are shown in

Figure 6. Clearly, the effect is much stronger for emis-
sion in the X-Z plane with a range of arrival times of
3.5 ns equivalent to 263 ppm— a large effect. The
time-of-flight variation in the Y-Z plane is a factor of 2
smaller. To simplify matters, we now consider only the
dominating X-Z plane. The effect of changing the angle
of emission in the X-Z plane, on the time-of-flight,
increases dramatically as the ion kinetic energy is
increased. As the energy increases, the time-of-flight
changes dramatically because there is a higher velocity
component in the dispersive direction.

A simple analysis using SIMION shows that if an
aperture is placed immediately after the lens to elimi-
nate trajectories initially �50° for 1 eV ions, the same
aperture would eliminate 12.5° initial angles for 16 eV
ions. The relationship between aperture diameter D,
emission angle �, and kinetic energy E, is given from the
Helmholtz-Lagrange relation approximately as

D��E � constant (5)

This describes our observations and has been used to
set the angular limit for each aperture size studied.
Typically, the aperture is placed after the lens to elim-
inate the peripheral ions.

We now calculate the expected peak shape for ions of
given energies using the method described to map the
cos(�) intensity distribution with emission angle to an
intensity distribution with time-of-flight. This is then
converted to a mass spectrum exactly as before. The
peak shapes for an ion energy of 1 eV, typical of
molecular ions, and of 16 eV, typical of atomic ions, are
shown in Figure 7 for a range of aperture sizes restrict-
ing angular acceptance from a fully open 90° to 80° and
60°, for an ion of 1 eV and similarly to 1/4 of these
angular values for an ion of 16 eV energy.

Clearly, the intensity decreases as the aperture size
decreases but the peak shape greatly improves. Cutting
out initial angles of �60° removes the shoulder on the
high mass side, which gives a peak shape that relates
well to experiment.
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It should be noted that we have used no proprietary
knowledge of the ion optics of the spectrometer and
hence some of the details of the calculations may or may
not be correct. However, the general behavior matches
our observations sufficiently close to be effective. In
summary, clearly the angular aberration affects the
peak shape significantly and the use of an aperture
greatly reduces this. Fortunately, in the mass spectrum,
the peak maximum does not move significantly and so
the calibration of the mass scale is relatively unaffected.

Optimizing Parameters

Before characterizing the instrumental performance we
need a reliable method for the measurement of the mass
values of the peaks. We have found that an asymmetric
Gaussian function, GA, gives a good fit to a wide range

of peak shapes where Mo is the peak centre, M is the
mass, and Go is a scaling term

GA � Goexp� ��M � Mo�2

2�	 � 
�M � Mo��2� (6)

and

	 �
FWHM�
 � 0�

2�2 ln 2
(7)

Where FWHM(
 	 0) is the full width at half maximum
of the base Gaussian width 
 	 0. The term 
 gives the
asymmetry and for 
 	 0 the function is pure Gaussian.
For each peak, we fit eq 6 only to those intensities above
50% of the maximum intensity to avoid interference
from neighboring peaks. Typically, the asymmetric
Gaussian is an excellent description of the peak down to
15% of the maximum although the fitting only covers to
50%.

To define the calibration parameters for the mass
scale [21], consider a time-of-flight mass spectrometer
with an effective flight path of length L and of mass of
an ion, M, with energy E, along the flight path. The
measured arrival time referenced to the beam chopper t
is simply given by

M �
2E�t � t0�2

L2 (8)

where t0 is a delay offset to allow for the time taken for
the primary ion to travel from the beam chopper to the
sample. For a TOF system, two calibration coefficients A
and B are now defined, where

A �
2E

L2 (9)

and

B � t0 (10)

such that

M � A�t � B�2 (11)

We have ignored the extraction and reflection slopes in
this simple explanation although they are included in
our SIMION calculations. These change the calibrated
values of A and B but as we calibrate A and B for our
present purposes this is sufficient. The coefficients A
and B are determined using least-squares fitting of the
measured mass position Mo (from the fit of eq 6 to the
mass peak) and the true mass MT with the loss or gain
of an electron depending on the ionization state. We
shall discuss the choice of calibration ions later.

The mass accuracy, �M from eq 1, for a range of
molecular ions emitted from PC up to 140 u for our
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Figure 7. Peak shapes calculated using SIMION for (a) an ion
of 1 eV and VR 	 20 V with angular acceptance restricted by an
aperture to emission angles � of 60° (filled circle), 80° (open
diamond), and 90° (open circle), and (b) an ion of 16 eV and
VR 	 20 V with angular acceptance restricted by an aperture to
the equivalent emission angles � of 15° (�), 20° (open circle),
and 22.5° (filled diamond).
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ION-TOF IV instrument is shown in Figure 8 for
reflector voltages between 5 and 140 V. The spectra are
calibrated using four ions C4H5

�, C6H5
�, C8H9

�, and
C9H11O�. We first note that, in general, �M is poorest
for a high reflector voltage and that �M may vary by
4.3 � 10�3 u over only a few mass units. A striking
feature of the data is the regular periodic behavior of
�M, starting negative and rising strongly with increas-
ing mass over a series of mass peaks to reach a
maximum value and then falling sharply again. This
characteristic behavior is similar to the fragment cas-
cades observed in G-SIMS [22] for the ratio� F, of each
mass intensity in a spectrum acquired with low frag-
mentation ion beam conditions (low effective surface
plasma temperature) to those in one acquired with high
fragmentation (high effective surface plasma tempera-
ture) ion beam conditions. This ratio removes ion yield
or similar parameters and is dominated by changes in
intensity with effective surface plasma temperature.
That theory relates the population of fragment ions to a
surface plasma temperature Tp, so that at lower Tp there
is a higher population of less degraded fragments. Static
SIMS spectra contain a high population of fragment and
degraded ions. In contrast, G-SIMS provides signifi-
cantly simpler spectra, where the peaks relate directly
to the parent ion structure, allowing direct interpreta-
tion and identification. This has been demonstrated for
a wide range of materials [22–24]. For comparison, in
Figure 9 we plot the �M� values of Figure 8 using the
most sensitive setting (VR 	 140 V) alongside the
fragment cascades�F, for G-SIMS [22] for the same mass
peaks. There is a good correlation between the two
behaviors. From our earlier analysis of analyzer chro-
matic aberration, clearly those ions with a high positive
�M value have a longer time-of-flight and therefore
have a lower kinetic energy (far left of Figure 4) than
those with a negative �M (shorter flight time). This is a

characteristic of the first-order energy focus. Fragments
with low kinetic energies correlate with the undegraded
fragments (low Tp) ions in G-SIMS and fragments with
high kinetic energies correlate with the degraded frag-
ments (high Tp). This is predicted in the theory already
proposed for G-SIMS [22].

Clearly, the wide range in �M for ions with different
fragmentation has a major effect on the accuracy of the
mass scale calibration. Ideally, we would like �M to be
a flat line through zero! To provide a measure of the
divergence from this we select four of the well defined
CxHy

� cascades with 4, 6, 7, and 8 carbon atoms,
respectively, as detailed in Table 1. These ions are
identified in Figure 8 by circumscribing the datapoint
for the VR 	 140 V dataset. We now define 	M as the
average of the standard deviations of �M for each of the
four CxHy

� cascades defined above. We shall use 	M as
a parameter to study the effect of instrument operating
parameters.

First, we study the effect of reflector voltage VR, and
flight energy,� E, as shown in Figure 10. As the flight
energy reduces from 3000 to 1000 eV, 	M increases by a
factor of 2 for VR 	 140 V. This increase is expected
because the kinetic energy spread is relatively higher
compared with the flight energy. As VR is reduced, the
mass accuracy improves. In the analysis earlier we saw
that the first-order energy focus for higher values of VR

is well beyond Emax so that only weak energy compen-
sation is achieved and the spread in arrival times is
significantly increased. Therefore, the optimum condi-
tions are to use the highest flight energy and lowest VR

reflector voltage. For practical reasons, a flight energy
of 2 keV and a reflector voltage of 20 V is a recom-
mended compromise. High extraction fields can in-
crease problems for insulators (in Figure 10 for a
reflector voltage of 20 V the flight energy is not critical)
and a reflector voltage set too low may be difficult to set
repeatably for insulators.

Similarly, we use this procedure to optimize the
potential of the central lens element to minimize 	M.
The value of 	M is sensitive to this potential, varying by
a factor of 2 for an 8% change in the voltage. However,
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Figure 8. Mass accuracy, �M, for hydrocarbon peaks from PC
positive ion spectra with VR values of 5 V (�), 20 V (asterisk), 40
V (x), 60 V (filled circle), and 140 V (open diamond). The peaks
denoted with a (star) are used to calibrate the spectra. The
circumscribed symbols denote the mass peaks used later to
measure 	M.
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the minimum is simple to locate. Similarly, the opti-
mum values for the analyzer X and Y deflector plates
were set. A broad minimum is observed which rises
steeply for larger deflections. It is therefore important
that a suitable procedure is used to align the ion optical
axis and the ion beam raster area [3].

The effect of the sample distance from the extractor
electrode, LA, is shown in Figure 11. At each position
the lens is refocused. The optimum setting in this range
is for LA 	 1.0 mm where 	M is lowest. A significantly
lower value of LA is impractical since the beam then
strikes the extractor and, additionally, the higher extrac-
tion field at small gaps may cause problems for insu-
lating samples or samples with high surface topogra-
phy. We expect the value of 	M to be proportional to the
increased length of the off-axis trajectory squared and
hence 	M will be proportional to LA

2 . The line through
the data in Figure 11 is this function. For practical
reasons we shall use an extraction gap LA of 1.5 mm in
the rest of this work.

In summary, for this instrument, for the smallest
variation in mass positions for peaks with different
kinetic energies, we recommend a flight energy E of
2000 eV, a reflector voltage VR of 20 V, an extraction gap
LA of 1.5 mm, and an optimization procedure to ensure

the best focus condition of the lens and setting of the
analyzer deflection plates. These conditions have been
used throughout this study unless stated otherwise.
Table 1 shows the mass accuracy for the peaks used to
define 	M with the above recommended operating
parameters. This gives a value of 	M of 0.74 � 10�3 u. In
terms of the relative accuracy, �MR is 10 ppm. The
single stage reflection design with first-order energy
focusing seems to limit further improvement. To im-
prove this further, better energy compensation is re-
quired with a minimum that is flat through 0 eV. In the
interlaboratory study we see that the mass accuracy of
instruments with second-order energy focusing is a
factor of 1.8 better.

Calibration Procedure

So far, we have defined the optimum instrument
operating parameters which give an average mass
accuracy for all molecules from PC in the range 0 to
140 u of 10 ppm. We have also identified the reasons
why atomic and high-energy fragments have lower
measured peak masses than the true mass position and
so are not recommended for use in a calibration proce-
dure for molecular ions. Earlier, we saw from the
interlaboratory study, using in-house procedures, that
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Table 1. The mass accuracy for optimal instrument operating parameters, for the peaks identified in Figure 8 used to calculate 	M.
These give a 	M of 0.74 � 10�3 u. In terms of the relative mass accuracy �MR this is 10 ppm

Ion True mass, u Accuracy, ppm Ion True mass, u Accuracy, ppm

C4H2 50.01565 �31.2 C7H4 88.03130 �14.0
C4H4 52.03130 �19.1 C7H5 89.03913 �10.5
C4H5 53.03913 �2.7 C7H6 90.04695 �3.5
C6H2 74.01565 �11 C7H7 91.05478 �7.0
C6H3 75.02348 1 C8H2 98.01565 �30.1
C6H4 76.03130 5 C8H5 101.03910 �10.5
C6H5 77.03913 8.8 C8H6 102.04700 �8.0
C6H6 78.04695 4.4 C8H8 104.06260 �21.2
C7H2 86.01565 �26.9 C8H9 105.07040 �9.5
C7H3 87.02348 �20.4
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the mass accuracy for the Irgafos 168 protonated mo-
lecular ion at mass 647.459 u has poor relative mass
accuracy �MR of �150 ppm.

We now study the effect of the mass values of the
calibration ions and the accuracy of the calibration
extrapolation to high mass ions. If there were no uncer-
tainties in the system, there would be no extrapolation
error beyond the calibration mass range. However, as
we have already seen the ion kinetic energy causes a
significant effect on the measured mass. From Figure 8
we see that over a fragmentation series, for example
C6H6

� to C6H2
� with successive loss of one hydrogen

atom, the increase in kinetic energy results in a negative
mass difference of approximately �M 	 �3 � 10�3 u,
for a typical reflector voltage of 20V. As a first approx-
imation, we shall use this value as a constant uncer-
tainty in mass position, U0, for ions with typical kinetic
energy across the mass range.

In the simplest case, the combined uncertainty U(m),
for a calibration using two peaks at masses m1 and m2,
is given by [25]

U�m� ���m2 � m

m2 � m1
�2

U1
2 ��m � m1

m2 � m1
�2

U2
2	1⁄2

(12)

For practical purposes U1 	 U2 	 U0 over most of the
mass range of importance here. When m is equal to m1

or m2, this function gives U(m) 	 U0 as expected from
least-squares fitting and when m is half way between m1

and m2 then U(m) 	 U0/
2. Figure 12 shows the
relative uncertainty U/U0 using eq 12 for five separate
calibrations with m1 	 10 and m2 varying between 100
and 2000. Clearly, the calibration uncertainty rises rap-
idly outside the calibration mass interval and, for a
typical calibration interval with m1 	 10 and m2 	 100,
we find U/U0 	 20 at m 	 1000 u, which is equivalent
to a relative mass accuracy W of �60 ppm (if U0 	 �3
� 10�3 u). This is smaller than the average value from
the interlaboratory study but is consistent with the
instruments exhibiting better performance.

The requirement to use widely separated masses in
the calibration is illustrated in Figure 12. To ensure
that the total uncertainty is not too high (say, U/U0 � 2)
for accurate mass measurement of large molecules of
mass m, the selected calibration ions should include
m2 � 0.55 m.

It is common practice to use hydrogen as m1 in the
calibration. This is very useful as it is easy to identify
without a calibrated mass scale and may be used to
establish a first calibration. However, we then find U1

significantly greater than U0, for accurate calibration of
the mass scale so H� is not recommended. Part of the
reason for the higher value of U1 is that the trajectory of
hydrogen is affected more strongly by magnetic fields
than heavier ions (often observed as a displacement of
the ion image), thus adding to the uncertainty in the
measured mass value. We conclude from this analysis
that a practical and optimal calibration scheme would
use a mass m1 around 12 to 30 u and with m2 at as high
a value as conveniently available. For molecular analy-
sis of minimally degraded fragments, it is best to use
peaks for similarly minimally degraded entities. To
check the linearity of the calibration and to reduce the
reliance on any individual peak, (which may have an
uncertainty higher than U0), further intermediate cali-
bration masses may be added.

Conclusions

We have presented a detailed analysis of the factors
affecting the calibration of the mass scale for a popular
single stage reflection TOF-SIMS instrument. Detailed
models using the ray tracing software SIMION are used
to study the effect of ion kinetic energy—chromatic
aberration and the effect of angular emission on the
time-of-flight. This shows that molecules with a low
kinetic energy have a significantly longer time-of-flight
than those with higher kinetic energies because the
first-order minimum in the flight time is not coincident
with the kinetic energy maximum for most molecular
fragments. For better performance, a second-order en-
ergy focusing is required at the appropriate energy. A
procedure based on reducing the spread of time-of-
flights for selected ions with different kinetic energy is
given.

In summary, for establishing a mass scale for accu-
rate mass measurement of molecules we recommend:
(1) using the procedure described to optimize the in-
strument parameters to reduce 	M; (2) calibration using
ions that have low degradation or fragmentation from
the original parent structure, these may be identified
using G-SIMS [22]; (3) for the analysis of molecules, do
not include atomic ions; (4) not including hydrogen in a
final calibration; and (5) selecting a mass range of
calibration ions to give the required accuracy for large
molecules using Figure 12 as a guide, including a mass
greater then 55% of the peak to be assigned.
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