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Following publication of the original article [1], it was brought to the authors’ attention 
that the corresponding authorship had been incorrectly assigned.

Namely, the third author, Joon Tae Kim, should be the corresponding author (not the 
first, to whom the corresponding authorship was originally assigned).

The corresponding authorship has since been corrected in the original article and can 
be found in this correction.

The authors apologize for any inconvenience caused.

Reference
 1. H.J. Kim, Y.S. Son, J.T. Kim, Design of a new resource allocation scheme for symbiosis of DASH clients and non-DASH 

clients. Eurasip J. Wirel. Commun. Netw. (2018). https ://doi.org/10.1186/s1363 8-018-1228-9

Publisher’s Note
Springer Nature remains neutral with regard to jurisdictional claims in published maps and institutional affiliations.

Open Access

© The Author(s) 2021. Open Access This article is licensed under a Creative Commons Attribution 4.0 International License, which permits 
use, sharing, adaptation, distribution and reproduction in any medium or format, as long as you give appropriate credit to the original 
author(s) and the source, provide a link to the Creative Commons licence, and indicate if changes were made. The images or other third 
party material in this article are included in the article’s Creative Commons licence, unless indicated otherwise in a credit line to the mate-
rial. If material is not included in the article’s Creative Commons licence and your intended use is not permitted by statutory regulation or 
exceeds the permitted use, you will need to obtain permission directly from the copyright holder. To view a copy of this licence, visit http://
creat iveco mmons .org/licen ses/by/4.0/.

CORRECTION

Kim et al. J Wireless Com Network         (2021) 2021:25  
https://doi.org/10.1186/s13638‑020‑01888‑x

The original article can be 
found online at https ://doi.
org/10.1186/s1363 8-018-
1228-9.
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