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Abstract: This paper establishes a new framework for modeling electrical cyber-physical systems (ECPSs),
integrating both power grids and communication networks. To model the communication network associated with
a power transmission grid, we use a mesh network that considers the features of power transmission grids such
as high-voltage levels, long-transmission distances, and equal importance of each node. Moreover, bidirectional
links including data uploading channels and command downloading channels are assumed to connect every node
in the communication network and a corresponding physical node in the transmission grid. Based on this model,
the fragility of an ECPS is analyzed under various cyber attacks including denial-of-service (DoS) attacks, replay
attacks, and false data injection attacks. Control strategies such as load shedding and relay protection are also
verified using this model against these attacks.
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1 Introduction

A smart grid is a modern electrical grid with
improved reliability, efficiency, and safety (Gungor
et al., 2011). It integrates advanced control and mod-
ern communication technologies in power systems.
A double-layer model is a natural way to abstract a
smart grid with a communication network on top of
a power network. However, strong interdependency
between the communication network and the power
network may lead to new threats on electrical cyber-
physical systems (ECPSs) (Chen et al., 2012; Morris
and Barthelemy, 2013; Schneider et al., 2013; Shin
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et al., 2014). Intruders are able to change normal
power operations via cheating commands through
communication networks. Also, catastrophic cas-
cade of failures in ECPSs may be triggered by a
failure of a small fraction of nodes in only one net-
work. To analyze possible cascading failures due
to cyber attacks, it is extremely important to find
proper models for ECPSs. On this issue, research
efforts have been undertaken along several different
approaches.

One approach adopts complex network mod-
eling for both communication networks and power
networks, and analyzes cascading failures from the
perspective of topology interdependency. Buldyrev
et al. (2010) considered an ECPS model by assum-
ing that the communication network is a scale-free
network. Huang et al. (2011) further studied the
ECPS model proposed in Buldyrev et al. (2010) from
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the robustness viewpoint. In Buldyrev et al. (2011),
identical degrees of mutually dependent nodes were
used to model the communication network. Paran-
dehgheibi et al. (2014) used a DC power model to
describe power grids, while communication networks
were just abstracted as a complete graph. Yang et al.
(2011) pointed out that for communication infras-
tructures in power distribution networks, telecom-
munication networks have two representative topolo-
gies. Although communication networks in different
topologies can influence the robustness of ECPSs dif-
ferently, there is no unified framework to reflect topo-
logical characteristics of both power grids and com-
munication networks. Therefore, it is necessary to
find a reasonable model for the communication net-
works in ECPSs by considering the characteristics of
power grids.

Another approach analyzes cascading failures
on interdependent relationships of ECPSs caused by
coupling communication networks. Shao et al. (2011)
described the relationships with multiple support-
dependence relations. Hu et al. (2011) took into ac-
count the one-way links between the two networks.
Parshani et al. (2010) modified the relations by re-
ducing the coupling strength of two networks. The
disadvantage is that they neglected the characteris-
tics that different types of transmitted information
may influence ECPSs differently. Parandehgheibi
et al. (2014) dealt with the relationship between com-
munication networks and power grids with the as-
sumption that communication nodes consume power
from the power grids for their operations. However,
in transmission grids, the power that the communica-
tion nodes need is received from uninterrupted power
supply (UPS), which is divided from the power grid
and has a higher security level. So, it is important
to establish a unified framework to clearly describe
the interdependent relationship between power grids
and communication networks.

The third approach shifts the study of inter-
dependent relationships into studying control strate-
gies to ensure stability and cyber security to stabilize.
Wei et al. (2014) considered ECPSs as multi-agent
dynamic systems, and proposed a flocking-based
paradigm for security control. The authors consid-
ered physical characteristics of generators by using
a distributed coordinated control strategy. How-
ever, few nodes were contained, which does not fit

for analyzing large-scale transmission grids. Chen
et al. (2012) modeled a framework by fully consid-
ering the characteristics of ECPSs, and introduced
a two-player zero-sum game between the adversary
and the defender to evaluate the performance of de-
fense mechanisms with different network configura-
tions. The issue is that such a method cannot re-
flect the difference in attack types and attack points.
Teixeira et al. (2015a; 2015b) systematically summa-
rized various cyber attack scenarios, and described
in detail attack policies, attack performance, and
required model knowledge, disclosure, and disrup-
tion. However, these studies do not associate secure
control with large-scale communication networks,
and the dependency of ECPSs is unclear. As we
have discussed previously, control strategies and the
framework of ECPSs should be combined together
to qualitatively analyze cascading failures and cyber
security.

The key technical contributions made in this
study can be summarized as follows. First, we es-
tablish a new framework for ECPSs with a power
grid coupled with a communication network. Based
on the characteristics of high-voltage levels, long-
transmission distances, and the importance of each
node in transmission grids, the communication net-
work is modeled as a meshed topology with each
node associated with a physical node in transmission
grids. Second, we qualitatively apply the load shed-
ding and relay protection control schemes (Wang,
2012) in our framework and the control decisions are
made automatically by control centers according to
real-time information. Third, we provide rigorous
analysis for the propagation of cascading failures in
ECPSs combined with modern control in entirety. To
the best of our knowledge, this work is the first at-
tempt to incorporate several cyber attack scenarios
into relevant conventional relay protection policies
for cascading failure analysis. Through numerical
simulations the effectiveness of relay protection con-
trol and the fragility of ECPSs under cyber attacks
are demonstrated.

Compared with existing solutions, our proposed
framework has two advantages. First, this frame-
work has portability. It can be used in any power
system. Given a power grid, we can design com-
munication networks and relationships between two
networks to analytically and numerically analyze the
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mechanism of cascading failures. In contrast, oth-
ers abstract a real communication network for spe-
cific analysis or count the total number of nodes in
a power grid and generate a large-scale communi-
cation network with power law distributions. The
former is of heavy work because we need to acquire
the topology of a communication network and repeat
the work when the situation is changed. The latter is
too general to capture the characteristics mentioned
above. In our framework, the related communication
network can be generated automatically and reflects
the special characteristics comprehensively. Second,
we describe the relationship between power systems
and communication networks by distinguishing dif-
ferent types of information transmission and visual-
izing it into four types of information channels, which
contributes to the exploration for the mechanisms of
avoiding cascading failures in ECPSs.

2 Framework of ECPSs

According to Yang et al. (2011) and Wang
(2012), power transmission grids have two charac-
teristics. One is that the voltage level is high and
the transmission distances are long. The other is
that every component in the transmission grid plays
a key role so that each power node is equipped with
a router and each line is equipped with a breaker.
These routers receive information from the power
nodes and relay it to the control center through gate-
ways. The control center makes wide-area control de-
cisions and sends them back to the routers located at
power nodes. Then the decisions are executed by the
prime motors, load tripping devices, or the breakers.
There are several communication devices such as su-
pervisory control and data acquisition (SCADA) and
phasor measurement unit (PMU) systems that trans-
mit information to the regional control center that is
responsible for making control decisions.

To capture the characteristics of power trans-
mission grids above, we establish a new framework
for ECPSs and design the relationships between
power grids and communication networks. Our pro-
posed framework for ECPSs has a communication
network in meshed topology atop a power grid. Each
communication node is associated with a power node
in the transmission grid. There is also an extra con-
trol center node which is connected to all the com-

munication nodes in an area.

Previous studies (Shao et al., 2011; Parande-
hgheibi et al., 2014) tried to describe the rela-
tionships in graph theories by multiple support-
dependence relations or considering power supply
and consumption relations. However, they neglected
the characteristics that various types of transmit-
ted information influence ECPSs differently. In our
framework for ECPSs, we distinguish various types
of information transmission to describe the rela-
tionships of ECPSs so that the interdependency of
ECPSs in our design is visible and specific. The idea
of modeling a power grid by the graph theory (Paran-
dehgheibi et al., 2014) is adopted in Section 2.1. The
new framework for ECPSs and a generation method
for the relevant communication network based on a
given power grid are introduced in Section 2.2.

2.1 Modeling a power grid

According to Parandehgheibi et al. (2014), a
power grid can be modeled as a graph GP =

(VP, EP), where VP and EP are the sets of power
nodes and lines, respectively. Three classic types of
power nodes are considered: generator nodes (V G

P ),
load nodes (V L

P ), and substation nodes (V S
P ). Gen-

erators generate power and transmit it to the load
nodes that consume power through the power lines,
while the substation nodes that neither generate nor
consume power act as the role of regulating voltages.
The flows in power lines are driven by Kirchhoff’s
laws. The DC power flow model (Stott et al., 2009)
is used to analyze the behaviors of a power grid.

Let p be a |VP|-dimensional vector (‘| · |’ rep-
resents the cardinality of the set) so that pk de-
notes the power injection at a power node k ∈ VP.
Let A ∈ R

|VP|×|EP| be the incidence matrix where
A(i, j) = 1 if link j starts from node i, A(i, j) = −1

if link j ends in node i, and A(i, j) = 0 if link j

does not go through node i. Matrix A reflects the
topology of the power grid, and switching on or off
a line can change the entry or dimension of A. Let
X ∈ R

|EP|×|EP| be the reactance diagonal matrix
associated to the power grid, where X(i, i) denotes
the reactance of the ith power line. Moreover, let
f ∈ R

|EP| be the vector of power flows in trans-
mission lines and θ ∈ R

|VP| the phases at all power
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nodes. Then a DC power flow can be modeled as

Af = p, (1)

ATθ = Xf . (2)

Eq. (1) is used to calculate the power in each
node, while Eq. (2) is used to model the power flow
in every line. If the power injection has changed, the
power flow in every line will be redistributed, and
vice versa.

2.2 Design of a framework for ECPSs

In the graph theory, a communication network
can be described as a graph GC = (VC, EC), where
VC and EC are the sets of communication nodes
and lines, respectively. Three traditional types of
communication nodes (Wang, 2012) are included:
(1) sensors on breakers (breakers that are responsi-
ble for local overload protection, which can switch
off the fault line immediately), (2) control center
that is responsible for making control decision, and
(3) routers that are responsible for transmission
information (uploading messages from power grids
and downloading messages from communication net-
works). Modern control strategies such as automatic
generation control (AGC), automatic voltage con-
trol (AVC), and automatic stability control (ASC)
are decided by the control center which gathers in-
formation through routers and pushes commands to
sensors and actuators on breakers. Communication
devices such as SCADA and PMU also use routers
to transmit information.

Based on the proposed framework, we can de-
scribe the relationship between power grids and com-
munication networks. First, we distinguish the dif-
ferent channels based on the types of transmitted
information. According to our design on commu-
nication networks, sensors on beakers, routers, and
control centers have their own channels to transmit
messages or commands. Second, in our design, the
interdependency of two networks is concrete; i.e., a
node in power grids can function even if it is not
connected to any node in communication networks
(called an ‘isolated physical node’). The isolated
physical node is out of control and could be caused
by the redistribution of the power grid, if the control
center changes the control strategy but the informa-
tion cannot be transmitted to the node. However, a
node in communication networks can function only

if the communication node belongs to a connected
cyber network. The connectivity of a node in com-
munication networks is more important than a node
in power grids, and thus we focus on the faults of
communication that are caused by cyber attacks on
information channels instead of the support link con-
necting to power grids.

Given a model of power grids in Section 2.1,
Fig. 1 shows the design of an ECPS and its relevant
interdependent relationship. There are two planes in
the figure: the communication network plane and the
power grid plane. We define channel 1 as the channel
through which information is uploaded from power
nodes to routers in the communication network and
finally to the control center (e.g., C-(1) in Fig. 1),
channel 2 as the channel through which commands
are downloaded from the control center directly to
power nodes (e.g., C-(2) in Fig. 1), and channel 3
as the channel through which commands are down-
loaded from the control center directly to breakers in
the power line (e.g., C-(3) in Fig. 1). There are also
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Fig. 1 Interdependent relationships in a regional
electrical cyber-physical system (ECPS). Nodes A–
E stand for five physical nodes in the power grid
plane. They can be generators, loads, or substations.
The lines among nodes A–E are transmission lines
where power flows exist. The solid black rectangles
on the power lines are breakers. The communica-
tion network plane contains a control center (CC)
and five router nodes (1–5) which are associated with
the power nodes (A–E) respectively. Dashed lines:
channel 1 (e.g., C-(1)); dotted lines: channel 2 (e.g.,
C-(2)); bold dashed lines: channel 3 (e.g., C-(3)).
Arrows represent the directions of information flows
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local channels through which a power line controls
a breaker to cut off the fault line and they are not
displayed in Fig. 1.

Fig. 1 describes a regional framework for ECPSs,
which can be considered as a centralized control
framework. Actually, the real scale of power trans-
mission grids is large. The power transmission grids
are divided into several regions owing to spatial dis-
tance, while they are still physically interconnected.
We define channel 4 as the channel through which re-
gional control centers connect with each other (e.g.,
C-(4) in Fig. 2). Fig. 2 is the macroscopic model of a
large-scale ECPS with n regional control centers. It
is a decentralized control model.

C-(4) CC-1

CC-2
CC-k

CC-n

C-(4) CC-1

CC-n

CC-2

CC-k

Fig. 2 Framework for a large-scale ECPS. Bold solid
lines: channel 4 (e.g., C-(4)); CC-i (i = 1,2, . . . , n):
regional control center i

Based on our proposed framework for ECPSs,
Tables 1–3 compare the new model of ECPSs with
existing models. Tables 1 and 2 separately focus on
the modeling approaches of power grids and commu-
nication networks. Our model uses a more general
and typical way for node classification and obeys
Kirchhoff’s laws and the mechanism of information
transmission. Table 3 shows the differences of model-
ing the interdependent relationships between power
grids and communication networks from three per-
spectives: which part of the ECPS is influenced by
the relationship (actuator), the function of the ac-
tuator (function), and whether the influence has a
direction (directional). Compared with other stud-
ies which model interdependency mainly on single or
multiple support-dependence relations with the as-
sumption that a node in one network can function
only if at least a single support link connects it to a
functional node in the other network, our model dis-

tinguishes different channels with the types of infor-
mation transmissions. We can understand the com-
plex interdependency in a real ECPS in this way.

In the next section, we will add current con-
trol schemes and attack scenarios to our proposed
framework. Consequences of the system acting on
information channels 1–3 through the design of inter-
dependent relationships are also studied. Channel 4
is thought to have the highest security level and the
capacity is high enough, so that the probability of
faults on channel 4 is negligible. In this study, we
assume that channel 4 is reliable and fault scenarios
do not occur on channel 4.

3 Control schemes and attack scenarios

Previous study (Wang, 2012) has proposed a
load shedding control scheme added to the relay pro-
tection to mitigate failures inside the single power
grid. Generally, the control scheme is executed man-
ually after the failures. The traditional relay pro-
tection control strategy uses only neighboring infor-
mation to cut off a fault line or switch it on if the
fault is repaired. Since other models do not dis-
tinguish different information channels, and control
schemes may change with channels, it is difficult to
study the influence on the fault in information trans-
missions. We overcome these difficulties in our es-
tablished framework by differentiating information
channels.

We qualitatively extend the shedding control
scheme to our designed framework for ECPSs, and
the shedding control decisions are made automati-
cally by control centers according to the real-time
fault information uploaded through channel 1 in sit-
uation I. When a failure occurs in power grids, which
is usually caused by the short circuit and leads to
a transmission line overload (Bao et al., 2009), the
control center will make correct decisions to mini-
mize the loss and stabilize the system as soon as
possible. We have examined various types of cyber
attacks (Teixeira et al., 2015b) targeted at the in-
formation transmission mentioned in Section 2, to
study the consequence of attacks and attack points.
If the information transmission channels are broken
or attacked by hackers, the actuator may receive fake
commands and the control center may receive fault
information. As a consequence, the ECPS may suffer
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Table 1 Differences of modeling approaches on power grids

ECPS model Generation type Classification of nodes Directional Mechanism

Our approach Realistic power grid Substation, Yes Kirchhoff’s law
generator, and load

Buldyrev et al. (2010) & Complex network None No Generation function
Schneider et al. (2013)

Shao et al. (2011) Complex network None No Generation function
Parandehgheibi et al. (2014) Realistic power grid Substation, Yes Kirchhoff’s law

generator, and load
Wei et al. (2014) Realistic power grid Generator and load Yes Kirchhoff’s law

Table 2 Differences of modeling approaches on communication networks

ECPS model Generation type Classification of nodes Directional Mechanism

Our approach Generate automatically Sensors on breakers, Yes Information
router, and transmission
control center

Buldyrev et al. (2010) & Complex network Nodes No Generation
Schneider et al. (2013) (SCADA/PMU) function

Shao et al. (2011) Complex network Nodes No Generation
(SCADA/PMU) function

Parandehgheibi et al. (2014) Complex network Router and control center Not connected No
Wei et al. (2014) Complex network Nodes (PMU) No Information

exchange

Table 3 Differences of modeling approaches on interdependent relationships

ECPS model
Actuator Function Directional

Coupling 1 Coupling 2 Coupling 1 Coupling 2 Coupling 1 Coupling 2

Our approach Classified Classified Monitoring, Isolated Yes Yes
(node/line) (node/line) protection, physical

and control node
Buldyrev et al. (2010) & Not Not Dependent Dependent No No

Schneider et al. (2013) classified classified
Shao et al. (2011) Not Not Control Dependent Yes Yes

classified classified
Parandehgheibi et al. (2014) Not Not Control Power Yes Yes

classified classified supply
Wei et al. (2014) Classified Classified Control Frequency Yes Yes

control

Coupling 1: from communication networks to power grids; coupling 2: from power grids to communication networks

from a critical failure. The combination of ECPSs
under different cyber attack scenarios at the topo-
logical layer and control layer is described in situa-
tions II and III.

Much work on computer attacks and security
has focused on data and information technology
(IT) services (Bishop, 2002). In this study, we con-
sider three cyber attacks in ECPSs: denial-of-service
(DoS) attacks, replay attacks, and false data injec-
tion attacks. According to Teixeira et al. (2015b),

DoS attacks aim at preventing actuating and sen-
sory data from reaching their respective destinations
and result in the absence of data. Replay attacks
transmit the recorded data gathered before. False
data injection attacks aim to inject a constant bias in
the system through information channels (Liu et al.,
2011). DoS attacks can be applied on a local chan-
nel or channels 1–3, and delay the real information
transmission. Replay attacks can be applied on chan-
nels 1–3 and replace a sequence of data or commands.
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False data injection attacks can be applied on a local
channel or channels 1 and 2, and thus data can be
tampered deliberately, which may do great harm to
the system.

Let v = (a, b) represent the vth line along which
power flow goes from node a to node b via edge v ∈
EP. First, we make three assumptions for the ECPS
model:

(A1) Each transmission line v has a maximum
power capacity limit (fmax

ab );
(A2) Each generator has a maximum allowed

output power;
(A3) The power can be balanced after each con-

trol strategy owing to the balance node.
We define three functions to simplify the

description.
(1) Function Fv is the transforming function

that switches off line v, and it is defined from R
m×n

to R
m×n such that

Fv(H)(i, j) =

{
0, j = v,

H(i, j), otherwise,

where m,n ∈ N+ and H ∈ R
m×n.

(2) Function Gv is the transforming function
that switches off line v, and it is defined from R

m×n

to R
m×n such that

Gv(H)(i, j) =

⎧⎪⎨
⎪⎩

1, i = a, j = v,

−1, i = b, j = v,

H(i, j), otherwise,

where m,n ∈ N+ and H ∈ R
m×n.

(3) Function h is the control strategy function,
and it is defined from R

|VP| to R
|VP| as

h = [hG hL hS],

with hk = [−pkmax, +pkmax] being an element of
h, where pkmax is the maximum power capacity of
node k ∈ VP in a power grid, and hG, hL, hS are the
subsets of h.

Define the power injected into a node to be pos-
itive, and the power outflew a node to be negative.

For a set of generator nodes (V G
P ), load nodes (V L

P ),
and substation nodes (V S

P ), we have pG
k > 0, pL

k < 0,
and pS

k = 0, respectively. The maximum capacities
may be different owing to the different types of nodes.
For generator nodes (V G

P ), load nodes (V L
P ), and sub-

station nodes (V S
P ), we have hG

k ∈ [−pkmax,+pkmax],
hL
k ∈ [0,+pkmax], and hS

k = 0, respectively.

In this study, function Fv is used to represent
the change of the topology of power grids after a
breaker cuts off a line. Correspondingly, function
Gv is used to represent the change of the topology of
power grids after a breaker switches on a line, while
function h is a continuous control vector applied to
electrical power nodes.

Based on the aforementioned assumptions and
definitions, we apply the load shedding and relay
protection control schemes to our designed commu-
nication networks. Due to the special relationships
brought out by the design, the relay protection con-
trol can be controlled by a wide-area control cen-
ter through channel 3. Similarly, the load shed-
ding policy uses global information to make deci-
sions through channels 1 and 2. Here we formu-
late three typical control instructions in a process
of fault handling based on the DC flow (Eqs. (1)
and (2)). Table 4 shows the relationships among
control instructions, commands, information trans-
mission channels, and protection actuators, when a
fault occurs (i.e., line v = (i, j) overloads).

In Table 4, note that in type 1, the breaker uses
only local information to make decisions. In this
action, there is no information exchanged between
the physical and cyber systems. In type 3, however,
the action of a breaker to switch on is decided by the
control center in the communication network, and
the instruction is transmitted through channel 3. In
type 2, if the grid is overloaded, it is required to
decrease the amount of power at regional loads or
generators. The DC power flow will be resolved after
every action.

Next, we will describe three situations to show

Table 4 Three typical control instructions

Type Instruction Command Actuator Channel

1 Cut off the line Fv(A) Breaker Local channel
2 Shed loads p = p+ h Generator and load Channels 1 and 2
3 Switch on the line Fv(A) Breaker Channels 1 and 3
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how the control strategies are extended to the pro-
posed framework. Consequences caused by the
strategies are also discussed. In situations II and
III, we focus on several cyber attacks.

3.1 Situation I

Background: The vth line v = (i, j) overloads
at discrete time k, which causes fij > fmax

ij .
Control strategy:

(1) A[k + 1] = Fv(A[k]),

(2) hG[k + 2] = −0.1pG[k + 1]

or hL[k + 2] = −0.1pL[k + 1],

(3) p[k + 3] = p[k + 2] + h[k + 2],

(4) A[k + 4] = Gv(A[k + 1]).

Explanation: To understand the control strat-
egy above, we define the following loss function:

J=
∑
i∈V G

P

∣∣∣pGnew
i − pGold

i

∣∣∣+λ
∑
j∈V L

P

∣∣∣pLnew
j − pLold

j

∣∣∣, (3)

where pG
i and pL

j represent the power injections of
generator node i and load node j, respectively. Note
that notations ‘old’ and ‘new’ represent the power in-
jections at the corresponding nodes before and after
applying the control strategy, respectively. More-
over, define λ as a constant larger than 1 because
load shedding is more expensive than generation shift
(Dobson et al., 2001).

A complete control procedure can be divided
into four steps. In the first step, the breaker finds the
fault and cuts off the line immediately by local con-
trol. Then in the second step, the fault information
is transmitted through channel 1 to the control cen-
ter. The control center analyzes the information and
makes decision. Whether generators or loads should
shed loads depends on the minimization of J caused
by this control decision. The parameter 0.1 (in the
control strategy in situation I) has been decided in
Wang (2012). In the third step, the instruction is
downloaded to the power nodes through channel 2.
Lastly, the center controls the line breaker to switch
on through channel 3. After the four steps, a process
is completed and the power flow redistributes.

3.2 Situation II

Background: The vth line v = (i, j) overloads
at discrete time k, which causes fij > fmax

ij . At time

k + 1, two kinds of cyber attacks (DoS attack and
replay attack) respectively disturb the information
channels of the ECPS. In this study, we assume that
during the DoS attack, the grid will continue to use
the latest renewed data if no update is recorded. In
replay attacks, the channel will use the recorded data
at time w (w < k).

Attack policy: Tables 5 and 6 show the differ-
ences of channels being attacked and the false con-
trol commands caused by the DoS attacks and replay
attacks, respectively. All processes start when line
v = (i, j) overloads.

Table 5 An ECPS under the DoS attack

Attack on False command Actuator

Local channel (1)
′
A[k + 1] = A[k] Breaker

Channel 1 (2)
′
h[k + 2] = h[k + 1] –

Channel 2 (3)
′
p[k+ 3] = Generator
p[k+ 2] + h[k + 1] and load

Channel 3 (4)
′
A[k + 4] = A[k + 3] Breaker

Table 6 An ECPS under the replay attack

Attack on False command Actuator

Channel 1 (2)
′′
h[k + 2] = h[w] –

Channel 2 (3)
′′
p[k + 3] = Generator
p[k + 2] + h[w] and load

Channel 3 (4)
′′
A[k + 4] = A[w] Breaker

Explanation: Tables 5 and 6 list the influenced
control commands caused by the attack compared
with the complete control strategy in situation I.
Each row describes an independent attack. Under
each attack, the ECPS will experience the four steps
of the control strategy in situation I, while part of
the commands may be disturbed due to the attack.

Particularly, for DoS attacks, when line v =

(i, j) overloads, if the attack occurs on the local con-
trol, the breaker remains switched on. If the attack
prevents the fault information from being uploaded
to the control (channel 2), the control center will not
receive the warning and do nothing for the power
system. The actuators will not act due to the attack
on channels 2 and 3. All these false commands can
lead to a large-scale cascading failure. Similarly, for
replay attacks in the same scenario, the attack can
be launched on channels 1–3.

In our analyses, we combine attacks with the
control of ECPSs. Note that whether the two
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aforementioned attacks can cause cascading failures
in ECPSs or not depends on the control strategy.
However, if the control strategies at times w and
k+1 are the same, then the consequences of the two
attacks on channels 1 and 2 will be the same.

3.3 Situation III

Background: At time k, the ECPS operates nor-
mally. At time k + 1, the false data injection attack
(Teixeira et al., 2015b) will disturb the information
channels of the ECPS. The purpose is to make the
vth line v = (i, j) overload, which causes fij > fmax

ij .
Attack policy: Table 7 shows the differences of

channels being attacked and the false control com-
mands caused by the injection attack (hactive repre-
sents the deliberately injected constant bias).

Table 7 An ECPS under the false data injection
attack

Attack on False command Actuator

Local channel (1)
′′
A[k + 1] = Fv(A[k]) Breaker

Channel 1 (2)
′′
h[k + 2] = hactive –

Channel 2 (3)
′′
p[k+ 3] = Generator
p[k + 2] + hactive and load

Explanation: Table 7 lists the influenced control
commands caused by the injection attack compared
with the complete control strategy in situation I.

Note that for replay attacks on channels 1–3,
the recorded data at time w injected to the ECPS
may not solve the current fault but may mitigate
or worsen the situation. However, attackers do not
know the degree of influence. As for attackers who
apply the replay attacks, they have limited resources
of the framework for ECPSs, so the time w is chosen
randomly or based on the eavesdropping equipment.
Here, we discuss two situations:

1. If at time w, the power system operates at
an optimal state, then there is no need to apply any
control measure. Thus, h[w] = 0. Compared with
the control strategy in situation I (step (2)), replay
attacks can worsen the situation by 10% of control
measure.

2. If at time w, the power system needs to shed
off 10% of the generations (or demands) so that the
system can move to an optimal state, then h[w] =

−0.1pG[w−1] (or h[w] = −0.1pD[w−1]). Compared
with the control strategy in situation I (step (2)),

replay attacks can mitigate the situation.
So, it can be seen that replay attacks can dis-

turb the system only by probability. As for false
data injection attacks, hactive can be carefully de-
signed with a ‘desired’ consequence. Attackers know
the framework for ECPSs, so they can inject false
data to the information channels to disturb the nor-
mal operations of ECPSs. Attackers can worsen the
situation by 50% or more of the control measure by
tampering hactive. If an attacker wants to imply a
fearful attack through replay attacks, he/she needs
to acquire more information about the system, which
increases the difficulty of attack. In other words, the
false data injection attack can cause a larger-scale
failure easily.

4 Mechanism of cascading failure
propagation

In this section, we describe the mechanism of
cascading failure propagation based on our frame-
work for ECPSs. The control scheme and cyber se-
curity detection introduced in Section 3 are included
in the propagation. An initial outage of a physi-
cal component changes the balance of the power flow
distribution over the grid and causes a redistribution
of the power flow over the network. This dynamic
response of the system due to the triggering event
might overload other parts in the physical network
and change the current control policies in the con-
trol center in the communication network. In case of
isolating in power grids, the relevant routers in com-
munication networks will be useless, which in turn
disturbs the decision. Cascading failures in ECPSs
continue until no more components are overloaded
and the system is stable.

Generally, the process of cascading failure prop-
agation in ECPSs will be divided into four categories:
(1) cascading failure propagation in physical power
systems; (2) cascading failure propagation in cyber
communication networks; (3) influence of commu-
nication networks on power grids; (4) influence of
power grids on communication networks.

The mechanism of cascading failure propagation
in a single physical or cyber system (categories (1)
and (2)) has been studied for many years. In physical
power systems, one fault in the grid will cause power
flows to redistribute based on Kirchhoff’s laws. The
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redistribution of power flows may cause other lines
or nodes to be overloaded. The process will not
stop until the power flow in each line is under a safe
range (Baldick et al., 2008). In cyber communication
networks, similar failure propagation will be caused
by packet loss, network delay, and service failures
(Chakrabarti and Manimaran, 2002).

In this study, we aim to solve categories (3) and
(4). The influence of communication networks on
power grids reflects on extra power injection injected
to the generators or loads through channel 2 by con-
trol strategies. Recent research has focused mainly
on analyzing the stabilization of a system under one
single fault or an attack. We try to use current sim-
ple strategies to study the stabilization of the system
under a series of cascading failures.

In Fig. 1, if channel 1 is broken, the control cen-
ter cannot receive the failure data and thus can do
nothing to mitigate the cascading failures in power
grids. If channel 2 or channel 3 is broken, the control
commands cannot be downloaded to the actuators
as well. Moreover, if several channels are broken,
the control center can receive only part of the in-
formation, and the strategies will not be proper for
the whole system and may worsen the situation. In
turn, the faults in power grids may let breakers cut
off the lines, which leads to several nodes being dis-
connected in entirety. The loss of several nodes and
lines means the loss of relevant information trans-
mission. The channels among these nodes and lines
become useless. In this way, the cascading failures
propagate through ECPSs.

Assume that the information channels have only
two states: normal and abnormal. When a channel
is abnormal, it means that the information cannot
be transmitted through the channel. The cascading
failure propagation procedure in ECPSs begins from
a base load flow and follows the steps below:

(a) At time k, randomly select a transmission
line v = (i, j) as the initial triggering event, fij >

fmax
ij .

(b) At time k + 1, examine a breaker’s local
control channel.

(b-1) If it is normal, trip the selected line,
A[k + 1] = Fv(A[k]). Search for isolated com-
ponents, if has, and update the graph topology,
Gupdate

C = (V update
C , Eupdate

C ).
(b-2) If it is abnormal, no action, A[k + 1] =

A[k].
(c) At time k + 2, examine channel 1.
(c-1) If it is normal, upload fault information to

the control center, and make decision h[k + 2].
(c-2) If it is abnormal, no fault information is

uploaded, h[k + 2] = h[k + 1].
(d) At time k + 3, examine channel 2.
(d-1) If it is normal, download control instruc-

tions to the nodes, p[k + 3] = p[k + 2] + h[k + 2].
(d-2) If it is abnormal, no control instructions

are downloaded, p[k + 3] = p[k + 2].
(e) At time k + 4, examine channel 3.
(e-1) If it is normal, download control instruc-

tions to the breakers, A[k + 4] = Gv(A[k + 3]).
(e-2) If it is abnormal, no control instructions

are downloaded, A[k + 4] = A[k + 3].
(f) At time k+5, redistribute the power flow by

Eqs. (1) and (2).
(f-1) If there exists i, j ∈ VP such that fij >

fmax
ij , then go back to step (b).

(f-2) If for every i, j ∈ VP there is fij ≤ fmax
ij ,

then go to step (g).
(g) Stop the procedure, record the loss, and eval-

uate the fault scale.
In the procedure, steps (b-2), (c-1), (d-1), and

(e-1) reflect the cyber attacks on the ECPS (see Sec-
tion 3 for details). As for the situation where cascad-
ing failures in ECPSs are triggered by a cyber attack,
it still follows the above steps but the procedure be-
gins at step (b-2), (c-1), (d-1), or (e-1) according to
different cyber attacks.

The procedure has the following advantages.
First, the proposed procedure can reflect the fail-
ure propagation of coupled networks (ECPSs). We
can see the evolutionary process of how the commu-
nication network influences the power system, and
vice versa. Second, adding intelligent control strate-
gies to the mechanism of cascading failure propaga-
tion makes the analysis more complex but practical.
Last, we visualize the interdependency of ECPSs by
different information channels and firstly combine
the cyber attacks with the analyzing mechanism.

Here we introduce an evaluation criterion for
cascading failures. The fraction of nodes (δ) repre-
sents the ratio of the rest of the connected nodes after
the cascading failure occurs to the whole number of
the nodes in the power grid:

δ = |VP|final/|VP|. (4)
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The system has been demonstrated to have better
robustness with the value of δ close to 1 (Koç et al.,
2014).

5 Numerical examples and simulation
results

In this section, we analyze the cascading
failure and the performance of load shedding and
relay protection control policies through MAT-
LAB simulations. Our proposed framework of
ECPSs has portability. Given a power grid, we
can generate the relevant communication network
and the relationship between two networks to
analytically and numerically analyze the mecha-
nism of cascading failures. In general, the IEEE
9-, 14-, 30-, and 39-bus systems are used to
simulate physical power grids in the simulations
(http://www.ee.washington.edu/research/pstca/),
and the communication networks are designed
according to Section 2. The IEEE 39-bus system is
used to analyze the performance of ECPSs under
cyber attacks owing to the large scale of nodes.
The only difference is that in the 30- and 39-bus
systems, we partition the power grid into three
regions (Pasqualetti et al., 2013), so that the control
scheme and attack policy are distributed. Here we
present the ECPS with the 39-bus power grid, while
the others can be done in a similar way. Fig. 3
shows the partition of the IEEE 39-bus system.
Note that regions 1–3 are still physically connected
by transmission lines. Fig. 4 shows the macroscopic
ECPS model of the IEEE 39-bus system. We
abstract the physical connection through regions
into one line. Each region is monitored and operated
by a control center. These control centers cooperate
to estimate the state and to assess the functionality
of the whole ECPS. Regional control centers are
interconnected through a dedicated optical network
(as illustrated in Section 3).

5.1 Experiment settings

In the simulations, we used MATLAB to calcu-
late the DC power flow and simulate the performance
of ECPSs under cascading failures in the proposed
framework.

Simulation I was conducted to analyze mainly
the performance of ECPSs with an initial overload
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Fig. 4 ECPS of the IEEE 39-bus system. Dashed
lines: channel 1 (e.g., C-(1)); dotted lines: channel 2
(e.g., C-(2)); bold dashed lines: channel 3 (e.g., C-
(3)). Arrows represent the directions of information
flows

on a power line (Section 3.1, situation I), while simu-
lation II focuses on the performance of ECPSs under
cyber attacks (Sections 3.2 and 3.3, situations II and
III). Due to the fact that the IEEE database does
not provide the capacity of the lines in these power
grids, we refer to the similar concept of tolerance
parameter (α) in Koç et al. (2014) to reflect the re-
lationship between maximum capacity of a line and
its base load. The authors showed that the system
had a typical robustness when α ranged from 1.5 to
2.0, which means power flows in all the transmission
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lines were within 50%–67% of the capacity. In this
study, we conducted the simulation with α = 1.6.

5.2 Simulation results

In simulation I, according to situation I, we ran-
domly selected a transmission line v = (i, j) as the
initial triggering event (k = 0). The control strat-
egy in situation I (Section 3.1) was applied at time
k = 1, and the ECPS experienced the cascading fail-
ure propagation procedure (a)–(g). We focused on
the number of the rest of nodes after cascading prop-
agation. A comparison simulation was made to re-
flect the cascading failures in a simple physical power
system in the same situation with the difference of
h = 0 during the whole process. Except the swing
node and the line connected to the node, the remain-
ing transmission lines in each system were numbered,
respectively. Figs. 5–8 show the scale of cascading
failures in the 9-, 14-, 30-, and 39-bus power sys-
tems and ECPSs, respectively. It can be verified
that without cyber attacks, ECPSs have higher ro-
bustness than power systems owing to the real-time
control strategy. Note that in Fig. 8, lines 36–45 are
all connected to generators, so cutting off the line
equals to cutting off the node. The current control
strategy is more effective for generator nodes than
load nodes reflected in the figure with a higher dif-
ference in δ. Figs. 5–7 illustrate the same conclusions
as Fig. 8.

By analyzing the topology of each system, it
can be seen that the 9- and 14-bus systems repre-
sent typical distribution grids, while the 30- and 39-
bus systems represent different transmission grids.
Our proposed framework has portability and can re-
flect the characteristics of electrical power flows at
the same time. In Huang et al. (2015) and Zhao
et al. (2015), power grids of Guangdong Province in
China were used to design the framework of security
operation by acquiring the topology of the Guang-
dong Communication Network and do the same work
again when the situation was changed. The process
is of heavy work and time-consuming. In Buldyrev
et al. (2010) and Parshani et al. (2010), the modeling
of ECPSs with the theory of complex network was
too general to capture the characteristics of power
systems.

In simulation II, ECPSs under cyber attacks
were analyzed with the 39-bus system. Except the
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swing node 31 and the line (31, 6) connected to the
node, the remaining 45 transmission lines in the sys-
tem were numbered from 1 to 45. According to
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situations II and III, we assumed that a DoS attack
occurred at time k = 1 after an initial fault. As for
false data injection attacks, we simulated the conse-
quences of attacks occurring in region i (i = 1, 2, 3)
with hi = 0.2pi. The influenced control strategies
are as shown in Tables 2 and 4. The system still
experienced the procedure (a)–(g). It is seen that
ECPSs under DoS attacks may lead to a severe fail-
ure. As for replay attacks, the situation was influ-
enced by the control policy at time w. The value
of h[w] changed as the scale of the cascading failure
varied, which was similar to situation III in which
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a system is under false data attacks, since both of
the attacks aim at modifying the values of h by h[w]

and hactive. So, in Fig. 9, the performance of replay
attacks is not displayed. Fig. 9 also shows the data
of the system without attacks as reference (marked
as stars).

6 Conclusions and future work

We have established a new framework for
ECPSs where a communication network and its re-
lationship are designed by the characteristics of a
given power grid. In particular, we have charac-
terized the interdependency of connected networks
based on different types of information channels.
Control strategies such as load shedding and relay
protection, and attack scenarios have also been ap-
plied to the designed communication networks for
analyzing cascading failure propagation. In the fu-
ture, we will focus on fault detection and distributed
control of ECPSs under cyber attacks based on the
proposed framework for ECPSs. Also, there is need
to investigate methods for detecting cyber attacks
and redesigning control schemes to protect the whole
system.
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